
TENSION AND COMPRESSION LOAD CELLS (VERY HIGH 
CAPACITIES)5100-5105
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The SENSY's load cells 5100-5105 are perfectly designed to the following applications :
- Industrial force measurement 
- Force measuring on test bench, weighing of hanging load 

- Wide range of capacities : 10 kN (1 t) up to 30 MN (3000 t) 
- Easy to install, compact design 
- Protection IP 66 
- Material : Stainless steel (5100), Nickel plated steel (5105) 
- Available options (non exhaustive list): 
     o high service temperature (180 °C) 
     o ATEX intrinsic safety Ex II 1GD Ex ia IIC T6 or T4 Ga Ex ia IIIC T80°C Da 
     o 0..10 V or 4..20 mA output signal 
- Also available as standard reference load cells following ISO 376 (EN10002/3) 
(Class ‘’0.5’’ and ‘’00’’) (see specific data sheet) 

5100 - 5105 :

Universal load cells combining accuracy, sturdiness and easiness to install.

Capacities

Applications

5100 - 5105 :  (10) - (15) - 20 - 30 - 50 - (75) - 100 - (150) - 200 - 300 - 500 kN 
 (0.75) - 1 - 1,5 - 2 - 3 - 5 - 7.5 - 10 - 15 - 20 - 30 MN 

Features

Specifications 0.25 0.1 0.05 0.03
Accuracy class 1000 d 2000 d 3000 d -

Combined error < ± 0.25 < ± 0.10 < ± 0.05 < ± 0.03 %  F.S.

Linearity error < ± 0.25 < ± 0.10 < ± 0.04 < ± 0.025 %  F.S.

Repeatability error < ± 0.1 < ± 0.03 < ± 0.02 < ± 0.015 %  F.S.

Creep error over 30 min. < ± 0.1 < ± 0.06 < ± 0.04 < ± 0.025 %  F.S.

Zero shift after loading < ± 0.025 < ± 0.015 < ± 0.01 < ± 0.0075 %  F.S.

Reference temperature 23 23 23 23 °C

Nominal temperature range -10...+45 -10...+45 -10...+45 -10...+45 °C

Service temperature range -30...+70 -30...+70 -30...+70 -30...+70 °C

Storage temperature range -50...+85 -50...+85 -50...+85 -50...+85 °C

Temperature coefficient of the sensitivity < ± 0.05 < ± 0.05 < ± 0.035 < ± 0.015 % F.S./10°C

Temperature coefficient of zero signal < ± 0.035 < ± 0.035 < ± 0.03 < ± 0.023 % F.S./10°C

Zero balance ± 0.02 ± 0.02 ± 0.02 ± 0.02 mV/V

Sensitivity tolerance < ± 0.3 < ± 0.3 < ± 0.3 < ± 0.2 %

Input  resistance 352 ± 2 352 ± 2 352 ± 2 352 ± 2 Ohm

Output resistance 352 ± 2 352 ± 2 352 ± 2 352 ± 2 Ohm

Insulation resistance (50V) > 5000 > 5000 > 5000 > 5000 Megaohm

Reference excitation voltage 10 10 10 10 VDC

Nominal range of excitation voltage 3..12 3..12 3..12 3..12 VDC

F.S.: full scale - Specifications subject to change without notice 
(*) Only for 5105 
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