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PS400 & PS500
Pressure Sensors

Innovative PS400 and PS500

TURCK SOLID-STATE pressure sensors from TURCK

replace bulky, cumbersome

PRESSURE SENSORS MAKE mechanical controls with far greater

display and control accuracy.

MECHANICAL CONTROLS TURCK’s exclusive 360° housing
rotation and display inversion
OBSOLETE' technology offers greater visibility
and mounting flexibility at the
source. The patented Media Stop

system prevents fluid leakage if the

* TURCK Exclusive! Ceramic pressure cell technology pressure cell becomes damaged.
featuring +0.5% accuracy

¢ |[P67 stainless steel housing with integrated
M12 eurofast® connector

Robust corrosion-resistant IP67
design and solid-state technology
» On-board pushbutton programming offers 10-million cycle performance.
* TURCK Exclusive! PS500 model offers And .un“ke mechanical Cor_]trOIS that
360° housing rotation require remote wall mounting, extra
: i . ] lines and hard-wiring, compact
* TURCK Exclusive! Display inversion TURCK pressure sensors offer
for mounting flexibilit ) ) e )
} J L direct mounting flexibility for easier

* Bright 4-digit, 7-segment 45° constant LCD display

* TURCK Exclusive! Media Stop programming and monitoring at the
system seals the sensor if

/ it's damaged source along with easy to install

M12 connectors.
¢ Transparent harsh-duty

@ e option Call us with your next application:

1-800-544-7769

email: turckusa@turck.com

~eSense It! ---Connect It! ---Bus It! B
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TURCK Process Wiring Solutions

This catalog contains products from TURCK's extensive line of industrial wiring products that are optimized
for process applications. The receptacles, drop cords, junction boxes, home-run cables and accessories described
within, comprise a process wiring system designed for the demanding conditions of process applications.

* Quick-disconnect design eliminates mis-wiring and speeds installation.

* Instrument receptacles, drop cords, junction boxes and home-run cordsets reduce multiple cable runs.
* Shielded-twisted pair construction serves analog and HART applications.

* Cables with premium PVC insulation provide superior chemical resistance and flexibility.

¢ Choice of stainless steel or nickel-plated brass hardware.

* Rated and approved for installation in process applications.

* Many products are FM approved for installations in hazardous locations.

e Cables are UL recognized and CSA certified.
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TURCK
Process Wiring Solutions

TURCK’s USA website is your most complete and up-to-date source for product documentation,

CAD files and more. Search results produce downloadable documentation or request for quote
(RFQ). Additional product information or CAD files are easily requested and promptly filled.

Visit our site for new product releases, approvals, white papers, application support and more.

Access to all TURCK catalogs, press
releases, white papers and tutorials
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TURCK
Process Wiring Solutions

Code Requirements for Flexible Process Wiring Products
Ordinary (Nonhazardous) Locations

Figure 1 Type ITC cable, or Instrumentation Tray Cable, provides a
cost effective alternative for installation of low power
-T 7 instrumentation and control circuits. The National

Electrical Code's (NEC) Article 727 permits the use of ITC-
rated cables “in industrial establishments where the
conditions of maintenance and supervision ensure that
only qualified persons service the installation”. It may be
used in “instrumentation and control circuits operating at
150 volts or less and 5 amps or less.” Permitted uses include installation in cable trays or basket trays (Figure 1), or as
Exposed Run wiring in specified circumstances.

One of the permitted uses as of ITC cable is illustrated in Figure 2. NEC's, Article 727.4(5) allows ITC cable without
metallic sheath or armor between cable tray and equipment in lengths not to exceed 15 m (50 ft.), where the cable is
supported and protected against physical damage using mechanical protection, such as struts, angles, or channels.

Figure 2

il \ NGl i

Mechanically protected

Another permitted use of ITC cable that increases flexibility is
illustrated in Figure 3. NEC Article 727.4 (4) allows ITC cable
to be used “as open wiring where enclosed in a smooth
Figure 3 metallic sheath, continuous corrugated metallic sheath, or
interlocking tape armor applied over the nonmetallic sheath in
Supported every 6 ft. k
/ \ accordance with 727.6. The cable shall be supported and
secured at intervals not exceeding 1.8 m (6 ft.).”

When using armored cable, there is no requirement for
further mechanical protection or a length limitation. When
using ITC cable that complies with the requirements of NEC
727.4(6) no further protection is required.
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Code Requirements for Flexible Process Wiring Products

Ordinary (Nonhazardous) Locations

Intro

Requirements NEC 727.4(6) allows the installation of ITC cable that complies with the crush and impact of Type MC
cable between the cable tray and equipment in lengths not to exceed 15 m (50 ft.) without additional protection. Cable
meeting this requirement is identified as "Exposed Run" or "ER" (Figure 1).

This concept enables convenient wiring methods, given that drops from a cable tray may be made without additional

auxiliary trays or raceways.
Additionally, ITC cable uses 300 volt
insulation, resulting in smaller
diameter, more flexible cable, with no
requirement for special (e.g. Class Il)
power supplies. When the ITC cable
concept is combined with the TURCK
process wiring system, the result is an
extremely flexible and cost-effective
system for process wiring.

The basic building blocks of the
system are device receptacles,
junction boxes, and molded cordsets.

Figure 2

Any length

&7—-’

Exposed Run <50 ft.

Exposed Run

Figure 1

<50 ft.

I BN 7

Exposed Run
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TURCK
Process Wiring Solutions

Receptacles with 1/2-14NPT and 3/4-14NPT threads, as
well as M20x1.5, easily extend the benefits of
m quick-disconnect wiring to most process instruments.

Junction boxes can significantly consolidate field wiring. They are available in metal or nylon housings with 4 or 8 ports and
home-run quick-disconnects or integral home-run cables.

2%

The TURCK process wiring system provides an integrated, code-compliant wiring method that adds the benefits of
quick-disconnects to the ITC cable installation concepts.

Molded quick-disconnect cordsets, using ITC cable, provide the
ratings and performance characteristics required for process
applications.

A7 TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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Even more value can be derived from the TURCK process wiring system in hazardous locations.
The system is now FM approved for use in Class I, Divisions 1 and 2 when installed per TURCK
drawing QCF-00147. Contact TURCK for a copy of the approval or visit www.turck.com/fmcd.

APPROVED The following are the highlights of the approval.

Intrinsically Safe Circuits

Class I, Division 1 | Nonhazardous e,
. . ®®
Hazardous Location I Location e
e
? I 1
I woc
* "
- @
Intrinsically I Intrinsically
Safe Apparatus I Safe Barrior

Nonincendive Equipment

Intrinsically safe circuits may be wired
using any of the wiring methods suitable
for unclassified locations. The use of
connectors is allowed as intrinsically safe
circuits are safe against faults, including
opening, shorting or grounding.

The same requirements for mechanical
protection and length limitations apply as
in nonhazardous locations.

ITC cable is a recognized Division 2 wiring

Nonhazardous
Location

Class I, Division 2
Hazardous Location

Nonincendive Equipment

I method. NEC in Article 501.10 (B)(1)(5) states
I “Type ITC cable as permitted in 727.4". This is
I further reinforced by Article 727.4 (3), which

| states that ITC cable is permitted “in hazardous
| locations as permitted in 501.10,...".

The same requirements for mechanical protection
I and length limitations apply as in nonhazardous

locations.

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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TURCK
Process Wiring Solutions

Quick-disconnects require a tool to disengage and are considered “normally arcing”. They are not
allowed to be used in Division 2 for incendive equipment without additional protection.

lokfast™ guards enable the use of quick-disconnect technology in Class I, Division 2 hazardous locations.
lokfast guards render quick-disconnects not “normally arcing” by:

- Eliminating access to the coupling nut making disconnection impossible.

- Warning the user to disconnect power before removing.

- Requiring a tool for removal.

lokfast guards are available for 7/8-16UN minifast® and M12 eurofast® molded and q
field-wireable connectors.

Optional M23 multifast® home-run connectors with set screw locks also render a
connection not “normally arcing”.

Class I, Division 2 Nonhazardous
lokfast guards (or integrally Hazardous Location Location
locked multifast connectors) =
on all quick disconnects in -

I . .
Division 2 (Figure 1). o Nonincendive N

o 4—————— Equipment
(all ports)
The molded construction of the

home-run connector and the
gas/vapor tight continuous

sheath meet the NEC Article 5 —- ‘\\\“ J
501-15(E)(2) requirements for " - _
cable seals in Division 2. f/.
= g [ '\ AS ¥
18 N

The same requirements for =
mechanical protection and

length limitations apply as in to B Boundary

nonhazardous locations. Nonincendive Equipment cable seal
not required
N s
-
Figure 1
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Intrinsic Safety Summary

Class I, Division 1 Nonhazardous

Intrinsically safe circuits do not Hazardous Location 2=l Location

require additional protection Intrinsically Safe =¥ (C’r
=== . A\ J

for quick-disconnects. Apparatus (all ports)

Junction boxes must have
FM-approved spacings and
entity parameters for
intrinsically safe circuits.

H TR
H TR

Boundary seals are not required
for this location, as the molded
home-run connecter and the
gas/vapor tight continuous cable
sheath meet the NEC Article it
501-15(C) requirements for " %H
cable seals in Class I, Divisions 1

and 2.

Boundary cable

Intrinsically Safe Apparatus seal not required

Requirements for mechanical protection and length limitations are equivalent to nonhazardous locations.

Explosion Proof Equipment

ITC cable, a recognized Division 2 wiring method, may
Nonhazardous be used to connect explosion proof equipment
Location installed in Division 2 when used with an explosion
proof feed-through receptacle. The extremely robust
receptacle maintains the equipment's explosion
containment protection scheme. The external wiring,
however, is in Division 2, and can therefore be
I installed using Division 2 wiring methods.

Class I, Division 2
Hazardous Location

Explosion Proof Equipment

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com A10
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Process Wiring Solutions

2-Wire Analog or HART Control Circuit Selection Guide

M12 eurofast® Thread | Drop Cordsets | Receptacles with Cable | Receptacles with Leads Junction Boxes
Pages B5 - B9 B10 - B16 B17 - B22 B23 - B32
-
90 « %
o ”..I 'ri
RN Drop Receptacles | Receptacles | Explosion Proof | "Y"Fitting Junction
7/8" minifast™ Thread | = 0 g cots with Cable with Leads Receptacles Receptacles Boxes
Pages B37 - B44 B45 - B51 B53 - B62 B63 - B66 B67 - B68 B69 - B74

M23 multifast ® Thread Home Run Cordsets Receptacles with Cable Receptacles with Leads

Pages B75 - B82 B83 - B84 B85 - B86
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eurofast® Cordset Part Number Key, 2-Wire Analog or HART Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

P = Process Cordset

eurofast

R = Straight
W = Right Angle

Gender

K = Female Connector
S = Male Connector

Plug Body Style

E = Large Plug Body
G = Large, Robust Plug Body
R = Armored Plug Body, 22 AWG

Coupling Nut Options

(Blank) = Nickel Plated Brass
V = 316 Stainless Steel

T = T Barb Fitting
A = Armored Cable

Single Ended Example:

Extension Example:

TI- 949 -|2|- RSGV | 4T
Insertion Point of Extension Cable and 2" Prefix*
* Female Connector Listed 1st, Male Connector 2nd
Example: P-RKGV 4T-949-2-RSGV 4T
Length in Meters
Number of Wires / AWG / Color Codes / Cable Type
4T-162 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct Burial/PLTC PVC
4T-330 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct Burial/PLTC PVC
4T-949 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC
4T-950 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC
4.6T-124 = 3x18 AWG, BK, RD, GN/YE, ITC/PLTC PVC
4.61T-124 = 3x18 AWG, RD, BK, GN/YE, ITC/PLTC PVC
4A-993 = 3x22 AWG, BU, BN, GN/YE, ITC/PLTC Armor PVC
(p|-[r]k[6]| [a]T]- 9a9]-[2]
RKG ..
'p|-[r]k[6]| [a]T][- 9a9]-[2]-[r]s]a]| [a]T
RKG .. - RSG ..
B2

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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Process Wiring Solutions

eurofast® Cordset Extension

Other Extension Examples:

'p|-[r]k[6]| [a]T]- 9a9]-[2]-[w][s]E] [a]T

RKG .. - WSE ..

(p|-[wlk[E] [a]T]- 9a9]-[2]-[R]s]a]| [a]T

WKE .. - RSG ..

(p|-[wlk[E] [a]T]- 9a9]-[2]-[w]s[E] [a]T

WKE .. - WSE ..

Note: Hybrid connector extensions also available. Consult factory.

B3 TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

P = Process Receptacle

4- 949 |-|0.5|-| /14.5/NPT

Designator for Receptacle

Gender

K = Female Connector
S = Male Connector

Housing Style

(Blank) = Front Mount

Housing Material

(Blank) = Nickel Plated Brass
V = 316 Stainless Steel

Thread Type

/14.5/NPT = 1/2-14NPT Threads
/14.75/NPT = 3/4-14NPT Threads
/M20 = M20x1 Threads

Length in Meters

Number of Wires / AWG / Color Codes / Cable Type

4-330 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct Burial/PLTC PVC
4-950 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC

4-949 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC

4-162 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct Burial/PLTC PVC
4.6-124 = 3x18 AWG, BK, RD, GN/YE, ITC/PLTC PVC

4.61-124 = 3x18 AWG, RD, BK, GN/YE, ITC/PLTC PVC

eurofast Receptacle with Leads Part Number Key, 2-Wire Analog or HART Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

P = Process Receptacle

Designator for Receptacle

Gender

K = Female Connector
S = Male Connector

Housing Style

(Blank) = Front Mount
P = Back Panel Mount

Housing Material

(Blank) = Nickel Plated Brass
V = 316 Stainless Steel

|_T_|- 0.5 - /14.5/NPT

Thread Type

/14.5/NPT = 1/2-14NPT Threads
/14.75/NPT = 3/4-14NPT Threads
/M20 = M20x1.5 Threads

Length in Meters

Number of Wires

4=3
4D = 4 Including Drain
44 =4

4.6D = 4 Including Drain

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com B4
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eurofast® Drop Cordsets, 2-Wire Analog or

* Straight Female Connectors
* IEC IP 68 Protection

* 250V, 4A
(use as ITC limited to 150 V)

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
P-RKG 4T-949-* Foil/Drain (20)
- - - 105°C
7.2mm OD
Cable #RF50949-*M" 1.BU
ITC-Exposed Run/Direct ; EN )
Burial/PLTC PVC Plum Analog or HART | 4 GRVE
3x18 AWG, 1 STP with GND control circuits in
P-RKG 4T-162-* Foil/Drain (20) Class 1, Division 2
P-RKG .. 105°C hazardous
7.2mm OD R locations** or
0.565 [14.4] Cable #RF51162-*M uncla'ssified B I‘y}
©.740 [18.8] locations. 1.BK
i i P_RKG 4.6T-124-% | TC/PLTCPVC Plum 2.RD
: 3x18 AWG, 1 STP with GND 3. Drain 3 1
M12x1 Foil/Drain (20) 4. GN/YE
.'Tf T 105°C 1.RD 2
_—I L 7.2 mm OD 2. BK
1.319 [33.5] P-RKG 4.61T-124-* | Cable #RF51124-*M* 3. Drain
1.890 [48.0] —= 4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
P-RKG 4T-950-* 105°C
7.2 mm OD Intrinsically Safe
Cable #RF50950-*M* Analog or HART 1.BU
ITC-Exposed Run/Direct control circuits in | 2 BN
Burial/PLTC PVC Blue Class I, Division 1 | 3. Drain
3x18 AWG, 1 STP with GND | hazardous 4. GN/YE
P-RKG 4T-330-* Foil/Drain (20) locations.

105°C
7.2mm OD
Cable #RF51330-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RKG.."; "P-RKGV.." indicates 316 stainless steel.

1

See Section F for reelfast® cable information.

** Use with lokfast eurofast guards (Part Number: LOCK-EURO-C) in Class I, Division 2 applications.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.

B5
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eurofast ® Drop Cordsets, 2-W

* Right Angle Female Connectors

¢ |EC IP 68 Protection

* 250V, 4A

(use as ITC limited to 150 V)

Analog or

Control Circuits

TURCE

PROCESS
AUTOMATION

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
. Foil/Drain (20)
P-WKE 4T-949- 105°C
7.2mm OD
Cable #RF50949-*M" 1.BU
ITC-Exposed Run/Direct § g,:‘ain
Burial/PLTC PVC Plu'm Analog or HART 4 GNYE
3".18 AVYG/ 1 STP with GND | o ntrof circuits in
P-WKE 4T-162-* Foil/Drain (20) Class 1, Division 2
105°C hazardous
P-WKE .. 7.2mm OD R locations** or
*
e [45,0] Cable #RF51162-*M unclassified B I"]
FMQG [38.91= ITC/PLTC PVC PI fotion ; EE
P-WKE 4.6T-124-* um et
3x18 AWG, 1 STP with GND 3. Drain 3 1
Foil/Drain (20) 4. GN/YE
1.299 [33.0] 105°C
896 [22.7] .2 mm OD ; EE 2
__ P-WKE 4.61T-124-* Cable #RF51124-*M* 3: Drain
2.591 [15.0
EMZ)(}——I I—— 4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
P-WKE 4T-950-* 105°C
7.2 mm OD Intrinsically Saf
Cable #RF50950-*M' nirinsically sare 1 BU
- Analog or HART :
ITC-Exposed Run/Direct L 2.BN
. control circuits in .
Burial/PLTC PVC Blue al. L 3. Drain
A lass 1, Division 1
3x18 AWG, 1 STP with GND . 4. GN/YE
N . hazardous locations.
P-WKE 4T-330-* Foil/Drain (20)
105°C
7.2mm OD
Cable #RF51330-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WKE.."; "P-WKEV.." indicates 316 stainless steel.

1

See Section F for reelfast® cable information.

** Use with lokfast eurofast guards (Part Number: LOCK-EURO) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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eurofast® Drop Cordsets, 2-Wire Analog or HART Control Circuits

* Straight Male Connectors
* IEC IP 68 Protection

* 250V, 4A
(use as ITC limited to 150 V)

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
P-RSG 4T-949-* Foil/Drain (20)
- - - 105°C
7.2 mm OD
Cable #RF50949-*M* 1.BU
ITC-Exposed Run/Direct g EN )
Burial/PLTC PVC Plum Analog or HART | 3 GE‘EE
3x18 AWG, 1 STP with GND control circuits in
P-RSG 4T-162-* Foil/Drain (20) Class I, Division 2
P-RSG .. 17025°C oD hazardous
< mm H *¥
E.uo [18.8] Cable #RF51162-*M* ff,ff,g:s'}f;ed‘"
_{ locations. 1.BK 71 4
M12x1 PRSG 4.6T-124-% | TC/PLTC PVC Plum 2.RD.
3x18 AWG, 1 STP with GND 3. Drain . 3
U J_f Foil/Drain (20) 4. GN/YE
1.870 [47.5] 10s°C 1.RD
7.2 mm OD 2. BK 2
P-RSG 4.61T-124-* | Cable #RF51124-*M" 3. Drain
4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
P-RSG 4T-950-* 105°C
7.2 mm OD Intrinsically Safe
Cable #RF50950-*M* Analog or HART | ¢ gy
ITC-Exposed Run/Direct control circuits in | ) BN
Burial/PLTC PVC Blue Class I, Division 1 | 3. Drain
3x18 AWG, 1 STP with GND | hazardous 4. GN/YE
P-RSG 4T-330-* Foil/Drain (20) locations.

105°C
7.2 mm OD
Cable #RF51330-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RSG.."; "P-RSCV.." indicates 316 stainless steel.

1

See Section F for reelfast® cable information.

** Use with lokfast eurofast guards (Part Number: LOCK-EURO-C) in Class I, Division 2 applications.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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eurofast® Drop Cordsets, 2-Wire Analog or Control Circuits

* Right Angle Male Connectors
* IEC IP 68 Protection

®
g A\ YT
(use as ITC limited to 150 V)
FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
P-USE 4T-949-* Foil/Drain (20)
- - - 105°C
7.2 mm OD
Cable #RF50949-*M' 1.BU
ITC-Exposed Run/Direct ; gr:‘ain
Burial/PLTC PVC Plum Analog or HART 4: GNAE
3x18 AWG, 1 STP with GND control circuits in
P-WSE .. P-WSE 4T-162-* Foil/Drain (20) Class I, Division 2
105°C hazardous
1.811 [46.0] 7.2mm OD locations** or
1.496 [38.0] __I Cable #RF51162-*M* unclassified I‘y] .
locations. 1.BK
% ITC/PLTC PVC Plum 2.RD
P-USE 4.6T-124- 3x18 AWG, 1 STP with GND 3. Drain ! 3
1555 [39.5] Foil/Drain (20) 4. GN/YE
1.152 [29.2] 105°C 1 RD 2
7.2 mm OD 2. BK
J L_L P-WSE 4.61T-124-* | Cable #RF51124-*M* 3 Drain
8.591 [15.0]‘] L 4. GN/YE
M12x1
ITC/PLTC PVC Blue
3x18 AWG
P-WSE 4T-950-* 105°C
7.2 mm
Cazble #I(I)FI;0950-* M Intrinsically Safe 1 BU
- Analog or HART :
ITC-Exposed Run/Direct conirol circuits in 2.BN
Burial/PLTC PVC Blue Class 1. Division 1 3. Drain
3x18 AWG, 1 STPwith GND | -~ & tocations. | 4 CNYE
P-WSE 4T-330-* Foil/Drain (20)
105°C
7.2 mm OD
Cable #RF51330-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WSE.."; "P-WSEV.." indicates 316 stainless steel.

1

See Section F for reelfast® cable information.

** Use with lokfast eurofast guards (Part Number: LOCK-EURO) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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eurofast® Drop Cordsets, 2-Wire Analog or H

Control Circuits

* Straight Connectors
* IEC IP 68 Protection

* 250V, 4A
(use as ITC limited to 150V, 3 A)

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style

Part Number

Cable Application Pinout
P-RKR .. Female
2.283 [58.0] REF. €
827 [21.0] 4 10
362 [9.2] "
|‘ P-RKR 4A-993-* X 1
2.830 [21.1] .EEEE— Analog or HART
1 L} ITC/PLTC ARMOR PVC Plum | control circuits in
3x22 AWG, 1 STP with GND Extreme Conditions | 1 p 2
Foil/Drain (24) or Class I, Division | 2 BN
105°C 2 hazardous 3. Drain
P-RSR 11.2 mm OD locations** or 4. GN/YE Male
- Cable #RF50993-*M" unclassified o
] 2.406 [61.1] REF. locations L4
1949 [24.1
484 [12.3
L2 ~ F A‘ P-RSR 4A-993-* . 3
0.830 [21.1] .EEE_
L 2

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass.

1

See Section F for reelfast ® cable information.

** Use with lokfast eurofast guards (Part Number: LOCK-EURO-R) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

eurofast® Receptacles with Cable, 2-Wire Analog

* Female Receptacles
* IEC IP 68 Protection

* 250V, 4A
(use as ITC limited to 150 V)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
Foil/Drain (20)
P-FK 4-949-*/14.5/NPT 105°C
7.2 mm OD
Cable #RF50949-*M* 1.BU
ITC-Exposed Run/Direct ; g,:ain
Burial/PLTC PVC Plum Analog or HART + GNNE
3x18 AWG, 1 STP with GND | control circuits in :
P-FK 4-162-*/14.5/NPT Foil/Drain (20) Class I, Division 2
105°C hazardous
7.2 mm OD locations or
1 Cable #RF51162-*M* unclassified
locations. 4
ITC/PLTC PVC PI 1/2-14NPT Threads. ; ﬁg
P-FK 4.6-124-*/14.5/NPT um S
/ / 3x18 AWG, 1 STP with GND 3. Drain 3 1
Foil/Drain (20) 4. GN/YE
105°C 1 RD
7.2 mm OD 2. BK 2
P-FK 4.61-124-*/14.5/NPT Cable #RF51124-*M" 3: Drain
4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
- - -* 105°C
P-FK 4-950-*/14.5/NPT 2.2 mm OD Intrinsically Safe
Cable #RF50950-*M" Analog or HART |
TCE d Run/Direct control circuits in .
. Xposed Run/irec Class I, Division 1 2. BN.
Burial/PLTC PVC Blue 3. Drain
) hazardous
3x18 AWG, 1 STP with GND locali 4. GN/YE
* Foil/Drain (20) ocadions.
P-FK 4-330-*/14.5/NPT 1/2-14NPT Threads.
105°C
7.2 mm OD
Cable #RF51330-*M*

See page B10 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-FK.."; "P-FKV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
See Section F for reelfast® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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eurofast® Receptacles with Cable, 2-Wire Analog or HART Control Circuits

* Male Receptacles

* |EC IP 68 Protection

* 250V, 4A

(use as ITC limited to 150 V)

PROCESS
AUTOMATION

Housing Style

Part Number

Cable

Application

Pinout

P-FS 4-949-*/14.5/NPT

ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
Foil/Drain (20)

105°C
7.2mm OD
Cable #RF50949-*M" 1.BU
ITC-Exposed Run/Direct § g’jain
Burial/PLTC PVC Plum Analog or HART 4 GNNE
3x18 AWG, 1 STP with GND control circuits in
P-FS 4-162-*/14.5/NPT Foil/Drain (20) Class I, Division 2
105°C hazardous locations
7.2mm OD or unclassified
Cable #RF51162-*M' locations.
1/2-14NPT Threads. | 1 gg
* ITC/PLTC PVC Plum 2.RD
P-FS 4.6-124-*/14.5/NPT 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GNIVE
105°C 1.RD
7.2 mm OD 2. BK
P-FS 4.61-124-*/14.5/NPT | Cable #RF51124-*M" 3. Drain
4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
P-FS 4-950-*/14.5/NPT 105°C Intrinsically Safe
7.2mm OD
ITC-Exposed Run/Direct Class I Division 1 | 2- BN
Burial/PLTC PVC Blue hazardous 3. Drain
3x18 AWG, 1STPwith GND || " " 4. GN/YE

P-FS 4-330-*/14.5/NPT

Foil/Drain (20)

105°C

7.2mm OD

Cable #RF51330-*M*

1/2-14NPT Threads.

See page B10 for dimensional drawings.

* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-FS.."; "P-FSV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

eurofast® Receptacles with Cable, 2-Wire Analog or HART Control Circuits

* Female Receptacles
* IEC IP 68 Protection
* 250V, 4A

(use as ITC limited to 150 V)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
N Foil/Drain (20)
P-FK 4-949-*/14.75/NPT 105°C
7.2 mm OD
Cable #RF50949-*M* 1.BU
ITC-Exposed Run/Direct ; g':lain
Burial/PLTC PVC Pll{m Analog or HART 4 GNNVE
3x18 AWG, 1 STP with GND control circuits in
P-FK 4-162-*/14.75/NPT Foil/Drain (20) Class I, Division 2
105°C hazardous locations
3 7.2mm OD s or unclassified
Cable #RF51162-*M locations. 4
3/4-14NPT Threads. | 1. Bk
ITC/PLTC PVC Plum 2.RD
P-FK 4.6-124-*/14.75/NPT . 3 1
/ / 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GN/YE
105°C 1 RD 2
7.2 mm OD 2. BK
P-FK 4.61-124-*/14.75/NPT | Cable #RE51124-*M! 3: Drain
4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
P-FK 4-950-*/14.75/NPT 105°C Intrinsically Safe
7.2 mm OD Anal l}-,IART
Cable #RF50950-*M* a0 or At | Bu
- control circuits in .
ITC-Exposed Run/Direct Class I Division 1 | 2- BN
Burial/PLTC PVC Blue hazardous 3. Drain
3x18 AWG, 1 STP with GND locations 4. GN/YE

P-FK 4-330-*/14.75/NPT

Foil/Drain (20)

105°C

7.2 mm OD

Cable #RF51330-*M*

3/4-14NPT Threads.

See page B10 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-FK.."; "P-FKV.." indicates 316 stainless steel.

Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.
See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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eurofast® Receptacles with Cable, 2-Wire Analog or HART Control Circuits

* Male Receptacles

* |EC IP 68 Protection

“ We

° 250V, 4A _
(use as ITC limited to 150 V) -
¥
Housing Style Part Number Cable Application Pinout

ITC/PLTC PVC Plum

3x18 AWG, 1 STP with GND
Foil/Drain (20)

P-FS 4-949-*/14.75/NPT 105°C

7.2mm OD

Cable #RF50949-*M' 1.BU
ITC-Exposed Run/Direct ; g':lain
Burial/PLTC PVC Plum Analog or HART 4 GN/YE
3x18 AWG, 1 STP with GND control circuits in

P-FS 4-162-*/14.75/NPT Foil/Drain (20) Class I, Division 2
105°C

hazardous locations
or unclassified
locations. 4

7.2 mm OD
Cable #RF51162-*M*

3/4-14NPT Threads. | 1 gk
ITC/PLTC PVC Plum 2.RD
P-FS 4.6-124-*/14. PT . 1 3
S 4.6 /14.75/N 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GN/YE
105°C 1.RD 2
7.2mm OD 2. BK
P-FS 4.61-124-*/14.75/NPT | Cable #RE51124-*M! 3: Drain
4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
- -950-* 105°C
P-FS 4-950-%/14.75/NPT 7.2 mm OD Intrinsically Safe
Cable #RF50950-*M" Analog or HART |
ITCE d Run/Direct control circuits in .
i Xxposed Run/Lire Class 1, Division 1 2. BN,
Burial/PLTC PVC Blue 3. Drain
3 hazardous
3x18 AWG, 1 STP with GND locati 4. GN/YE
. . ocations.
P-FS 4-330-*/14.75/NPT Foil/Drain (20) 3/4-14NPT Threads.
105°C
7.2mm OD

Cable #RF51330-*M"*

See page B10 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-FS.."; "P-FSV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.
See Section F for reelfast® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Female Receptacles

* |EC IP 68 Protection

* 250V, 4A

(use as ITC limited to 150 V)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
. Foil/Drain (20)
P-FK 4-949-*/M20 105°C
7.2 mm OD
Cable #RF50949-*M* 1.BU
ITC-Exposed Run/Direct § gr:‘ain
Burial/PLTC PVC Plum Analog or HART 4. GNYE
3x18 AWG, 1 STP with GND control Cil.‘c.u::ts in :
P-FK 4-162-*/M20 Foil/Drain (20) Class 1, Division 2
105°C hazardous
7.2 mm OD locations or
5 Cable #RF51162-*M' unclassified
locations. 4
, M20 Threads. ; gg
P-FK 4.6-124-*/M20 ITC/PLTC PVC Plum -RD 3 1
3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GN/YE
105°C 1.RD 2
7.2 mm OD 2: BK
P-FK 4.61-124-*/M20 Cable #RF51124-*M"  Drin
4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
- - _* 105°C
P-FK 4-950 /M20 2.2 mm OD Intrinsically Safe
Cable #RF50950-*M" Analog or HART
- control circuitsin | 1- BU
ITC-Exposed Run/Direct Class 1. Division 1 2. BN
Burial/PLTC PVC Blue hazar ﬂ’,o"s 3. Drain
3x18 AWG, 1 STP with GND locations 4. GN/YE
P-FK 4-330-*/M20 Foil/Drain (20) M20 Threads.

105°C
7.2 mm OD
Cable #RF51330-*M*

See page B10 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-FK.."; "P-FKV.." indicates 316 stainless steel.

Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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eurofast® Receptacles with Cable, 2-Wire Analog or T Control Circuits

* Male Receptacles

* |EC IP 68 Protection

®
* 250V, 4A ®N @
(use as ITC limited to 150 V)
— e
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
N Foil/Drain (20)
P-FS 4-949-*/M20 105°C
7.2 mm OD
Cable #RF50949-*M" 1.BU
ITC-Exposed Run/Direct ; g':lain
Burial/PLTC PVC Plum Analog or HART | " “0 NE
3x18 AWG, 1 STP with GND control cifcy::ts in | ™
P-FS 4-162-*/M20 Foil/Drain (20) Class 1, Division 2
105°C hazardous
7.2 mm OD locations or
6 Cable #RF51162-*M* unclassified
locations.
ITC/PLTC PVC PI M20 Threads ; g:;
P-FS 4.6-124-*/M20 um e 1
/ 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GN/YE
105°C 1.RD
7.2 mm OD 2 BK
P-FS 4.61-124-*/M20 Cable #RF51124-*M' e
4. GN/YE
ITC/PLTC PVC Blue
3x18 AWG
- -950-* 105°C
P-FS 4-950-*/M20 7.2 mm OD Intrinsically Safe
Cable #RF50950-*M* Analog or HART | _ BU
- control circuits in .
ITC-Exposed Run/Direct Class I Division 1 | 2- BN
Burial/PLTC PVC Blue hazardous 3. Drain
3x18 AWG, 1 STP with GND locations. 4. GN/YE
P-FS 4-330-*/M20 :g:{gmm 20) M20 Threads.
7.2 mm OD
Cable #RF51330-*M*

See page B10 for dimensional drawings.
Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-FS.."; "P-FSV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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Process Wiring Solutions
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TURCK
Process Wiring Solutions

eurofast® Receptacles with Leads, 2-Wire Analog or HART Control Circuits

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 68

Protection N s P®
®
Housing Style Part Number Lead Specs Features Pinout
1 UL, CSA 1 BU
P-FK 4-* ?315§CAWG PG 9 Threads, Front Panel Mount § EII;‘C
250V, 4A 4. GN/YE
UL, CSA 1.BU
P_FK 4D-* 4x18 AWG PG 9 Threads, Front Panel Mount, | > BN
- - 105°C Drain Wire 3.GY
250V, 4 A 4. GN/YE
3 UL, CSA 1 BU
3x18 AWG 2. BN
- % Back Panel Mount
P-FKP 4 105°C ack Panel Moun 3 NIC
250V, 4A 4. GN/YE
UL, CSA 1.BU
4x18 AWG . . 2.BN
- _x .
P-FKP 4D 105°C Back Panel Mount, Drain Wire 3 GY
250V, 4 A 4. GN/YE

See page B17 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Housing material listed is nickel plated brass "P-FK(P).."; "P-FK(P)V.." indicates 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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eurofast® Receptacles with Leads, 2-Wire Analog or HART Control Circuits

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 68

7o)
q ]
Protection N ‘s P@ <
]
® =
<%
)
o
]
4
ol
«
&
<)
3
Housing Style Part Number Lead Specs Features Pinout S
2 UL, CSA 1. BU
3x18 AWG 2.BN
P-FS 4-* 105°C PG 9 Threads, Front Panel Mount 3 N/C
250V, 4A 4. GN/YE
1
\\I] UL, CSA 1. BU
. 4x18 AWG PG 9 Threads, Front Panel Mount, | 7 BN
P-FS 4D- 105°C Drain Wire 3. GY
250V, 4 A 4. GN/YE
See page B17 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Housing material listed is nickel plated brass "P-FS.."; "P-FSV.." indicates 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
B20
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Process Wiring Solutions

| Circuits

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 68

Protection N s P@
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1.BU
3x18 AWG
P-FK 4-*/14.5/NPT 105°C 1/2-14NPT Threads ; EII;‘C
250V, 4A 4. GN/YE
4 UL, CSA 1. BU
4x18 AWG 1/2-14NPT Threads, 2.BN
P-FK 4D-*/14.5/NPT 105°C Drain Wire 3 Gy
250V, 4 A 4. GN/YE
UL, CSA 1 BU
4x18 AWG
P-FK 4.4-*/14.5/NPT 105°C 1/2-14NPT Threads § \[j\r/\‘H
250V, 4 A 4. BK
UL, CSA 1. BK
4x18 AWG
P-FK 4.6D-*/14.5/NPT 105°C 1/2-14NPT Threads ; E?
250V, 4A 4. GN/YE
6 UL, CSA 1 BU
3x18 AWG 2.BN
P-FK 4-*/14.75/NPT 105°C 3/4-14NPT Threads 3 NC
250V, 4 A 4. GN/YE
UL, CSA 1.BU
. 4x18 AWG 3/4-14NPT Threads, 2.BN
P-FK 4D-*/14.75/NPT 105°C Drain Wire 3 Gy
250V, 4 A 4. GN/YE
8 UL, CSA 1.BU
3x18 AWG 2.BN
P-FK 4-*/M20 105°C M20 Threads 3. N/C
() 250V, 4 A 4. GN/YE
I UL, CSA 1 BU
N 4x18 AWG M20 Threads, 2.BN
L P-FK 4D-*/M20 105°C Drain Wire 3.GY
250V, 4 A 4. GN/YE

See pages B17 - B18 for dimensional drawings.

* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.

Housing material listed is nickel plated brass "P-FK.."; "P-FKV.." indicates 316 stainless steel.

Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-14NPT and M20, 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

B21 TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com



Process TSR

Automation

PROCESS
AUTOMATION

eurofast® Receptacles with Leads, 2-Wire Analog or HART Control Circuits

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 68

Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1.BU
3x18 AWG 2. BN
- - 1/2-14NPT Thread:
P-FS 4-*/14.5/NPT 105°C /: reads 3 NIC
250V, 4A 4. GN/YE
5 UL, CSA 1.BU
4x18 AWG 1/2-14NPT Threads, 2.BN
P-FS 4D-*/14.5/NPT 105°C Drain Wire 3 Gy
250V, 4 A 4. GN/YE
UL, CSA 1. BU
4x18 AWG 2.BN
P-FS 4.4-*/14.5/NPT 105°C 1/2-14NPT Threads 3 Wh
250V, 4 A 4. BK
UL, CSA 1. BK
4x18 AWG 2.RD 4
- - 1/2-14NPT Th
P-FS 4.6D-*/14.5/NPT | j0coc / reads | 2 %0
250V,4A 4. GN/YE 1
- UL, CSA 1. BU
3x18 AWG 2.BN
P-FS 4_*/14' 75/NPT 105°C 3/4-14NPT Threads 3. N/C 2
250V, 4 A 4. GN/YE
UL, CSA 1.BU
. 4x18 AWG 3/4-14NPT Threads, 2.BN
P-FS 4D-*/14.75/NPT 105°C Drain Wire 3 Gy
250V, 4 A 4. GN/YE
9 UL, CSA 1.BU
3x18 AWG 2.BN
- - M20 Th .
P-FS 4-*/M20 105°C 0 Threads 3 N/C
250V, 4 A 4. GN/YE
UL, CSA 1 BU
N 4x18 AWG M20 Threads, 2.BN
P-FS 4D- /MZO 105°C Drain Wire 3. GY
250V, 4 A 4. GN/YE

See pages B17 - B18 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Housing material listed is nickel plated brass "P-FS.."; "P-FSV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-14NPT and M20, 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

multibox ® eurofast ® Nylon Junction Boxes w/Integral Home Run Cable

 Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations or
Unclassified Locations

FM approved for installation in hazardous locations when installed per TURCK Control

Drawing QCF-00147 (www.turck.com/fmed) using specified accessory equipment.
APPROVED

4-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Wire Color
Port 1, Pin 1 WHY/BK
Home-run cable with 4/22 ggrrtt ;’ g:: f SVKQ?QL
) S AWG shielded twisted pairs, .
4-port glass-filled nylon junction each with 22 AWG draint Port 2, Pin 2 GN/WH
box, eurofast port connectors, ) - ¢ Port 3, Pin 1 WH/RD P-4MB12-4-960-* P-4MBV12-4-960-*
. plus overall shield with 22 ;
integral home-run cable ; Port 3, Pin 2 RD/WH
AWG drain and 18 AWG ;
Port 4, Pin 1 WH/OG
overall ground, 10.0 mm OD Port 4 Pin 2 OG/WH

Ports 1-4, Pin 3 Drain
Ports 1-4, Pin 4 GN/YE

8-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Wire Color
Port 1, Pin 1 WH/BK
Port 1, Pin 2 BK/WH
Port 2, Pin 1 WH/CN
Port 2, Pin 2 GN/WH
Port 3, Pin 1 WH/RD
Home-run cable with 8/22 Egg i’ g:g 3 \lij|—/|\/AéHG
) S AWG shielded twisted pairs, "o
8-port glass-filled nylon junction each with 22 AWG draint Port 4, Pin 2 OG/WH
box, eurofast port connectors, ) 5 ! Port 5, Pin 1 WH/BU P-8MB12-4-959-* P-8MBV12-4-959-*
. plus overall shield with 22 ;
integral home-run cable . Port 5, Pin 2 BU/WH
AWG drain and 18 AWG .
Port 6, Pin 1 WH/BN
overall ground, 12.0 mm OD Port 6. Pin 2 BN/WH
Port 7, Pin 1 WH/YE
Port 7, Pin 2 YE/WH
Port 8, Pin 1 WH/NT
Port 8, Pin 2 VT/WH

Ports 1-8, Pin 3 Drain
Ports 1-8, Pin 4 GN/YE

* Length in meters.
Each circuit has dedicated drain wire not connected in the junction box.

Pinouts

Female

4-pin
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Automation

Housing:
Connectors
Temperature:
Contacts:
Protection:
Cable:

Electrical Rating:

IP 68.

4-Port

-~ 2.381 [60.5]4‘
+

O REKX
800 B
1.043 [26.5]
4.213 [107.0]
4.861 [123.5] . .
= &
1.535 [39.0]——|

1.299 [33.0] — =

.650 [16.5] ——=

4-Port

Specifications

Glass filled nylon.
Nickel plated brass or 316 stainless steel housings (see table), Nylon contact carriers.
-30° to +80°C (-22° to +176°F).
Gold plated brass.

Dimensions

CLEARANCE HOLE
FOR #8 SCREW
3x

REMOVABLE LABEL
PART # vZ1 (INCLUDED)
Sx

0.185 [4.7]

4 4
1 >— —< 1
J13 <202
4 4

]
]
]

BK/WH
WH/BK
RD/WH

D3 Wh/RD

DRAIN 5
ON/YE
WH/0G
0G/WH
WH/GN

D1
D4

TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441  Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com

GN/WH

D2

6.042

[—— 2.381 [60.5]

[153.5]

4.213 [107.0]

TWUIRCE

PROCESS
AUTOMATION

Plum PVC jacket, UL UTC/PLTC/AWM, CSA CMX-Outdoor/CMG/AWM FT4, 300 V, 105°C.
100V, 4 A per conductor (use as ITC is limited to 3 A for 22 AWG conductors).

8-Port

[
~N

CLEARANCE HOLE
FOR #8 SCREW
3x

-
PO=Xrm

@ |

.
a

©

REMOVABLE LABEL
PART # VvZ1 (INCLUDED)
9x

1.043 [26.5]

=

0.185 [4.7]

1535 [39.0] —=|

1.299 [33.0] — =

650 [16.5] ———=

8-Port
1
—_— —
J72 2.8
4 4
1 > — —=<1
— —=<
J52 208
4 4
1 >— —1
323 <204
4 4
1 >— —< 1
913 <252
4 4
] —p
IIX IIIT|D2 I|w [ ) T Z|IZT Q| Z|X
[12] x [1] o [¢] o
N TS
Sz EzZ8z%¥=3g =528 =[8=218
5 " & 5 0O o © b
o o o o (=] o

P1
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TURCK
Process Wiring Solutions

multibox ® eurofast ® Nylon Junction Boxes w/Integral Home Run Cable

o Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations or
Unclassified Locations

o Blue Jacket Color May Be Used as Identification of Intrinsically Safe Circuits

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

APPROVED

4-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Wire Color
Port 1, Pin 1 WHY/BK
Home-run cable with 4/22 ﬁg;tt ;’ g:g ? \%VKI{{%FII\J
) S AWG shielded twisted pairs, .
4-port glass-filled nylon junction each with 22 AWG draint Port 2, Pin 2 GN/WH
box, eurofast port connectors, ) - ¢ Port 3, Pin 1 WH/RD P-4MB12-4-978-* P-4MBV12-4-978-*
. plus overall shield with 22 .
integral home-run cable . Port 3, Pin 2 RD/WH
AWG drain and 18 AWG .
Port 4, Pin 1 WH/OG
overall ground, 10.0 mm OD Port 4 Pin 2 OG/WH

Ports 1-4, Pin 3 Drain
Ports 1-4, Pin 4 GN/YE

8-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Wire Color
Port 1, Pin 1 WHY/BK
Port 1, Pin 2 BK/WH
Port 2, Pin 1 WH/GN
Port 2, Pin 2 GN/WH
Port 3, Pin 1 WH/RD
Home-run cable with 8/22 Eg; 431, :;:: 3 5\%\//\(/)%
. . . AWG shielded twisted pairs, [
8-port glass-filled nylon junction each with 22 AWG drain® Port 4, Pin 2 OG/WH
box, eurofast port connectors, . - ’ Port 5, Pin 1 WH/BU P-8MB12-4-977-* P-8MBV12-4-977-*
. plus overall shield with 22 .
integral home-run cable ; Port 5, Pin 2 BU/WH
AWG drain and 18 AWG .
overall ground, 12.0 mm OD Egrrtt 2’ E:z ; ;LFX/\B/:
Port 7, Pin 1 WH/YE
Port 7, Pin 2 YE/WH
Port 8, Pin 1 WH/NT
Port 8, Pin 2 VT/WH

Ports 1-8, Pin 3 Drain
Ports 1-8, Pin 4 GN/YE

* Length in meters.
Each circuit has dedicated drain wire not connected in the junction box.

Pinouts

Female
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eurofast multibox

TUWUIRCE
Automation PROCESS
AUTOMATION
Specifications
Housing: Glass filled nylon.
Connectors Nickel plated brass or 316 stainless steel housings (see table), Nylon contact carriers.
Temperature: -30° to +80°C (-22° to +176°F).
Contacts: Gold plated brass.
Protection: IP 68.
Cable: Blue PVC jacket, UL ITC/PLTC/AWM, CSA CMX-Outdoor/CMG/AWM FT4, 300 V, 105°C.
Electrical Rating: 100V, 4 A per conductor (use as ITC is limited to 3 A for 22 AWG conductors).
Dimensions
4-Port 8-Port
2.381 [60.5]
[-—2.331 [eo.s]_.l
CLEARANCE HOLE N\ 2
—OUTREX FOR #8 SCREw
y - CLEARANCE HOLE
’ ‘ FOR #8 SCREW
REMOVABLE LABEL >
1.043 [26.5] ZART # VZ1 (INCLUDED)
4.213 [107.0]
4.861 [123.5] . '
REMOVABLE LABEL
6.042 [153.5] | 1.043 [26.5] PART # VZ1 (INCLUDED)
9x
4.213 [107.0]
2.185 [4.7)
)
1535 [39.0] —=|
1.299 [33.0] ——=
.650 [16.5] ———= 2.185 [4.7]
1535 [39.0] —=1
1.299 [33.0] — =
650 [16.5] — o=
4-Port 8-Port
2 2 J712 R I
>— —<
J33 24 3 3
4 4
—_— ——
1 >— —<1 12 P —<12
J12>7 —242 J53 206
3 3 4 4
4 4
R — <1
L L L] 433/ <204
4 4
Ll IV wo|T 2 1 >— —<1
EBEE  L8IEGE ki =iu
5EREE53(8 38 " 3
o P 2 8 g4 >
P1 o 1 & e ™ =
IIX IIaIT|2 IT|w ™ I Z|ITQIT Z|T
EEEEEREEE OREn|E0|E 8|
SIS z SN SIS
BEQIERIESIES S ESEZ 2R 213
5 885 "8 8 3 38

P1
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TURCK
Process Wiring Solutions

Unclassified Locations.

APPROVED

4-port, 1 Analog Signal Per Port, Common Ground and Shield

 Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations** or

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

Application Specifications Pinout Nickel Plated Brass /  Stainless Steel
Port, Pin Wire Color
Port 1, Pin 1 WH/BK
Home-run cable with 4/22 Port 1, P!n 2 BK/WH
. ) . : Port 2, Pin 1 WH/GN
4-port cast aluminum AWG shielded twisted pairs, .
junction box, eurofast | each with 22 AWG draint Port 2, Pin 2 GN/WH
o  CUr A Port 3, Pin 1 WH/RD P-VBM 40-960-* P-VBMV 40-960-*
port connectors, integral | plus overall shield with 22 .
. Port 3, Pin 2 RD/WH
home-run cable AWG drain and 18 AWG .
overall ground, 10.0 mm OD Port 4, Pin 1 WH/OG
8 o 10 Port 4, Pin 2 OG/WH
Ports 1-4, Pin 3 Drain
Ports 1-4, Pin 4 GN/YE

8-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass / Stainless Steel
Port, Pin Wire Color  Port, Pin Wire Color
Port 1, Pin 1 WH/BK Port 6, Pin 1 WH/BN
. Port 1, Pin 2 BK/WH Port 6, Pin 2 BN/WH
A Home-run cable with 8/22 {5 pin T WH/GN  Port 7, Pin 1 WH/YE
8-port cast aluminum AWG shielded twisted pairs, P Pi N/WH P Pi VE/WH
junction box, eurofast | each with 22 AWG draint ort 2, Pin 2 GN/ ort 7, Pin 2 4
! ort connect,ors integral | plus overall shield with 22, Port 3, Pin 1 WH/RD Port 8, Pin 1 WHNT Pl el el P-VBMV 80-959-*
p s Integraty p i Port3, Pin2  RD/WH Port 8, Pin 2 VT/WH
home-run cable AWG drain and 18 AWG . ; .
overall ground, 12.0 mm OD Port 4, Pin 1 WH/OG Ports 1-8, Pin 3 Drain
Lo Port 4, Pin 2 OG/WH Ports 1-8, Pin 4 GN/YE
Port 5, Pin 1 WH/BU
Port 5, Pin 2 BU/WH

* Length in meters.

** Use with lokfast LOCK-EURO-G or LOCK-EURO-FW for port connectors in Class I, Division 2 applications.

+

B27

Each circuit has an additional dedicated drain wire not connected in the junction box.

4-Port 8-Port
1 1 1 1
2 >— —<2 2 2
13 202 a3 202
4 4 4
12>— —<; L — —<1
> —< — — <
J35 344 433 2ua
4 4 4 4
e — 10— —<1
N} S am— —<206
HeElsreglgE ) )
S35z NS
RE&EZ53|538 S —’
8 & a8 32 J7% 38
P1 4 4
] —
ITIw II2IIIXwa Z|T O|T Z|X I
HHH S R
vz 8|z B[z 5l & & =18 =18 =18 =I5
~N i M = 0O T 8 =
o o o (=] o o o
P1
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Process
Automation

Housing:
Connectors
Temperature:
Contacts:
Protection:
Cable:

Electrical Rating:

.429 [10.9] REF. —=

10-32 ENCLOSURE
GROUND STUD

Die-cast aluminum alloy.
Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.

-30° to +80°C (-22° to +176°F).

Gold plated brass.

IP 68.

Specifications

PROCESS
AUTOMATION

Plum PVC jacket, UL UTC/PLTC/AWM, CSA CMX-Outdoor/CMG/AWM FT4, 300 V, 105°C.
250V, 4 A per conductor (use as ITC is limited to 150 V, 3 A for 22 AWG conductors).

4-Port

2.520 [64.0]

b

|.|.4|7 [3&0].]

3.386

0.261 [06.6] THRU
SEE NOTE 1

Notes:

489 [12.4] REF.

1.000 [25.4]

2.768

[70.3]

3.858

[98.0]

1.102 [28.0]
REF.

|

1. Clearance hole for 1/4-20 mounting screws (2 not included).

Dimensions

i

8-Port

fa—— 2.520 [64.0]
I.1A417 [36.0]

494 [12.5] REF.

7.303 [185.5]
173.5
Pinouts
Female

4-Pin

— 10—-32 ENCLOSURE
GROUND STUD

1.000 [25.4]

[70.3]

4.531

8.277 [#7.0] THRU
SEE NOTE 1
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TURCK
Process Wiring Solutions

 Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations or
Unclassified Locations.

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

APPROVED

4-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel

Port, Pin Home-Run  Port, Pin Home-Run

4-port glass-filled nylon Port 1, Pin 1 1 Port 4, Pin 1 7

junction box, eurofast Port 1, Pin 2 2 Port 4, Pin 2 8

port connectors, 12-pin multifast connector | Port 2, Pin 1 3 NC 9 P-4MB12-4-CS12 P-4MBV12-4-CSV12

multifast ® home-run Port 2, Pin 2 4 NC 10

connector Port 3, Pin 1 5 Ports 1-4, Pin 3 11
Port 3, Pin 2 6 Ports 1-4, Pin 4 12

See pages B75 - B82 for mating home-run cordsets.

8-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Home-Run  Port, Pin Home-Run
Port 1, Pin 1 1 Port 5, Pin 1 10
Port1,Pin2 2 Port 5, Pin 2 11
8-port glass-filled Port 2, Pin 1 3 Ports 1-8, Pin 4 12
nylon junction box, Port 2, Pin 2 4 Port 6, Pin 1 13
eurofast port 19-pin multifast connector | Port3,Pin1 5 Port 6, Pin 2 14 P-8MB12-4-CS19 P-8MBV12-4-CSV19
connectors, multifast Ports 1-8, Pin 3 6 Port 7, Pin 1 15
home-run connector Port 3, Pin 2 7 Port 7, Pin 2 16
Port 4, Pin 1 8 Port 8, Pin 1 17
Port 4, Pin 2 9 Port 8, Pin 2 18
NC 19

See pages B75 - B82 for mating home-run cordsets.

Wiring Diagrams

4-Port 8-Port
’ 2
1 2
973 208
- ——<
J33 204 3 :
4 4 . .
S —_—
BiT— =%
1>— —< 1 3
2>— —<2 4 4
g3 202
4 4 1> ——=<1
N} am— 204
4 4
l 2] =2
2 165111278 34 910 9133 <592
29 4 4
"w o
P1
2 17 51110161512 6 17181314 8 3 419

o

r4

o
P

— SHD
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Process

Specifications

Nickel plated brass or 316 stainless steel housings (see table).

Automation
Housing: Glass filled nylon.
Connectors
Nylon contact carriers.
Temperature: -30° to +80°C (-22° to +176°F).
Contacts: Gold plated brass.
Protection: IP67.

Electrical Rating: 100V, 4 A per conductor.

4-Port

2.362 [60.0]

CLEARANCE HOLE
FOR #8 SCREW
3x

REMOVABLE LABEL

1.043 [26.5] PART § VZ1 (INCLUDED)

4.213 [107.0]
4.803 [122.0)

1535 [59.0]%
1209 [33.0] L
650 [16.5)

©.185 [4.7]

1063 [27.0)f=—

Dimensions

1.043 [26.5]
(TYPICAL)

1-800-5B88-6725

=4

L
®
|

CLEARANCE HOLE
FOR #8 SCREW
3x

®

REMOVABLE LABEL
6.024 [153.0]

[107.0]

512 [13.0

0.185 [4.7]

1535 [39.0]
1.299 [33.0]
.650 [16.5]

Pinouts

Female

Male

4-Pin eurofast®

12-Pin multifast® | 19-Pin multifast®

TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com

PART # VZ1 (INCLUDED)
9x

TUWUIRCE

PROCESS
AUTOMATION

.-||.oes [27.0]I-
- 512 [13.0]
1.496 [38.0)
B30
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TURCK
Process Wiring Solutions

 Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations or
Unclassified Locations

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

APPROVED

4-port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
4-port cast aluminum Pin Port' Home-Run  Port, Pin' Home-Run
junction box, eurofast Port 1, Pin 1 1 Port 4, Pin 1 7
! Port 1, Pin 2 2 Port 4, Pin 2 8
port connectors, 12-pin multifast connector | Port 2, Pin 1 3 NC 9 P-VBM 40-CS12 P-VBMV 40-CSV12
multifast ® home-run )
connector, 1 analog Port 2, an 2 4 NC . 10
signal per port Port 3, an 1 5 Ports 1-4, P!n 3 11
Port 3, Pin 2 6 Ports 1-4, Pin 4 12

See pages B75 - B82 for mating home-run cordsets.

8-port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Home-Run  Port, Pin Home-Run
Port 1, Pin 1 1 Port 5, Pin 1 10
8-port cast aluminum Port1,Pin2 2 Port 5, Pin 2 1
junction box, eurofast Port2,Pin1 3 Ports 1-8, Pin 4 12
! Port 2, Pin 2 4 Port 6, Pin 1 13
&Og;t’?zzpﬁgtg;mn 19-pin multifast connector | Port 3, Pin 1 5 Port 6, Pin 2 14 P-VBM 80-CS19 P-VBMV 80-CSV19
connector, 1 analog Ports 1-8, Pin3 6 Port 7, an 1 15
signal per /port Port 3, an 2 7 Port 7, an 2 16
Port 4, Pin 1 8 Port 8, Pin 1 17
Port 4, Pin 2 9 Port 8, Pin 2 18
NC 19

See pages B75 - B82 for mating home-run cordsets.

Wiring Diagrams

4-Port Diagram, 1 Analog Signal Per Port 8-Port Diagram, 1 Analog Signal Per Port
2 2
1 —
J13 202
—— ——
J1§ §J2 4 4
4 4 . .
—_— ——
— . NLE femm— — N
2 >—— —<2 4 4
J33 204
4 4 1 > —1
452 ——=2u6
4 4
l 2] =t
6 52 111123478910 4733 <348
29 * 4
" O
P1
161511107 52 1126 3 4 91314171819
[-=]
& &
P1

B31 TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com



Process
Automation

Housing:
Connectors
Temperature:
Contacts:
Protection:
Electrical Rating:

1429 [10.9] REF. —y

10-32 ENCLOSURE
GROUND STUD

Die-cast aluminum alloy.
Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.
-30° to +80°C (-22° to +176°F).
Gold plated brass.

IP67.

Specifications

12-pin: 250 V, 4 A per conductor.
19-pin: 150 V, 4 A per conductor.

4-Port

e 2.520 [64.0] —=

Dimensions

i

8-Port

[e—— 2.520 [64.0]

1

[.1.417 [35.0]—|

3.386 [86.0]

©.261 [06.6] THRU
SEE NOTE 1

Notes:

1. Clearance hole for 1/4-20 mounting screws (2 not included).

489 [12.4] REF.

494 [12.5] REF,

1.000 [25.4]

[70.3]

799

[98.0]

7.303 [185.5]

[20.3]

1

.799 [20.3] REF.

173.5

[6.83]

Pinouts

Female

Male

4-Pin eurofast®

12-Pin multifast®

19-Pin multifast®

- 1.417 [36.0]

PROCESS
AUTOMATION

— 10-32 ENCLOSURE
GROUND STUD

1.000 [25.4]

[70.3]

14.531

0.277 [97.0] THRU

SEE NOTE 1
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TURCK
Process Wiring Solutions

minifast ® Cordset Part Number Key, 2-Wire Analog or HART Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

-/R|IS|V RIK|V 40 - 949 | -|2M

P = Process Cordset

minifast

R = Straight Length in Meters

W = Right Angle

Gender Number of Wires / AWG / Color Codes / Cable Type

K = Female Connector and Threads 30-026 = 2x18 AWG, BU, BN, ITC/PLTC PVC

S = Male Connector and Threads 40-330 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct

Burial/PLTC PVC
40-949 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC
Coupling Nut Options 40-950 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC
M = Nickel Plated Brass 40-162 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct

. Burial/PLTC PVC

V = 316 Stainless Steel
45-098 = 3x16 AWG, WH, BK, GN, ITC/PLTC PVC
Insertion Point of Extension Cable and 2" Prefix* 45-327 = 3x16 AWG, WH, BK, GN, ITC/PLTC PVC
46-124 = 3x18 AWG, BK, RD, GN/YE, ITC/PLTC PVC
461-124 = 3x18 AWG, RD, BK, GN/YE, ITC/PLTC PVC
40A-947 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC Armor

Y = Male Connector, Female Threads

* Female Connector Listed Tst, Male Connector 2nd
Example: P-RSV RKV 40-949-2M

Single Ended Example: m_ RISIV 40- 949 | - | 2M

RSV ..

Extension Example: |E|_ RISIV RIKIV 40- 949 | - | 2M

RSV .. - RKV ..
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Process TUNRCE
Automation

PROCESS
AUTOMATION

minifast® Cordset Extensions

Other Extension Examples:

|E|-Rsv wiklvl | 20- 949 |-[2m

minifast cordsets

RSV .. - WKV ..

|E|-wsv RIkIv] | 40- 949 |-[2m

WSV .. - RKV ..

|E|-wsv wiklvl | 20- 949 |-[2m

WSV .. - WKV ..

Note: Hybrid connector extensions also available. Consult factory.
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TURCK
Process Wiring Solutions

minifast® Receptacle with Cable Part Number Key, 2-Wire Analog or HART Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

-[R[[F[ [v] [40 - 94a9]-[2]-[/14.5/nPT

P = Process Receptacle

Designator for Receptacle

Thread Type
Gender /14.5/NPT = 1/2-14NPT Threads
K = Female Connector /14.75/NPT = 3/4-14NPT Threads
S = Male Connector /M20 = M20x1.5 Threads

X = Female Connector, Male Threads
Length in Meters

Housing Style

(Blank) = Front Mount Number of Wires / AWG / Color Codes / Cable Type
P = Back Panel Mount
30-026 = 2x18 AWG, BU, BN, ITC/PLTC PVC
Housing Material 40-949 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC
(Blank) = Nickel Plated Brass 40-162 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct Burial/PLTC PVC
V = 316 Stainless Steel 45-098 = 3x16 AWG, WH, BK, GN, ITC/PLTC PVC

46-124 = 3x18 AWG, BK, RD, GN/YE, ITC/PLTC PVC

461-124 = 3x18 AWG, RD, BK, GN/YE, ITC/PLTC PVC

40-330 = 3x18 AWG, BU, BN, GN/YE, ITC-Exposed Run/Direct Burial/ PLTC PVC
40-950 = 3x18 AWG, BU, BN, GN/YE, ITC/PLTC PVC
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Process TWIEC K
Automation

PROCESS
AUTOMATION

minifast® Receptacle with Leads Part Number Key, 2-Wire Analog or HART Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

-/R|/K|F v 40 | -0.5|-| /14.5/NPT

P = Process Receptacle

Designator for Receptacle

Thread Type
Gender (Blank) = 1/2-14NPSM
K = Female Connector /14.5/NPT = 1/2-14NPT Threads
S = Male Connector /14.75/NPT = 3/4-14NPT Threads
X = Female Connector, Male Threads /M20 = M20x1.5 Threads

Housing Style

Length in Meters

(Blank) = Front Mount
P = Back Panel Mount

Number of Wires

Housing Material

(Blank) = Nickel Plated Brass ;gDz : 3 includin drai
V = 316 Stainless Steel - > nekding dram
321 =3
40=3

40D = 4 including drain
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TURCK
Process Wiring Solutions

* Straight Female Connectors
* IEC IP 67 Protection

N E

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

* 300V,9A
(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout

ITC/PLTC PVC Plum
2x18 AWG, 1 STP
Foil/Drain (20) 1.BU
105°C
7.2mm OD
Cable #RF51026-*M" 1
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
P-RKM .. N Foil/Drain (20)
P-RKM 40-949-*M 105°C

2399 [620] o6 2r.c] 7.2 mm OD Analog or HART control
Cable #RF50949-*M" circuits in Class I,
ﬁ BUN ITC:Exposed Run/Direct DiviSfon 2* :razardous Drain s

Burial/PLTC PVC Plum locatlorfs' or CNIYE

1 3x18 AWG, 1 STP with GND unclassified locations. 3 1
P-RKM 40-162-*M Foil/Drain (20)
105°C
7.2 mm OD 4 2
Cable #RF51162-*M*
ITC/PLTC PVC Plum
3x16 AWG, 1 STP with GND
Foil/Drain (18)
105°C
7.6 mm OD
Cable #RF51098-*M*

2 3

P-RKM 30-026-*M
3. Drain

BU
BN

Eall el

WH
BK
Drain
CN

P-RKM 45-098-*M

bl

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RKM.."; "P-RKV.." indicates 316 stainless steel.
See Section F for reelfast ® cable information.
** Use with lokfast minifast guards (Part Number: LOCK-MINI) in Class 1, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

1
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Process

Automation

* Straight Female Connectors

e |[EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

N E

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Blue
3x18 AWG, 1 STP with GND
Foil/Drain (20)
P-RKM 40-950-*M o
105°C Intrinsically Safe
7.2 mm 0D Intinsically Safe
Cable #RF50950-*M* nalog or FIARL 1 1. BU
TCE 4 Run/Direct control circuitsin | 2. BN
! -Exposed Run/Direc Class I, Division 1 | 3. Drain
Burial/PLTC PVC Blue
. hazardous 4. GN/YE
P-RKM.. 3x18 AWG, 1 STP with GND I .
. . ocations.
P-RKM 40-330-*M Foil/Drain (20)
2.559 [65.0] 91.063 [27.0] 105°C
7.2 mm OD
Cable #RF51330-*M*
ITC/PLTC PVC Blue
3x16 AWG, 1 STP with GND 1 WH
Foil/Drain (18) 2. BK 1
- - ] . I I
P-RKM 45-327-*M 105°C 3. Drain
7.6 mm OD 4.GN 3 1
Cable #RF51327-*M*
1. BK 4 2
ITC/PLTC PVC Plum 2.RD
P-RKM 46-124-*M .
3x18 AWG, 1 STP with GND | Analog or HART 3. Drain
Foil/Drain (20) control circuits in | 4. GN/YE
105°C Class 1, Division 2
1.RD
7.2 mm OD hazardous 2 BK
P-RKM 461-124-*M | Cable #RF51124-*M* locations** or 3 Drain
unclassified 4. GN/YE
locations.
P-RKM..
ITC/PLTC Armor Plum
3x18 AWG, 1 STP with GND 1.BU
2.559 [65.0] ©1.063 [27.0] . . .
M Foil/Drain (20) 2.BN
P-RKM 40A-947- 105°C 3 Drain
7/esten 13.5 mm OD 4. GN/YE

Cable #RF50947-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RKM.."; "P-RKV.." indicates 316 stainless steel.

1

See Section F for reelfast® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI) in Class I, Division 2 applications.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK

Process Wiring Solutions

* Right Angle Female Connectors

* |EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

N E

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style

Part Number

Cable

Application Pinout

P-WKM ..

l-— 2.047 [52,0]—-|

[40.2]

_iL ‘l?m.fm [26.0]
/8-16UN

P-WKM 30-026-*M

ITC/PLTC PVC Plum
2x18 AWG, 1 STP
Foil/Drain (20)

105°C

7.2mm OD

Cable #RF51026-*M*

P-WKM 40-949-*M

ITC/PLTC PVC Plum

3x18 AWG, 1 STP with GND
Foil/Drain (20)

105°C

7.2mm OD

Cable #RF50949-*M*

P-WKM 40-162-*M

ITC-Exposed Run/Direct
Burial/PLTC PVC Plum

3x18 AWG, 1 STP with GND
Foil/Drain (20)

105°C

7.2mm OD

Cable #RF51162-*M*

P-WKM 45-098-*M

ITC/PLTC PVC Plum

3x16 AWG, 1 STP with GND
Foil/Drain (18)

105°C

7.6 mm OD

Cable #RF51098-*M*

2 3

3. Drain

Analog or HART

control circuits in
Class I, Division 2
hazardous locations** Drain £
or unclassified GN/YE
locations. 3 1

BU

W=

WH
BK
Drain
CN

W=

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WKM.."; "P-WKV.." indicates 316 stainless steel.

1

See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Right Angle Female Connectors
* IECIP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Blue
3x18 AWG, 1 STP with GND
Foil/Drain (20)
P-WKM 40-950-*M 105°C
7.2 mm OD Intrinsically Safe
Cable #RF50950-*M* Analog or HART 1.BU
ITC-Exposed Run/Direct control circuits in ; g':lam
P-WKM.. Burial/PLTC PVC Plum Class 1, Division 1 4 CN NE
3x18 AWG, 1 STP with GND | hazardous locations. :
2047 [52.0) —=y P-WKM 40-330-*M Foil/Drain (20)
l-_ — 105°C PN
7.2 mm OD ol
Cable #RF51162-*M* 3 1
1583 [402] ITC/PLTC PVC Blue
3x16 AWG, 1 STP with GND 1 WH
B | DU 45327y | FOIVDrain (18 2. BK 4 2
‘I7/8—16UN Em,on [26.0] 105°C 3. Drain
7.6 mm OD Analog or HART 4.ON
Cable #RF51327-*M" control circuits in
Class 1, Division 2 1.BK
PoWKM 46-124-*M ITC/PLTC PVC PIum' hazar'dous 2.RD.
3x18 AWG, 1 STP with GND | locations** or 3. Drain
Foil/Drain (20) unclassified locations. | 4. GN/YE
105°C 1.RD
7.2 mm OD 2. BK
P-WKM 461-124-*M | Cable #RF51124-*M" 3. Drain
4. GN/YE

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WKM.."; "P-WKV.." indicates 316 stainless steel.

* See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE) in Class I, Division 2 applications.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Straight Male Connectors
* IEC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

N E

FM tested to the cable sealing
requirements of NEC Article

501-5(E)(2)
Housing Style Part Number Cable Application Pinout

ITC/PLTC PVC Plum 3 2
2x18 AWG, 1 STP
Foil/Drain (20) 1.8U

P-RSM 30-026-*M o 2.BN
105°C 3 Drai
7.2 mm OD - Pram
Cable #RF51026-*M* 1
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
Foil/Drain (20)

P-RSM .. P-RSM 40-949-*M 105°C
Analog or HART
2.697 [68.5] 1.063 [27.0] 7.2mm OD Contrt‘)gl circuits in
Cable #RF50949-*M" o 1.BU
C T Ron'Di Class I, Division 2 2.BN T
7/8-16UN I :Elx';osec p L(';'i) " irect hazardous locations** | 3. Drain Y
““ ; Burial/PLTC PV! u.m or unclassified 4. GN/YE 1 3
3x18 AWG, 1 STP with GND .
f N . locations.

P-RSM 40-162-*M Foil/Drain (20)
105°C 2 4
7.2 mm OD
Cable #RF51162-*M*
ITC/PLTC PVC Plum
3x16 AWG, 1 STP with GND 1 WH
Foil/Drain (18) 2. BK

- - =% .

P-RSM 45-098-*M 105°C 3. Drain
7.6 mm OD 4. CN
Cable #RF51098-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RSM.."; "P-RSV.." indicates 316 stainless steel.
See Section F for reelfast ® cable information.
** Use with lokfast minifast guards (Part Number: LOCK-MINI) in Class 1, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

1
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Process

Automation

* Straight Male Connectors

* |EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

=

\

PROCESS
AUTOMATION

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinout
ITC-Exposed Run/Direct
Burial/PLTC PVC Plum
3x18 AWG, 1 STP with GND
- -330-*M | Foil/Drain (20
P-RSM 40-330-*M 1(());{)Craln @0 Intrinsically Safe
722 mm O Ansog or HART | 1.
Cable #RF51162-*M" confrofcircutts in | 2. BN
ITC/PLTC PVC BI Class I, Division 1 | 3. Drain
ue. hazardous 4. GN/YE
P-RSM.. 3x18 AWG 1 STP with GND locations
N Foil/Drain (20) ’
P-RSM 40-950-*M 105°C
2.697 [68.5] 91.063 [27.0]
7.2 mm OD
“H Cable #RF50950-*M*
Il 7787 1N ITC/PLTC PVC Blue £
3x16 AWG, 1 STP with GND 1 WH
s 397 Foil/Drain (18) 2. BK ! 3
P-RSM 45-327-*M 105°C 3. Drain
7.6 mm OD Analog or HART | 4. GN 2 4
Cable #RF51327-*M* control circuits in
Class I, Division 2
1. BK
ITC/PLTC PVC PI hazardous 2.RD
P-RSM 46-124-*M / um. locations** or .
3x18 AWG, 1 STP with GND o 3. Drain
B . unclassified
Foil/Drain (20) locati 4. GN/YE
o locations.
105°C 1.RD
7.2 mm OD 2. BK
P-RSM 461-124-*M | Cable #RF51124-*M' 3. Drain
4. GN/YE
P-RSM..
ITC/PLTC Armor Plum A"a"’glor. HART
2.697 [68.5) 1.063 [27.0] 3x18 AWG, 1 STP with GND control circuits in
. . Class I, Division 2 | 1- BU
Foil/Drain (20) 2. BN
P-RSM 40A-947-*M o hazardous )
7/8-16UN 105°C locations** or 3. Drain
il 13.5 mm OD focations™ or | N
_*M*
1 Cable #RF50947-*M locations.

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RSM.."; "P-RSV.." indicates 316 stainless steel.

minifast cordsets

* See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK

Process Wiring Solutions

* Right Angle Male Connectors

* |EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

N E

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style

Part Number

Cable

Application Pinout

l—— 2.047 [52.0]—-|

P-WSM ..

1.720 [43.7]

TI—I l“;fou [26.0]
7/8-16UN

P-WSM 30-026-*M

ITC/PLTC PVC Plum
2x18 AWG, 1 STP
Foil/Drain (20)

105°C

7.2 mm OD

Cable #RF51026-*M*

P-WSM 40-949-*M

ITC/PLTC PVC Plum

3x18 AWG, 1 STP with GND
Foil/Drain (20)

105°C

7.2 mm OD

Cable #RF50949-*M*

P-WSM 40-162-*M

ITC-Exposed Run/Direct
Burial/PLTC PVC Plum

3x18 AWG, 1 STP with GND
Foil/Drain (20)

105°C

7.2 mm OD

Cable #RF51162-*M*

P-WSM 45-098-*M

ITC/PLTC PVC Plum

3x16 AWG, 1 STP with GND
Foil/Drain (18)

105°C

7.6 mm OD

Cable #RF51098-*M*

3 2

-

BN

w N

. Drain

Analog or HART
control circuits in
Class I, Division 2
hazardous locations**
or unclassified
locations.

BN [
. Drain 1 3
. GN/YE

W N =

WH
BK

. Drain
CN

Bw N =

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.

1

Standard coupling nut material is nickel plated brass "P-WSM.."; "P-WSV.." indicates 316 stainless steel.
See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE) in Class I, Division 2 applications.

B43

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process

Automation

* Right Angle Male Connectors

* |EC IP 67 Protection

° 300V,9A

(use as ITC limited to 150 V, 5 A)

PROCESS
AUTOMATION

N E

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinout
ITC-Exposed Run/Direct
Burial/PLTC PVC Plum
3x18 AWG, 1 STP with GND
P-WSM 40-330-*M Foil/Drain (20)
105°C Intrinsically Safe
7.2 mm OD Analog or HART 1.BU
Cable #RF51162-*M* control circuits in 2.BN .
ITC/PLTC PVC Blue Class I, Division 1 i' gﬁEE
P-WSM 3x18 AWG 1 STP with GND hazardous locations. '
" P-USM 40-950-*M Foil/Drain (20)
2.047 [52.0]—-| 105°C
r_ — 7.2 mm OD £
Cable #RF50950-*M" L
ITC/PLTC PVC Blue 1 3
1.720 [43.7) 3x16 AWG, 1 STP with GND 1. WH
Foil/Drain (18) 2. BK
P-WSM 45-327-*M 105°C 3. Drain 2 4
_—17 . —o1.024 [26.0] 7.6 mm OD ) Analog or HART 4.GN
/816 Cable #RF51327-*M control circuits in
Class I, Division 2 1. BK
P_USM 46-124-*M ITC/PLTC PVC Plum. hazardous.l.ocations** 2.RD A
3x18 AWG, 1 STP with GND | or unclassified 3. Drain
Foil/Drain (20) locations. 4. GN/YE
105°C 1.RD
7.2 mm OD 2. BK
P-WSM 461-124-*M | Cable #RF51124-*M" 3. Drain
4. GN/YE

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WSM.."; "P-WSV.." indicates 316 stainless steel.

t

See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

1 2
.846 [21 5] 181 3001 N 846 [21’5] 1.319 [33.5] F
W) © - -ml® -
& ),
1/2-14 wrd J 4“1—.oo} [25.4] 1/2-14NPT _t J V [25.4]
P-RKF .. 14.5/NPT Page B46 P-RSF .. 14.5/NPT Page B47
3 4

1.264 [32 1] e

<M} @ - -=m):
P-RKF .. 14.75/NPT Page B48 P-RSF .. 14.75/NPT Page B49
ptle | ] 571 [14 512‘1 2 (28. 51,& P i
s (&) == =““\\I’Iy|“‘\\\\\ e (@)
o5 f 1,000 [254] w20x1 5 J B
P-RKF .. M20 Page B50 P-RSF .. M20 Page B51

B45 TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com



Process
Automation

* Female Receptacles
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

N E

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum 2
2x18 AWG, 1 STP
Foil/Drain (20) 1.BU

P-RKF 30-026-*/14.5/NPT 105°C 2.BN
7.2 mm OD 3. Drain
Cable #RF51026-*M* 1
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
Foil/Drain (20)
P-RKF 40-949-*/14.5/NPT | oc
7.2 mm OD
Cable #RF50949-*M* 1.BU
- Analog or HART | , py
ITC-Exposed Run/Direct control circuits | 3 Drain
Burial/PLTC PVC Plum in Class I, 4 GN/YE
3x18 AWG, 1 STP with GND | pjicion 2 ’
P-RKF 40-162-*/14.5/NPT | Foil/Drain (20) hazardous
105°C locations or
1 7.2mm OD unclassified
Cable #RF51162-*M" locations.
ITC/PLTC PVC Plum 1/2-14NPT
3x16 AWG, 1 STP with GND | Conduit Entry 1. WH
Foil/Drain (18) A .
P-RKF 45-098-*/14.5/NPT | | 0zoc Thread. K
7.6 mm OD 4.GN 3
Cable #RF51098-*M*
1. BK 4 2
ITC/PLTC PVC Plum 2.RD
P-RKF 46-124-*/14.5/NPT )
/14.5/ 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GN/YE
105°C 1.RD
7.2 mm OD 2: BK
P-RKF 461-124-%/14.5/NPT | Cable #RF51124-*M"  Drain
4. GN/YE
ITC-Exposed Run/Direct
Burial/PLTC PVC Blue Intrinsically Saf
3x18 AWG, 1 STP with GND A’; ; ’I’:’Z"’ {l AZTE
P-RKF 40-950-*/14.5/NPT | Foil/Drain (20) ¢ gl ircuit
105°C G:JOn rol circuits
7.2 mm OD lg'(.:la.ss l’1 1.BU
Cable #RF51330-*M" fvision 2.BN
hazardous 3. Drain
ITC/PLTC PVC Blue locations 4. GN/YE
3x18 AWG, 1 STP with GND |, /21 4Nl;T ’
Foil/Drain (20) .
P-RKF 40-330-*/14.5/NPT | {0soc Conduit Entry
Thread.
7.2 mm OD

Cable #RF50950-*M"*

See page B45 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

Male Receptacles
IEC IP 67 Protection
300V, 9 A

(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum 3 2
2x18 AWG, 1 STP
Foil/Drain (20) 1.BU

P-RSF 30-026-*/14.5/NPT | {00 2.BN
7.2 mm OD 3. Drain
Cable #RF51026-*M" 1
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
P-RSF 40-949-*/14.5/NpT | FoN/Drain (20)
: 105°C
7.2 mm OD
Cable #RF50949-*M' 1.BU
- Analog or HART | 5 g\
ITC-Exposed Run/Direct control circuits 3. Drain
Burial/PLTC PVC Plum in Class I, 4 CN YE
3x18 AWG, 1 STP with GND | piicion 2
P-RSF 40-162-*/14.5/NPT | Foil/Drain (20) hazardous
105°C locations** or
7.2 mm OD unclassified
Cable #RF51162-*M* locations.
2 ITC/PLTC PVC Plum 1/2-14NPT
3x16 AWG, 1 STP with GND Conduit Entry 1. WH
Foil/Drain (18) Thread. 2. BK
P-RSF 45-098-*/14.5/NPT | ;0o 3. Drain 1 3
7.6 mm OD 4.GN
Cable #RF51098-*M* A .
1. BK
N ITC/PLTC PVC Plum 2.RD
P-RSF 46-124-*/14.5/NPT 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GNAE
105°C 1 RD
7.2 mm OD 2. BK
P-RSF 461-124-*/14.5/NPT | Cable #RF51124-*M" 3. Drain
4. GN/YE
ITC-Exposed Run/Direct
Burial/PLTC PVC Blue Intrinsically Safe
3x18 AWG, 1STPwith GND | 17954 L ART
P-RSF 40-330-*/14.5/NPT | Foil/Drain (20) m,,,,f, circuits
;gsnfm oD in Class |, 1.BU
Cable #RF51330-*M' f;;f:‘;g;s oo
ITC/PLTC PVC Blue locations. 4: Glr\?x E
3x18 AWG, 1 STP with GND | 7 w0
P-RSF 40-950-%/14.5/NPT | "omer " 0 Conduit Entry
Thread.
7.2 mm OD
Cable #RF50950-*M*

B47

See page B45 for dimensional drawings.

Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Female Receptacles
* IEC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

N @&

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum 2
2x18 AWG, 1 STP 3
Foil/Drain (20) 1.BU
P-RKF 30-026-*/14.75/NPT 105°C 2.BN
7.2 mm OD 3. Drain
Cable #RF51026-*M* 1
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
N Foil/Drain (20)
P-RKF 40-949-*/14.75/NPT 105°C
7.2mm OD
-*Mt 1. BU
Cable #RF50949-*M Analog or HART
ITC-Exposed Run/Direct .| 2-BN
: control circuits | 3 Drain
Burial/PLTC PVC Pll{m in Class I, 4. GN/YE
3x18 AWG, 1 STP with GND Division 2
P-RKF 40-162-*/14.75/NPT Foil/Drain (20) hazardous
105°C locations or
7.2mm OD unclassified
Cable #RF51162-*M* locations.
ITC/PLTC PVC Plum 3/4-14NPT
3x16 AWG, 1 STP with GND | Conduit Entry | 1. WH
Foil/Drain (18) Thread. 2.BK
- - =% .
P-RKF 45-098-*/14.75/NPT 105°C 3 Drain 3 1
7.6 mm OD 4. CN
Cable #RF51098-*M*
4 2
1. BK
ITC/PLTC PVC Plum 2.RD
P-RKF 46-124-*/14.75/NPT )
/ / 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GN/YE
105°C 1.RD
7.2mm OD 2. BK
P-RKF 461-124-*/14.75/NPT | Cable #RF51124-*M* 3: .
4. GN/YE
ITC-Exposed Run/Direct
Burial/PLTC PVC Blue Intrinsicall
3x18 AWG, 1 STP with GND s'; f’e":‘s,';‘;oy o
P-RKF 40-330-*/14.75/NPT Foil/Drain (20) HARTcontfoI
105°C .
7.2 mm OD 71;;1.11.ts.m C1‘Iass 1.BU
Cable #RF51330-*M* s Division 2.BN
1 hazardous 3. Drain
ITC/PLTC PVC Blue ith locations. 4. GN/YE
Z:XFI?DAV\./GE;O)STP with GND 3/4-14NPT
0il/Drain .
P-RKF 40-950-*/14.75/NPT | 4 o Conduit Entry
Thread.
7.2 mm OD
Cable #RF50950-*M*

See page B45 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK

Process Wiring Solutions

* Male Receptacles
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum 3 2
2x18 AWG, 1 STP
Foil/Drain (20) 1.BU

P-RSF 30-026-*/14.75/NPT 105°C 2.BN
7.2 mm OD 3. Drain
Cable #RF51026-*M* 1
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
Foil/Drain (20)
P-RSF 40-949-%/14.75/NPT 105°C
7.2mm OD
Cable #RF50949-*M" 1.BU
- Analog or HART | 5 p\
ITC.-Exposed Run/Direct control circuits | 3 Drain
Burial/PLTC PVC Pll{m in Class I, 4 GN/YE
3x18 AWG, 1STP with GND | pjyjision 2
P-RSF 40-162-*/14.75/NPT | Foil/Drain (20) hazardous
4 105°C locations or
7.2 mm OD i
Cable #RF51162-*M* UnCIa.SSIfled
locations.
ITC/PLTC PVC Plum 3/4-14NPT
3x16 AWG, 1STP with GND | Conduit Entry | 1. WH ! 3
Foil/Drain (18) Thread. 2. BK
- -098-* :
P-RSF 45-098-*/14.75/NPT 105°C 3. Drain ) .
7.6 mm OD 4. CN
Cable #RF51098-*M*
1. BK
_ on% ITC/PLTC PVC Plum 2.RD
P-RSF 46-124-/14.75/NPT 3x18 AWG, 1 STP with GND 3. Drain
Foil/Drain (20) 4. GN/YE
105°C 1.RD
7.2 mm OD 2 BK
P-RSF 461-124-*/14.75/NPT | Cable #RF51124-*M* 3: .
4. GN/YE
ITC-Exposed Run/Direct
Burial/PLTC PVC Blue Intrinsically Saf
3x18 AWG, 1 STP with GND A’; ; 'I’;:f;’r "_’, A;Te
- - _* Foil/Drain (20
P-RSF 40-330-*/14.75/NPT 1(())15{’Cmm 0) control circuits
7.2 mm OD in.C:Ia.ss h 1.BU
Cable #RF51330-*M' Division 1 2.BN
. hazardous 3. Drain
ITC/PLTC PVC Blue ith locations. 4. GN/YE
I:XFI?DAV\'/GE;O)STP with GND 3/4-14NPT
0il/Drain .
P-RSF 40-950-*/14.75/NPT | | coc Conduit Entry
72 ob Thread.
.2 mm

Cable #RF50950-*M*

See page B45 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.

B49

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Female Receptacles
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

PROCESS

AUTOMATION

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum 2 3
2x18 AWG, 1 STP
Foil/Drain (20) 1.BU »n
P-RKF 30-026-*/M20 o 2.BN K
105°C 3. Drain g
7.2 mm OD ’ -
Cable #RF51026-*M" 1 é"
ITC/PLTC PVC Plum é-’
3x18 AWG, 1 STP with GND )
Foil/Drain (20) I
P-RKF 40-949-*/M20 105°C ‘E
7.2 mm OD g
Cable #RF50949-*M* 1.BU
ITC-Exposed Run/Direct g g’:ﬂn
Burial/PLTC PVC Plum 4: GNJYE
3x18 AWG, 1 STP with GND
P-RKF 40-162-*/M20 Foil/Drain (20) Analog or HA.RT.
105°C control circuits in
5 7.2 mm OD Class I, Division ’2
Cable #RF51162-*M" hazardous.l.ocatmns
or unclassified
ITC/PLTC PVC Plum locations.
:‘F”‘,’I?DAVYGEJB)STP with GND | v 120 Conduit Entry | 1- WH
oil/Drain 2. BK
P-RKF 45-098-*/M20 | {0sec Thread. 3 Drain
7.6 mm OD 4. CN 3 .
Cable #RF51098-*M*
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND 1.BK 4 2
Foil/Drain (20) 2.RD
P-RKF 46-124-*/M20 105°C 3. Drain
7.2 mm OD 4. GN/YE
Cable #RF51124-*M*
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND 1 RD
Foil/Drain (20) 2. BK
P-RKF 461-124-*/M20 105°C 3. Drain
7.2 mm OD 4. GN/YE
Cable #RF51124-*M*
ITC-Exposed Run/Direct
Burial/PLTC PVC Blue
3x18 AWG, 1 STP with GND
P-RKF 40-330-*/M20 Foil/Drain (20) Intrinsically Safe
105°C Analog or HART
7.2 mm OD control circuits in 1.BU
Cable #RF51330-*M" Class I, Division 1 2. BN
ITC/PLTC PVC Blue hazardous locations. i glr\?/lYnE
3x18 AWG, 1 STP with GND | M20 Conduit Entry ’
Foil/Drain (20) Thread.

P-RKF 40-950-*/M20

105°C
7.2 mm OD
Cable #RF50950-*M*

See page B45 for dimensional drawings.

* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Male Receptacles
* IEC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum 3 2
2x18 AWG, 1 STP
Foil/Drain (20) 1.BU

P-RSF 30-026-*/M20 105°C 2. BN‘
2.2 mm OD 3. Drain
Cable #RF51026-*M* 1
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND
P-RSF 40-949-*/M20 Foil/Drain (20)
105°C
7.2 mm OD
Cable #RF50949-*M* 1.BU
ITC-Exposed Run/Direct § grjain
Burial/PLTC PVC Plum 4: GN/YE
3x18 AWG, 1 STP with GND Analoz or HART
P-RSF 40-162-*/M20 | Foil/Drain (20) 8 or FATT
105°C control afc.uits in
7.2 mm OD Class I, Division .2
Cable #RF51162-*M" hazardous‘locatlons
or unclassified
6 ITC/PLTC PVC Plum locations.
i"?lfDAVYGE:B)STP with GND | v 120 Conduit Entry | 1. WH 1 3
oil/Drain 2. BK
P-RSF 45-098-*/M20 | ;(soc Thread. 5 Drain
7.6 mm OD 4. CN 2 4
Cable #RF51098-*M*
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND 1 BK
Foil/Drain (20) 2.RD
P-RSF 46-124-*/M20 105°C 3. Drain
7.2 mm OD 4. GN/YE
Cable #RF51124-*M*
ITC/PLTC PVC Plum
3x18 AWG, 1 STP with GND 1 RD
Foil/Drain (20) 2.BK
P-RSF 461-124-*/M20 105°C 3 Drain
7.2 mm OD 4. GN/YE
Cable #RF51124-*M*
ITC-Exposed Run/Direct
Burial/PLTC PVC Blue
3x18 AWG, 1 STP with GND
P-RSF 40-330-*/M20 Foil/Drain (20) Intrinsically Safe
105°C Analog or HART
7.2 mm OD control circuits in 1.BU
Cable #RF51330-*M" Class I, Division 1 2.BN.
ITC/PLTC PVC Blue hazardous locations. i SEEE

P-RSF 40-950-*/M20

3x18 AWG, 1 STP with GND
Foil/Drain (20)

105°C

7.2 mm OD

Cable #RF50950-*M*

M20 Conduit Entry
Thread.

See page B45 for dimensional drawings.

* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions
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TURCK
Process Wiring Solutions

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N s P®
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1 BU
P-RKF 30-* fg;chWG 1/2-14NPSM 2 BN
600 V, 9A 3.NIC
2 3
1 1. BU
P-RKF 30D-* 1/2-14NPSM Threads, Drain Wire | 2. BN
UL, CSA 3 Gy
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RKF 321-* 1/2-14NPSM Threads 2.BN
BU
UL, CSA 1.BU
3x18 AWG 2. BN
- - 1/2-14NPSM Th
P-RKF 40 105°C /- reads 3 NIC 5 1
600 V, 9A 4. GN/YE
e | A
X N .
P-RKF 40D-* T0sC 1/2-14NPSM Threads, Drain Wire ; ?;?
600V, 9A 4. GN/YE

See page B53 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

PROCESS
AUTOMATION

Protection N s P@
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1 BU
P_RSF 30-* fg’sfc"wc 1/2-14NPSM 2.BN
600V, 9A 3.NIC
3 2
2 1. BU
P-RSF 30D-* 1/2-14NPSM Threads, Drain Wire | 2. BN
UL, CSA 5 Gy
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RSF 321-* 1/2-14NPSM  Threads 2.BN
3.BU
UL, CSA 1.BU
3x18 AWG 2. BN
- % 1/2-14NPSM Thi
P-RSF 40 105°C s reads 3.N/C 1 3
600V, 9A 4. GN/YE
UL, CSA 1. BU ) B
4x18 AWG . . 2. BN
P-RSF 40D-* 105°C 1/2-14NPSM Threads, Drain Wire 3 Gy
600V, 9A 4. GN/YE

See page B53 for dimensional drawings.

* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N s P®
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1 BU
2x18 AWG .
P-RKF 30-*/14.5/NPT 1350C 1/2-14NPT Threads 2 BN
600 V, 9A 3.NC
2 3
3 1.BU
P-RKF 30D-*/14.5/NPT 1/2-14NPT Threads, Drain Wire 2.BN
UL, CSA 3 Gy
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RKF 321-*/14.5/NPT 1/2-14NPT Threads 2 BN
BU
UL, CSA 1.BU
3x18 AWG 2. BN
P-RKF 40-*/14.5/NPT 105°C 1/2-14NPT Threads 3 NC X 1
600V, 9A 4. GN/YE
UL, CSA 1.BU . ,
4x18 AWG y - 2.BN
P-RKF 40D-*/14.5/NPT 105°C 1/2-14NPT Threads, Drain Wire 3 Gy
600V, 9A 4. GN/YE

See page B53 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

PROCESS
AUTOMATION

* NEMA 1, 3,4, 6P and IEC IP 67 = i >
Protection ljf. N <SP®
AT ®
(]
N
ousin e ar umber ea ecs eatures mnou
Housing Styl Part Numb Lead Sp Feat Pinout
UL, CSA 1 BU
2x18 AWG .
P-RSF 30-*/14.5/NPT 1350C 1/2-14NPT Threads 2 BN
600 V, 9A 3.N/C
3 2
4 1.BU
P-RSF 30D-*/14.5/NPT 1/2-14NPT Threads, Drain Wire 2.BN
UL, CSA 3 Gy
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RSF 321-*/14.5/NPT 1/2-14NPT Threads 2. BN
3.BU
UL, CSA 1.BU
3x18 AWG 2. BN
P-RSF 40-*/14.5/NPT 105°C 1/2-14NPT Threads 3 NIC 1 ,
600V, 9A 4. GN/YE
UL, CSA 1.BU ) .
4x18 AWG y - 2.BN
P-RSF 40D-*/14.5/NPT 105°C 1/2-14NPT Threads, Drain Wire 3 Gy
600V, 9A 4. GN/YE

See page B53 for dimensional drawings.

* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1 BU
2x18 AWG .
P-RKF 30-*/14.75/NPT 1’(‘)50(: 3/4-14NPT Threads 2 BN
600 V, 9A 3.NC
2 3
5 1.BU
P-RKF 30D-*/14.75/NPT 3/4-14NPT Threads, Drain Wire | 2. BN
UL, CSA 3 Gy
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RKF 321-*/14.75/NPT 3/4-14NPT Threads 2.BN
BU
UL, CSA 1.BU
3x18 AWG 2. BN
P-RKF 40-*/14.75/NPT 105°C 3/4-14NPT Threads 3. NIC X 1
600V, 9A 4. GN/YE
UL, CSA 1.BU . ,
4x18 AWG ) T BN
P-RKF 40D-*/14.75/NPT 105°C 3/4-14NPT Threads, Drain Wire 3. GY
600V, 9A 4. GN/YE

See page B53 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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PROCESS
AUTOMATION

minifast ® Receptacles with Leads, 2-Wire Analog or HART Control Circuits

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N s P@
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1 BU
2x18 AWG :
P-RSF 30-*/14.75/NPT 1)(;5°c 3/4-14NPT Threads 2 BN
600V, 9A 3.NC
3 2
6 1.BU
P-RSF 30D-*/14.75/NPT 3/4-14NPT Threads, Drain Wire | 2. BN
UL, CSA 5 Gy
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RSF 321-*/14.75/NPT 3/4-14NPT Threads 2.BN
3.BU
UL, CSA 1.BU
3x18 AWG 2.BN
P-RSF 40-*/14.75/NPT 105°C 3/4-14NPT Threads 3 NC 1 X
600V, 9A 4. GN/YE
UL, CSA 1. BU , .
4x18 AWG ) i | 2.BN
P-RSF 40D-*/14.75/NPT 105°C 3/4-14NPT Threads, Drain Wire 3 GY
600V, 9A 4. GN/YE
See page B53 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N s P®
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1 BU
2x18 AWG :
P-RKF 30-*/M20 o5 C M20 Threads 5 BN
600 V, 9A 3.NC
2 3
7 1.BU
P-RKF 30D-*/M20 M20 Threads, Drain Wire 2.BN
UL, CSA 3 Gy
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RKF 321-*/M20 M20 Threads 5 BN
BU
UL, CSA 1.BU
3x18 AWG 2 BN
- - M20 Th
P-RKF 40-*/M20 105°C 0 Threads 3 N/C X 1
600V, 9A 4. GN/YE
UL, CSA 1.BU . ,
4x18 AWG o 2 BN
P-RKF 40D-*/M20 105°C M20 Threads, Drain Wire 3oy
600V, 9A 4. GN/YE

See page B53 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

PROCESS
AUTOMATION

N @&

Protection
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1 BU
2x18 AWG .
P-RSF 30-*/M20 o5 C M20 Threads 2 BN
600 V, 9A 3.NIC
3 2
8 1.BU
P-RSF 30D-*/M20 M20 Threads, Drain Wire 2.BN
UL, CSA
3.GY
3x18 AWG
105°C 1
600V, 9A 1. GN/YE
P-RSF 321-*/M20 M20 Threads 5 BN
3.BU
UL, CSA 1.BU
3x18 AWG 2. BN
- - M20 Th
P-RSF 40-*/M20 105°C 0 Threads 3 N/C 1 ,
600V, 9A 4. GN/YE
UL, CSA 1.BU , .
P-RSF 40D-*/M20 :3;§CAWG M20 Threads, Drain Wire g ?;,\\(‘
600V, 9A 4. GN/YE

See page B53 for dimensional drawings.

* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection 4!;”.___ @5/ ®N @®

S,
Housing Style Part Number Lead Specs Features Pinout
UL, CSA
. 2x18 AWG Explosion Proof Receptacle, 1.BU
P-RKFV 30 EX-*/14.5/NPT | 445.c 1/2-14NPT Threads g E"/"C 2 3
600V,9A
9 UL, CSA
" 3x18 AWG Explosion Proof Receptacle, 1.BU
P-RKFV 30D EX-*/14.5/NPT | 4450c 1/2-14NPT Threads, Drain Wire ; (B:';J 1
600V, 9 A :
UL, CSA 1 BU
3x18 AWG Explosion Proof Receptacle, 2.BN
P-RKFV 40 EX_*/14'5/NPT 105°C 1/2-14NPT Threads 3.N/C 3 1
600V,9A 4. GN/YE
UL, CSA 1.BU . )
N 4x18 AWG Explosion Proof Receptacle, 2.BN
P-RKFV 40D EX-*/14.5/NPT 105°C 1/2-14NPT Threads, Drain Wire | 3. GY
600V,9A 4. GN/YE

See page B54 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

PROCESS
AUTOMATION

b
* NEMA 1, 3, 4, 6P and IEC IP 67 “ <
Protection b 7 ®
®
A
Housing Style Part Number Lead Specs Features Pinout
UL, CSA
. 2x18 AWG Explosion Proof Receptacle, 1.BU
P-RSFV 30 EX-*/14.5/NPT | 450c 1/2-14NPT Threads -BN 3 2
600V,9A 3.NIC
10 UL, CSA
" 3x18 AWG Explosion Proof Receptacle, 1.BU
P-RSFV 30D EX-*/14.5/NPT 105°C 1/2-14NPT Threads, Drain Wire 3' (B:l;l 1
600V, 9 A :
UL, CSA 1 BU
3x18 AWG Explosion Proof Receptacle, 2.BN
P-RSFV 40 EX_*/14'5/NPT 105°C 1/2-14NPT Threads 3. N/C 1 3
600V,9A 4. GN/YE
UL, CSA 1.BU 2 4
N 4x18 AWG Explosion Proof Receptacle, 2.BN
P-RSFV 40D EX-*/14.5/NPT 105°C 1/2-14NPT Threads, Drain Wire | 3. GY
600V,9A 4. GN/YE

See page B54 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection 4!;”.___ @5/ ®N @®

S,
Housing Style Part Number Lead Specs Features Pinout
UL, CSA
. 2x18 AWG Explosion Proof Receptacle, 1.BU
P-RKFV 30 EX-*/14.75/NPT | 4450c 3/4-14NPT Threads g E"/"C 2 3
600V,9A
11 UL, CSA
" 3x18 AWG Explosion Proof Receptacle, 1.BU
P-RKFV 30D EX-*/14.75/NPT | 4450c 3/4-14NPT Threads, Drain Wire ; (B:';J 1
600V, 9 A :
UL, CSA 1 BU
3x18 AWG Explosion Proof Receptacle, 2.BN
P-RKFV 40 EX_*/14'75/NPT 105°C 3/4-14NPT Threads 3.N/C 3 1
600V,9A 4. GN/YE
UL, CSA 1.BU 4 )
N 4x18 AWG Explosion Proof Receptacle, 2.BN
P-RKFV 40D EX-*/14.75/NPT 105°C 3/4-14NPT Threads, Drain Wire | 3. GY
600V,9A 4. GN/YE

See page B54 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

PROCESS
AUTOMATION

b
* NEMA 1, 3, 4, 6P and IEC IP 67 “ <
Protection b 7 ®
®
A
Housing Style Part Number Lead Specs Features Pinout
3 P
UL, CSA
. 2x18 AWG Explosion Proof Receptacle, 1.BU
P-RSFV 30 EX-*/14.75/NPT | 4450c 3/4-14NPT Threads g E"/"C 3 2
600V,9A
12 UL, CSA
. 3x18 AWG Explosion Proof Receptacle, 1.BU
P-RSFV 30D EX-*/14.75/NPT 105°C 3/4-14NPT Threads, Drain Wire 3' (B:l;l 1
600V, 9 A :
UL, CSA 1 BU
3x18 AWG Explosion Proof Receptacle, 2.BN
P-RSFV 40 EX_*/14'75/NPT 105°C 3/4-14NPT Threads 3. N/C 1 3
600V,9A 4. GN/YE
UL, CSA 1.BU 2 4
N 4x18 AWG Explosion Proof Receptacle, 2.BN
P-RSFV 40D EX-*/14.75/NPT 105°C 3/4-14NPT Threads, Drain Wire | 3. GY
600V,9A 4. GN/YE

See page B54 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

e 600V
e 9 A Per Conductor

o Installs in Standard Conduit Entries
o Stainless Steel Housing

1/2-14NPT 3/4-14NPT
J J2 P1 P2 P1 J2 J J2

e Wiring | Housing

Specifications o " Female Female Male Male Male Female Female Female
Dia. | Material

4/18 AWG leads| ss P-2RKFV-40EX-*/14.5/NPT | P-2RSFV-40EX-*/14.5/NPT P-RSFV RKFV-40EX-*/14.5/NPT P-2RKFV-40EX-*/14.75/NPT
per connector
3/18AWGt'ead5 2 s P-2RKFV-40BEX-*/14.5/NPT | P-2RSFV-40BEX-*/14.5/NPT P-RSFV RKFV-40BEX-*/14.5/NPT P-2RKFV-40BEX-*/14.75/NPT
per connector

* Length in meters.
SS = Stainless steel

2.000 [50.8]

1

2
3
4

53~ @
< VO
<8
A

B67 TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441

Dimensions

fe—————— 3.078 [78.2]

_{ 1/2-14NPT

xﬁo [19.6]
REF

}
=
2
1 1
2 2
J13 3J2
4>—l 4
11 11l
Gn/B B BB Gn/
Ye r | I r Ye
nu un
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Automation PROCESS
AUTOMATION
Specifications

Housing: 316 stainless steel (SS), passivated.

Contact Carrier: PUR black.

Electrical Ratings: 600 V, 9 A per conductor.

Temperature: -30° to +105°C (-22° to +221°F).

Contacts: Gold plated brass.

Protection: IP 67 (only when all receptacles are mated or covered with plugs).

Leads: High flex stranding, PVC, insulated, 600 V, UL recognized, CSA certified.

3/4-14NPT M20x1.5
P1 P2 P1 J2 J1 J2 P1 P2 P1 J2
Male Male Male Female Female Female Male Male Male Female

P-2RSFV-40EX-*/14.75/NPT

P-RSFV RKFV-40EX-*/14.75/NPT

P-2RKFV-40EX-*/M20

P-2RSFV-40EX-*/M20

P-RSFV RKFV-40EX-*/M20

P-2RSFV-40BEX-*/14.75/NPT

P-RSFV RKFV-40BEX-*/14.75/NPT

P-2RKFV-40BEX-*/M20

P-2RSFV-40BEX-*/M20

P-RSFV RKFV-40BEX-*/M20

Dimensions

3.219 [81.8]

ji/z—MNPT 7/871)(6 o I'GZ%E[F“'H ji/zqmw
/\ /\ -
1.181 [30.0] N> 1.181 [30.0]
7 7
\ 7, \
///" /\ N\ ////
79\ y I\ SS
Pinouts
Female Male
3 1 1 3
4 2 2 4
4-Pin 4-Pin
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TURCK

Process Wiring Solutions

 Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations** or
Unclassified Locations

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

APPROVED

4-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Joport cast Home-run cable with 4/22 Port, Pin Wire Color  Port, Pin Wire Color
aIEminum junction AWG shielded twisted pairs, | Port 1, Pin 1 WH/BK Port 3, Pin 2 RD/WH
.. each with 22 AWG draint Port 1, Pin 2 BK/WH Port 4, Pin 1 WH/OG
, , , P-4 RKF 40-960-* P-4 RKFV 40-960-*
box, ’"’t"’f"s.’ port | plus overall shield with 22| Port2,Pin1  WH/GN  Port 4, Pin 2 OG/WH 0-960 v 40-960
Eg'r‘]:‘:_cruofc'a'glggra AWG drain and 18 AWG Port2, Pin2  GN/WH Ports 1-4, Pin 3 Drain
overall ground, 10.0 mm OD| Port 3, Pin 1 WH/RD Ports 1-4, Pin 4 GN/YE
8-port, 1 Analog Signal Per Port, Common Ground and Shield
Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Wire Color  Port, Pin Wire Color
Port 1, Pin 1 WH/BK Port 5, Pin 2 BU/WH
8-port cast Home-run cable with 8/22 Port 1, Pin 2 BK/WH Port 6, Pin 1 WH/BN
al‘f:;mﬁf:f] junction | AWG shielded twisted pairs, | Port2, Pin1  WH/GN Port 6, Pin 2 BN/WH
.. each with 22 AWG draint Port 2, Pin 2 GN/WH Port 7, Pin 1 WH/YE
' ' ' P-8 RKF 40-959-* P-8 RKFV 40-959-*
box, ’"’t"'f"s.t fort (| plus overall shield with 22 Port3,Pin1  WH/RD Port 7, Pin 2 YE/WH e L 8 0-959
Egrr‘]:‘ee_cruofé;&:gra AWG drain and 18 AWG Port3, Pin2  RD/WH Port 8, Pin 1 WHNT
overall ground, 12.0 mm OD | Port 4, Pin 1 WH/OG Port 8, Pin 2 VT/WH
Port 4, Pin 2 OG/WH Ports 1-8, Pin 3 Drain
Port 5, Pin 1 WH/BU Ports 1-8, Pin 4 GN/YE

*  Length in meters.
** Use with lokfast LOCK-MINI or LOCK-MINI-FW for port connectors in Class |, Division 2 applications and for mating Home-Run cable use
"L" and "T" versions.

+

Each circuit has dedicated drain wire not connected in the junction box.

Wiring Diagrams

1 1
2 >—— 2
J13 <592 O — <2
J13 542
4 4
4 4
1>—— —<1 1 .
2 >— —< 2 — —_— <
E 204 53 "
4 4 4 2
1 >— 1
I gy . I gy . 2 p—
J53— ——<2J6
4
Il I|lx VY wZ|I O|T
4 o > O 1 >— 1
ZEZRIQR LR 25— >
nxx1521218 J7% 348
) A [ 3 3
2] a o <
e e e <] —
P1 L L1 Iy (O
ITw I|2 IO I|X szgIZI I
o ['3 o o [11]
SESRIRERE Qe SRaEsE
>;m;msmso§sososm=§
5 8 8 & a 3 8 B8
P1
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Automation
Specifications
Housing: Die-cast aluminum alloy.
Connectors
Temperature: -30° to +80°C (-22° to +176°F).
Contacts: Gold plated brass.
Cable:
Protection: IP67.

Electrical Rating:

Dimensions

4-Port

531 [13.5] REF., —f

i

e 2.520 [64.0] — |

i

8-Port

2.520 [64.0]

PROCESS
AUTOMATION

Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.

Plum PVC jacket, UL UTC/PLTC/AWM, CSA CMX-Outdoor/CMG/AWM FT4, 300 V, 105°C.

300V, 4 A per conductor (use as ITC is limited to 150 V, 3 A for 22 AWG conductors).

1.417 [36.0]

r— 10-32 ENCLOSURE
GROUND STUD

489 [12.4] REF. 494 [12.5] REF.

1.000 [25.4]
| 2.768 [70.3)

1.102 [28.0]
REF.

3.858 [98.0]

3.386

7.303 [185.5]

173.5

9.261 [96.6] THRU
SEE NOTE 1

Notes:
1. Clearance hole for 1/4-20 mounting screws (2 not included).

Pinouts
Female
2 3
1 4
4-Pin

r10-32 ENCLOSURE
GROUND STUD

1.000 [25.4]

2.768 [70.3]

] 4.531

0,277 [07.0] THRU

SEE NOTE 1

TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com

115.1]

6.300

[160.0]

B70

minifast multibox



TURCK
Process Wiring Solutions

 Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations or
Unclassified Locations

« Blue Jacket Color may be used as Identification of Intrinsically Safe Circuits.

FM approved for installation in hazardous locations when installed per TURCK Control

Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.
APPROVED

4-port, 1 Analog Signal Per Port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
?\C/)Vnéeg;:glgsslfwvi\gtt: d4/22 Port, Pin Wire Color  Port, Pin Wire Color
4-port cast aluminum pairs, each with 22 AWG Port 1, Pin 1 WH/BK Port 3, Pin 2 RD/WH
junction box, minifast |4 it ol overall shield | POt 1, Pin2 - BK/WH Port 4, Pin 1 WH/OG P-4 RKF 40-978-* | P-4 RKFV 40-978-*
port connectors, integral with 22 AWG drain and Port 2, Pin 1 WH/GCN Port 4, Pin 2 OG/WH
home-run cable 18 AWG overall ground Port 2, Pin 2 GN/WH Ports 1-4, Pin 3 Drain
12.0 mm OD Port 3, Pin 1 WH/RD Ports 1-4, Pin 4 GN/YE
8-port, 1 Analog Signal Per Port, Common Ground and Shield
Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Wire Color  Port, Pin Wire Color
. Port 1, Pin 1 WH/BK Port 5, Pin 2 BU/WH
;’\‘;V”ée;;‘:;gsglfw"i‘;'tt: ds/ 22| port1 Pin2  BKWH Port 6, Pin 1 WH/BN
8-port cast aluminum airs. each with 22 AWG Port 2, Pin 1 WH/GN Port 6, Pin 2 BN/WH
junction box, minifast grain’* lus overall shield Port2, Pin2  GN/WH Port 7, Pin 1 WH/YE P-8 RKF 40-977-* P-8 RKFV 40-977-*
port connectors, integral with Z,ZPAWG drain and Port 3, Pin 1 WH/RD Port 7, Pin 2 YE/WH
home-run cable 18 AWG I d Port 3, Pin 2 RD/WH Port 8, Pin 1 WHNT
120 mm%/eDra 8OUNG, F port4, Pin1  WH/OG Port 8, Pin 2 VT/WH
’ Port 4, Pin 2 OG/WH Ports 1-8, Pin 3 Drain
Port 5, Pin 1 WH/BU Ports 1-8, Pin 4 GN/YE

* Length in meters.
4

Each circuit has dedicated drain wire not connected in the junction box.

Wiring Diagrams

4-Port Diagram 8-Port Diagram

B71

2
9133 242 J13 342
2 4 4
1 —=<1
1 >— —<1 2 — <2
25— —< 2 J33 304
435 504 " 3
4 4
< 1 > —=<1
2>——— —<2
.y Ny J5% 3J6
4 4
r r 1 >— —<1
§Eé%lﬂ£5§ig§ 472> —248
SRR R : :
m;m;é‘-’-‘;w;o 4 4
8 a 8 3 L= —
P1 4 ] By (I [y
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Process
Automation
Specifications
Housing: Die-cast aluminum alloy.
Connectors Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.
Temperature: -30° to +80°C (-22° to +176°F).
Contacts: Gold plated brass.
Cable: Blue PVC jacket, UL ITC/PLTC/AWM, CSA CMX-Outdoor/CMG/AWM FT4, 300 V, 105°C.
Protection: IP67.

Electrical Rating: 300V, 4 A per conductor (use as ITC is limited to 150 V, 3 A for 22 AWG conductors).

Dimensions
4-Port
.531 [13.5] REF. —=f f———— 2.520 [64.0] ——=
‘ ruw [36.0] ‘

— 10-32 ENCLOSURE
GROUND STUD

1.000 [25.4]
’ 2.768 [70.3]

1.102 [28.0]
REF.

489 [12.4] REF.

3.858 [98.0]
3.386 [86.0]

©.261 [96.6] THRU
SEE NOTE 1

Notes:
1. Clearance hole for 1/4-20 mounting screws (2 not included).

8-Port

2,520 [64.0]
1.417 [36.0]

494 [12.5] REF.

GROUND STUD

PROCESS
AUTOMATION

r10-32 ENCLOSURE

7.303 [185.5]
1735

1.000 [25.4]

s}

2.768

{

{
{

Pinouts
Female
2 3
1 4
4-Pin

0.277 [07.0] THRU
SEE NOTE 1

[70.3]

4.531

TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com

[115.1]

6.300

[160.0]
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TURCK

Process Wiring Solutions

o Consolidation of 2-wire Analog or HART Control Circuits in Hazardous Locations* or
Unclassified Locations

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

APPROVED

4-port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
4-port cast aluminum Port PinA Home Run  Port PinA Home Run
junction box, minifast Port T, P!n ! ! Port 4, P!n ! 7
! . . Port 1, Pin 2 2 Port 4, Pin 2 8
port connectors, 12-pin multifast connector, | 5 " pin 3 NC 9 P-4 RKF 40-CS12 P-4 RKFV 40-CSV12
multifast ® home-run | 9 conductors plus drain .
connector, 1 analog Port 2, P!n 2 4 NC . 10
signal per port Port 3, P!n 1 5 Ports 1-4, P!n 3 11
Port 3, Pin 2 6 Ports 1-4, Pin 4 12
See pages B75 - B82 for mating home run cordsets.
8-port, Common Ground and Shield
Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Home Run  Port, Pin Home Run
Port 1, Pin 1 1 Port 5, Pin 1 10
8-port cast aluminum Port 1, P!n 2 2 Port 5, Pin 2 11
junction box, minifast Port 2, P!n 1 3 Ports 1—8', Pin 4 12
! . . Port 2, Pin 2 4 Port 6, Pin 1 13
por; ?fonnﬁctors, 19—p|n grultlfastlcor;ngctor, Port 3. Pin 1 5 Port 6, Pin 2 14 P-8 RKF 40-CS19 P-8 RKFV 40-CSV19
maltfast home-fun |17 conducorspls drain | o1 i3 Pt 7.Pin1 15
signal per port Port 3, P!n 2 7 Port 7, P!n 2 16
Port 4, Pin 1 8 Port 8, Pin 1 17
Port 4, Pin 2 9 Port 8, Pin 2 18
NC 19

* Use with lokfast LOCK-MINI or LOCK-MINI-FW for port connectors in Class I, Division 2 applications and for mating Home-Run cable use
"L"and "T" versions.

See pages B75 - B82 for mating home run cordsets.

4-Port Diagram, 1 Analog Signal Per Port

B73

2 >——
a3

3

4 4

1 >— —<1

2>— —<2
J33 394

4 4

o SHD =
=~ GND

TURCK Inc. 3000 Campus Drive

Minneapolis, MN 55441

Wiring Diagrams

'l

4

8-Port Diagram, 1 Analog Signal Per Port

1
NS emm— — N
4
1 > —<1
9537 ——=32u
4
1 5>— —<
737 2
4
1510 1418
SHD.
16 11 12 13 17 19
@0
P1

Application Support: 1-800-553-0016 Fax: (763) 553-0708
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Process TSR
Automation

PROCESS

AUTOMATION
Specifications

Housing: Die-cast aluminum alloy.

Connectors Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.

Temperature: -30° to +80°C (-22° to +176°F).

Contacts: Gold plated brass.

Protection: IP67.

Electrical Rating: 12-pin: 300 V, 4 A per conductor.
19-pin: 150 V, 5 A per conductor.

Dimensions

4-Port 8-Port

f————— 2.520 [64.0] ——=
531 [13.5] REF. —=y fe———2.520 [64.0] ——= ‘ -I 1.417 [36.0]

‘ I.1.417 [36.0]

489 [12.4] REF.

494 [12.5] REF.

r10—32 ENCLOSURE
GROUND STUD

- 10-32 ENCLOSURE
GROUND STUD

1.000 [25.4]

o

1.000 [25.4]
I

2.768 [70.3]

2.768 [70.3]

3.858 [98.0]
4.531 [115.1]

I 5 I | 6.300 [160.0]
7.303 [185.5)
173.5 [6.83]

799 [20.3]
REF.

©.261 [@6.6] THRU
SEE NOTE 1

©.277 [07.0) THRU

.799 [20.3] REF. SEE NOTE 1

- M2sx1 e

Notes:
1. Clearance hole for 1/4-20 mounting screws (2 not included).

Pinouts

Female Male

4-Pin minifast® 12-Pin multifast® 19-Pin multifast

TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com B74
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TURCK
Process Wiring Solutions

multifast® Home Run Cordsets, 2-Wi Control Circuits

* Straight Female Connectors

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N <s P®
®
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
8x22 AWG, 4 STP with GND
P-CKM .. Foil/Drain (22)
P-CKM 12-960-* | 105°C
3.274 [83.2] 01.024 250 V, 4A
’7 1| [260] 10 mm OD 1. WH/BK 7. WH/OG
;ﬁ ! Cable #RF50960-*M* 2. BK/'WH 8. OG/WH
Jx ITC-Exposed Run/Direct i \év:l/@ﬁ ?ONIQ(/:C
i Burial/PLTC PVC Plum 5: WH/RD 11: Drain
8x22 AWG, 4 STP with GND 6. RDWH 12, GNNYE
Foil/Drain (22)
P-CKM 12-229-* | soc
250V, 4 A Analog or HA.RT'
9.6 mm OD control c:fc.u:.ts in
Cable #RF51229-*M" Class I, Division 2
**P-.CKML .. (for Class I, Division 2 ITC/PLTC PVC Plum 761‘1':‘!0":*
applications) 16x22 AWG, 8 STP with GND :::,;:s':;e dor
Foil/Drain (22) locations.
P-CKM 19-959-* | 105°C 1.WH/BK  11. BU/WH
W3x0.5 SET SCREW I E.ﬂwa 150V, 2A 2. BK/WH  12. GN/YE
12 mm OD 3. WH/GN  13. WH/BN
s Cable #RF50959-*M" 4. GN/WH  14. BN/WH
ITC-Exposed Run/Direct Z \Isvr:/nRD 12 X\émli
T Burial/PLTC PVC Plum 7: RD/WH 17: WHNT
3.27;{[:3.@ J 16x22 AWG, 8 STP with GND 8. WH/OG  18. VT/WH
k Foil/Drain (22) 9. OG/WH 19.N/C
P-CKM 19-230-* | ;osec FAETHL
150V, 2A
12.7 mm OD
Cable #RF51230-*M*

Length in meters. Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-CKM(L).."; "P-CKM(T)V.." indicates 316 stainless steel.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Automation

Control Circuits

PROCESS
AUTOMATION

multifast® Home Run Cordsets, 2-Wire Analog or

* Straight Male Connectors

* NEMA 1, 3, 4, 6P and IEC IP 67

multifast cordsets

Protection N ‘s P@
®
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
8x22 AWG, 4 STP with GND
P-CSM .. Foil/Drain (22)
P-CSM 12-960-* | 105°C
250V, 4 A
r 5274 [832] s 10 mm OD .WH/BK 7. WH/OG
T Cable #RF50960-*M" -BKWH 8. OG/WH
M2 ITC-Exposed Run/Direct -WH/GN 9. N/C
J Burial/PLTC PVC Plum -GN/WH 10 N/C
i 8x22 AWG, 4 STP with GND - WHRD 1. Drain
’ .RD/WH  12. GN/YE
Foil/Drain (22)
P-CSM 12-229-* | 4050
250V, 4A Analog or HA.RT'
9.6 mm OD control c:fc.u:.ts in
Cable #RF51229-*M! Class I, Division 2
hazardous
+*P.CSML . (for Class | ITC/PLTC PVC Plum locations** or
Division 2 apolicaions, 16x22 AWG, 8 STPwith GND | -© C.
pplications) Foil/Drain (22) locati
locations.
P-CSM 19-959-* | 105°C 1. WH/BK  11. BU/WH
W3x0.5 SET SoREW IESE 150V, 2A 2. BK/WH  12. GN/YE
12 mm OD 3. WH/GN  13. WH/BN
ot cable #RF50959-*M+ 4. GN/WH 14. BN/WH
ITC-Exposed Run/Direct Z \Isvr:/nRD 12 X\émli
JT Burial/PLTC PVC Plurfl 7 RDWH 17, WHNT
3.27;{?3.‘] l6>:/2; AW((;2,28) STP with GND 8. WH/OG  18. VT/WH
« | Foil/Drain 9.0G/WH 19.N/C
P-CSM 19-230-* | 4050 10, WH/BU
150V, 2A
12.7 mm OD
Cable #RF51230-*M*

Length in meters. Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-CSM(L).."; "P-CSM(T)V.." indicates 316 stainless steel.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

multifast® Home Run Cordsets, 2-Wi Control Circuits

* Right Angle Female Connectors

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N ‘s P@
®
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
8x22 AWG, 4 STP with GND
P-CKWM .. Foil/Drain (22)
P-CKWM 12-960-* | 105°C
2.884 [73.2] 250V, 4 A
10 mm OD 1. WH/BK 7. WH/OG
Cable #RF50960-*M* 2. BK/'WH 8. OG/WH
1978 [50.2) ITC-Exposed Run/Direct 3. WH/GN 9. N/C
Burial/PLTC PVC PI 4. GN/WH  10.N/C
urial um 5.WH/RD 11. Drain
8x22 AWG, 4 STP with GND 6. ROMWH 12 GNNE
Foil/Drain (22)
sz = 9 pookiM 12-229-% | oo
250V, 4 A Ana:oglor’ HA.fT'
9.6 mm OD control circuirts in

Cable #RF51229-*M" Class I, Division 2

hazardous
*P.CKWML . (for Class 1. Divisi ITC/PLTC PVC Plum o oaa or
- - (If’rc.ass » Division 16x22 AWG, 8 STP with GND | % 002
2 applications) Foil/Drain (22) P

P-CKWM 19-959-* | 105°C 1.WH/BK  11. BU/WH
e 150V, 2 A 2. BK/WH 12, GN/YE
12 mm OD 3.WH/GN  13. WH/BN
178 1303 Cable #RF50959-*M" 4. GN/WH  14. BN/WH
1508 [38.2] " ITC-Exposed Run/Direct Z \Isvr:/n RD 12 X\émli
Burial/PLTC PVC Plum 7: RD/WH 17: WHAT
N30 S SET SCREY 16x22 AWG, 8 STP with GND 8. WH/OG 18, VT/WH
J.h:?’z;ﬁm Foil/Drain (22) 9. OG/WH 19.N/C
P-CKWM 19-230-*
105°C 10. WH/BU
150V,2A
12.7 mm OD

Cable #RF51230-*M*

Length in meters. Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-CKWM(L).."; "P-CKWM(T)V.." indicates 316 stainless steel.

See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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PROCESS
AUTOMATION

Control Circuits

multifast® Home Run Cordsets, 2-Wire Analog or

* Right Angle Male Connectors

* NEMA 1, 3, 4, 6P and IEC IP 67

multifast cordsets

Protection N ‘s P@
®
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Plum
8x22 AWG, 4 STP with GND
P-CSWM .. Foil/Drain (22)
P-CSWM 12-960-* | 105°C
[-72.554 [73 2]4-1 250V, 4A
10mm OD .WH/BK 7. WH/OG
Cable #RF50960-*M" -BK/WH 8. OG/WH
1978 [50.2) ITC-Exposed Run/Direct ) \é\/l:l /@ﬁ ?ONIQ(/:C
Burial/PLTC PVC Plum ’ WH/RD 11' Drain
8x22 AWG, 4 STP with GND "RD/WH 12 GNYE
L7 09| s 12-229. | PO 32
250V, 4 A Analog or HART
° 6mr;1 oD control circuits in
Cable #RF51229-*M" ,f;"zsrzoD ’s"’s"’" 2
1Z, 7}
F+P-CSWML .. (for Class 1. Divisi ITC/PLTC PVC Plum locations** or
- - (If” -1ass 1, Division 16x22 AWG, 8 STPwith GND | -© C.
2 applications) Foil/Drain (22) locations
sese (732] P-CSWM 19-959-* | 105°C 1. WH/BK  11. BU/WH
150V, 2A 2. BK/WH  12. GN/YE
12mm OD 3. WH/GN  13. WH/BN
078 (50 Cable #RF50959-*M" 4.GN/WH 14, BN/WH
v50g [0 ITC-Exposed Run/Direct Z \S/r:/nRD 12 X\émli
) Burial/PLTC PVC Plum 7' RD/WH 17' WHNVT
M3x0.5 SET SCREW . N N
> o l 63:/2; Ayv(cz,za) STP with GND 8. WH/OG 18, VT/WH
‘ oil/Drain 9. OG/WH 19.N/C
©1.181 [30.0] - - -
P-CSWM 19-230-* | ocec TowHBL
150V, 2A
12.7mm OD
Cable #RF51230-*M*

* Length in meters. Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-CSWM(L).."; "P-CSWM(T)V.." indicates 316 stainless steel.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.

1
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TURCK
Process Wiring Solutions

multifast® Home Run Cordsets, 2-Wi Control Circuits

* Straight Female Connectors

e |EC IP 67 Protection

N @&

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Blue
8x22 AWG, 4 STP with GND 1. WH/BK 7. WH/OG
Foil/Drain (22) > SVKQ%L 5 S/ENV H
- - —%| 105°C . .
P-CKM .. P-CKM 12-378-*M 10 mm OD 4.GN/WH  10. N/C
250V, 4 A Multiple 2-wire 5.WH/RD  11. Drain
3274 [832] - oo 20l Cable #RF50978-*M" Intrinsically Safe 6. RD/WH  12. GN/YE
’_ analog or HART
ﬁ»;ﬁﬂ C I control circuits in | \é\{:\ﬁﬁ 1; ELI\J‘//\YA:EH
_ ITC/PLTC PVC Plum Class I, Division 1 | -, '

T 16x22 AWG, 8 STP with GND .WH/CN  13. WH/BN

1
2
hazard 3
Foil/Drain (22) I:;"t: O,‘:;’s 4.GN/WH 14, BN/WH
P-CKM 19-977-*M | 105°C . 5. WH/RD 15. WH/YE
12 mm OD 6. Drain 16. YE/WH
150V, 2 A 7.RD/WH  17. WHNT
¢ . 8. WH/OG 18. VT/WH
Cable #RF50977-*M 5 OGMWH 19 N/C
10. WH/BU

Length in meters. Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-CKWM.."; "P-CKWMV.." indicates 316 stainless steel.

See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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AUTOMATION

multifast® Home Run Cordsets, 2-Wire Analog or Control Circuits

* Straight Male Connectors
* IEC IP 67 Protection

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Blue
8x22 AWG, 4 STP with GND 1. WH/BK 7. WH/OG
Foil/Drain (22) g Svﬁ/ﬂ%: 2 S/CC;/WH
- - % 105°C : .
P-CSM .. P-CSM 12-978-*M 10 mm OD 4. GN/WH  10. N/C

250V, 4A Multiple 2-wire 5.WH/RD 11. Drain

3274 (5321 Cable #RF50978-*M'" Intrinsically Safe | & RD/WH 12 GNYE

01.024 [26.0
ul I [26.0]

’_ Analog or HART
T control circuits in | WH/BK 1. BUMWH
T ITC/PLTC PVC Plum Class I, Division 1 | 2 BKWH = 12. GNIE
T 4 .WH/GN  13. WH/BN

16x22 AWG, 8 STP with GND

Foil/Drain (22) ;"’"’t’,d""s _GN/WH  14. BN/WH
'ocations.
P-CSM 19-977-*M | 105°C .WH/RD  15. WH/YE
12 mm OD
. 7. W
150V, 2 A RD/WH  17. WHNT

. WH/OG 18.VT/WH
.OG/WH 19.N/C
0. WH/BU

Cable #RF50977-*M*

1
2
3
4
5
6. Drain 16. YE/WH
7
8
9
1

* Length in meters. Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-CSWM.."; "P-CSWMV.." indicates 316 stainless steel.

See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

multifast cordsets
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TURCK
Process Wiring Solutions

multifast® Home Run Cordsets, 2-Wi Control Circuits

* Right Angle Female Connectors

e |EC IP 67 Protection

N @&

.

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Blue
8x22 AWG, 4 STP with GND 1. WK%E;K 7. WH@G
Foil/Drain (22) 2.8 H 8 OG/WH
P-CKWM .. o
P-CKWM 12-978-*M | 105°C O N
10 mm OD Multinle 2-wire | 5- WH/RD 11, Drain
2.884 [73.2]4-1 250V, 4 A ultiple z-wire 6.RD/WH  12. GN/YE
Cable #RF50978-*M" Intrinsically Safe ’ ’
Analog or HART 1. WH/BK  11. BU/WH
control circuits in : :
1.978 [50.2] ITC/PLTC PVC Plum Class 1. Division 1 | 2 BK/WH 12, GN/YE
16x22 AWG, 8 STP with GND | " éous 3. WH/GN  13. WH/BN
Foil/Drain (22) locations ‘5“ Svfwgg 1‘5‘ 5\%‘/’:{/ EH
L] = eree et | P-CKWM 19-977-%M | 105°C 6.Drain 16, YEWH
) 12 mm OD : :
7.RD/WH  17. WHNT
150V, 2A 8. WH/OG  18. VT/WH
Cable #RF50977-*M* 9. OG/WH 19. N/C
10. WH/BU

* Length in meters. Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass "P-CKWM.."; "P-CKWMV.." indicates 316 stainless steel.

See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

1
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multifast® Home Run Cordsets, 2-

* Right Angle Male Connectors
* IEC IP 67 Protection

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Blue
8x22 AWG, 4 STP with GND 1. WK'/4/BK 7. WH//OG
Foil/Drain (22 2.BK/WH 8. OG/WH
P-CSWM . ol Drain (22 3.WH/GN 9. N/C
P-CSHM 12-978-*M | 105°C 4.GN/WH  10.N/C
10 mm OD ’ ' .
N 250V, 4A Multiple 2-wire 5.WH/RD 11. Drain
Cable #RF50978-*M* Intrinsically Safe 6. RD/WH  12. GNNE
Anal HART
control iruits n | 1- WHIBK 11, BUMWH
1.978 [50.2] ITC/PLTC PVC Plum Class 1. Division 1 2. BK/WH  12. GN/YE
i ’ 3. WH/CN  13. WH/BN
16x22 AWG, 8 STPwith GND |, o / /
Foil/Drain (22) locations 4. SV’E%/S 14~ S\T/\ZVA\(/EH
- evozs (z0] | P-CSWM 19-977-*M | 105°C > WH > 2
lwzsuro! 12 mm OD 6.Drain 16, YEWH z
150V 2 A 7.RD/WH  17. WHNT 35
50V, 8.WH/OG  18. VT/WH 5
Cable #RF50977-*M" 9. 0OG/WH 19. N/C 3]
N ' Aol
10. WH/BU 'E
=
* Length in meters. Standard cable length is 5 meters. Consult factory for other lengths. S
Standard coupling nut material is nickel plated brass "P-CSWM.."; "P-CSWMV.." indicates 316 stainless steel. g

* See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

multifast® Home Run Receptacles with Cable, 2-Wire Analog or HART Control Circuits

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67
Protection

Housing Style Part Number Cable Application Pinout

ITC/PLTC PVC Plum

8x22 AWG, 4 STP with GND
Foil/Drain (22)

P-CKFL 12-960-* | 105°C

250V, 4 A

10 mm OD

Cable #RF50960-*M*
ITC-Exposed Run/Direct
Burial/PLTC PVC Plum

8x22 AWG, 4 STP with GND

P-CKFL .. Foil/Drain (22)
P-CKFL 12-229-*

1. WH/BK 7. WH/OG
2.BK/WH 8. OG/WH
3. WH/CN  9.N/C

4. GN/WH  10. N/C

5

6

.WH/RD 11. Drain
.RD/WH  12. GN/YE

105°C Analog or HART
250V, 4 A ""tOgIO'. "
9.6 mm OD control circuits in

Cable #RF51229-*M" Class I, Division 2

hazardous
ITC/PLTC PVC Plum I -
. locations** or
16x22 AWG, 8 STP with GND o
3 X unclassified
Foil/Drain (22) P .
locations.

P-CKFL 19-959-* | 105°C 1. WH/BK  11. BU/WH
150V, 2A 2.BK/WH  12. GN/YE
12mm OD 3. WH/GN  13. WH/BN
Cable #RF50959-*M" 4. GN/WH  14. BN/WH
ITC-Exposed Run/Direct Z \Isvr:/nRD 12 X\éms
Burial/PLTC PVC Plurfl 7 RD/WH 17 WHAT
16):/22 AW((;, 8 STP with GND 8. WH/OG 18. VT/WH
Foil/Drain (22) 9.0G/WH 19. N/C

- _230-* . .

P-CKFL 19-230 105°C 10. WH/BU
150V, 2 A
12.7 mm OD

Cable #RF51230-*M*

*

Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-CKFL.."; "P-CKFLV.." indicates 316 stainless steel.

** Use with "T" or "L" cordsets for Class I, Division 2 applications.

¥ See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

Dimensions
WASHER GASKET
M20x1.5 ".945 [24.0F
! M_sz ) 21.024 [26.0]

REF

=] I:.799 [20.3] # OF PINS

1.193 [30.3]
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multifast® Home Run Receptacles with Cable, 2-Wire Analog or HART Control Circuits

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67
Protection

Housing Style Part Number Cable Application Pinout

ITC/PLTC PVC Plum
8x22 AWG, 4 STP with GND
Foil/Drain (22)
P-CSFL 12-960-* | 105°C
250V, 4 A
10 mm OD
Cable #RF50960-*M*
ITC-Exposed Run/Direct
Burial/PLTC PVC Plum
8x22 AWG, 4 STP with GND
P-CSFL .. P-CSFL 12-229-* Foil/Drain (22)
- - - 105°C
250V, 4 A
9.6 mm OD
Cable #RF51229-*M*

1. WH/BK 7. WH/OG
2.BK/WH 8. OG/WH
3. WH/CN  9.N/C

4. GN/WH 10. N/C
5
6

.WH/RD 11. Drain
.RD/WH  12. GN/YE

Analog or HART
control circuits in
Class I, Division 2

hazardous
ITC/PLTC PVC Plum locations™*
. locations** or
16x22 AWG, 8 STP with GND o
3 X unclassified
Foil/Drain (22) P .
locations.

multifast receptacles

P-CSFL 19-959-* | 105°C 1. WH/BK  11. BU/WH
150V,2A 2. BK/WH  12. GN/YE
12 mm OD 3. WH/GN  13. WH/BN 8 s
Cable #RF50959-*M" 4. GN/WH  14. BN/WH
ITC-Exposed Run/Direct Z \Isvr:/n RD 12 X\éms
Burial/PLTC PVC Plurfl 7 RDWH 17, WHNT
16):/22 AW((;, 8 STP with GND 8. WH/OG  18. VT/WH
Foil/Drain (22) 9.OG/WH 19.N/C

- - =% . .

P-CSFL 19-230 105°C 10, WH/BU
150V, 2 A
12.7 mm OD

Cable #RF51230-*M*

*

Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-CSFL.."; "P-CSFLV.." indicates 316 stainless steel.

** Use with "T" or "L" cordsets for Class I, Division 2 applications.

¥ See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

Dimensions

WASHER GASKET

1945 [24.0]

P 3

I::.799 [20.3] # OF PINS
1.193 [30.3]
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multifast® Home Run Receptacles with Leads, 2-Wire Analog or HART Control Circuits

* Female Receptacles

e |EC IP 67 Protection

Housing Style Part Number Lead Specs Features Pinout
1. WH/BK 7. WH/OG
UL, CSA 2. BK'WH 8. OG/WH
P-CKFL .. P-CKFL 12-* 105°C 4.GN/WH 10. N/C
300V, 6 A 5.WH/RD 11.GY
’ 6. RD/WH  12. GN/YE
g:,’;’Tp fe i'w;re. am’f:"*‘z’ O | 1. WH/BK  11. BUMWH
control circuits in 2 BKWH 12, GNYE
hazardt?us Iocatlo.ns or 3.WH/CN  13. WH/BN
UL, CSA unclassified locations. 4. GN/WH 14. BN/WH
18x22 AWG 5.WH/RD 15. WH/YE
P-CKFL 19-* 105°C 6. GY 16. YE/WH
150V, 2 A 7.RD/WH  17. WHNT
! 8. WH/OG 18. VT/WH
9. OG/WH 19.N/C
10. WH/BU

* Length in meters. Standard lead length is T meter. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-CKFL.."; "P-CKFLV.." indicates 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

Dimensions

©1.024 [26.0]
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multifast® Home Run Receptacles with Leads, 2-Wire Analog or HART Control Circuits

* Male Receptacles

e |EC IP 67 Protection

Housing Style Part Number Lead Specs Features Pinout
1. WH/BK 7. WH/OG
UL, CSA 2. BK/WH 8. OG/WH
P-CSFL .. P-CSFL 12-* 105°C 4.GN/WH 10.N/C
300V, 6 A 5.WH/RD 11. GY
! 6.RD/WH  12. GN/YE

Multiple 2-wire analog or
HART control circuits in
hazardous locations or
unclassified locations.

1. WH/BK  11. BU/WH
2.BK/WH  12. GN/YE
3. WH/GN  13. WH/BN
UL, CSA 4. GN/WH  14. BN/WH
19-% 18x22 AWG SAgH/RD 15. WH/YE
P-CSFL 19- 105°C (7>. Y 16. YE/WH
8
9
1

.RD/WH  17. WHNT
150V, 2A . WH/OG 18. VT/WH
.OG/WH 19.N/C
0. WH/BU

* Length in meters. Standard lead length is T meter. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-CSFL.."; "P-CSFLV.." indicates 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

multifast receptacles

Dimensions

91.024 [26.0]
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Additional Analog or Discrete Control Circuits Selection Guide

M12 eurofast® Thread

Drop Cordsets

Receptacles with Cable

Receptacles with Leads

Junction Boxes

Pages

C5-C8

C9 -C12

C13 -C16

C17 - C20

R

7/8" 1, & 1-1/8" Drop Receptacles | Receptacles | Explosion Proof | "Y' Fitting Junction
minifast® Thread Cordsets with Cable with Leads Receptacles Receptacles Boxes
Pages C25 - C32 C33 - C46 C48 - Co4 C65 - C72 C73 -C74 C75-C76
M23 multifast ® Thread Home Run Cordsets
Pages C77-C78
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eurofast ® Cordset Part Number Key, Additional Analog or Discrete Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

-Irlkl6lv 5.1T-108-|_?_|-Rsc.v 5.1T

P = Process Cordset
eurofast
R = Straight Insertion Point of Extension Cable and 2nd Prefix*
W = Right Angle
* Female Connector Listed 1st, Male Connector 2nd

Gender Example: P-RKGV 5.1T-108-2-RSGV 5.1T
K = Female Connector
S = Male Connector Length in Meters
Plug Body Style
E = Large Plug Body, Right Angle Number of Wires /| AWG / Color Codes / Cable Type
G = Large, Robust Plug Body 5.1T-108 = 4x18 AWG, BU, BN, GN/YE, BK, ITC/PLTC PVC
c line Nut Opti 4.4T-698 = 4x22 AWG, BU, BN, WH, BK, ITC/PLTC PVC

oupling Nut Siptions 5.3T-095 = 3x18 AWG, BN, WH, BU, BK, ITC/PLTC PUR

(Blank) = Nickle Plated Brass
V = 316 Stainless Steel

T = T Barb Fitting
A = Armored Cable

Single Ended Example: |E|_ RIKIGIV 5.1/T|- 108 -|z|
RKGV ..
Extension Example: |E| RIkla| [5.1]7]- 108 |Z| Rsla| [5.1]7

RKG .. - RSG ..

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com Cc2
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eurofast ® Cordset Part Number Key, Additional Analog or Discrete Control Circuits

Other Extension Examples:

'p|-[r]k[6| [5.1]7]- 108]-[2]-[w]s]E] [5.1]T

RKG .. - WSE ..

'p|-[wlk[E] [5.1]7]- 108]-[2]-[R]s]a] [5.1]T

WKE .. - RSG ..

(e -[wlk[E] [5.1]7]- 108]-[2]-[w]s]E] [5.1]T

WKE .. - WSE ..

Note: Hybrid connector extensions also available. Consult factory.
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Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

Ikl Tvl [5.1-108 |_7_| /14.5/NPT

P = Process Receptacle

Designator for Receptacle

Thread Type
Gender /14.5/NPT = 1/2-14NPT Threads
K = Female Connector /14.75/NPT = 3/4-14NPT Threads
S = Male Connector /M20 = M20x1.5 Threads
Housing Style Length in Meters

(Blank) = Front Mount

Number of Wires / AWG / Color Codes / Cable Type
5.1-108 = 4x18 AWG, BU, BN, GN/YE, BK, ITC/PLTC PVC
4.4-698 = 4x22 AWG, BU, BN, WH, BK, ITC/PLTC PVC
5.3-095 = 3x18 AWG, BN, WH, BU, BK, ITC/PLTC PUR

Housing Material

(Blank) = Nickel Plated Brass
V = 316 Stainless Steel

eurofast Receptacle with Leads Part Number Key, Additional Analog or Discrete Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

STrlkl Tv |E|- 0.5|-|/14.5/nPT

P = Process Receptacle

Designator for Receptacle

Thread Type

Gender /14.5/NPT = 1/2-14NPT Threads
/14.75/NPT = 3/4-14NPT Threads
/M20 = M20x1.5 Threads

K = Female Connector
S = Male Connector

Length in Meters

Housing Style

(Blank) = Front Mount

P = Back Panel Mount Number of Wires
Housing Material 4.4 =4
5.1 =4

(Blank) = Nickel Plated Brass

V = 316 Stainless Steel 53=4

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com Cc4
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eurofast® Drop Cordsets, Additional Analog or Discrete Control Circuits

* Straight Female Connectors
* IEC IP 68 Protection

* 250V, 4 A (Use as ITC Limited to
150V, 3 A for 22 AWG Conductors)

Housing Style Part Number Cable Features
ITC/PLTC PVC Grey 4-wire RTD control circuits | 1 gy
4x22 AWG . L.
. 105°C in Class I, Division 2 2.BN
P-RKG .. P-RKG 4.4T-698- 5.2 mm OD hazardous locations** or 3. WH
' unclassified locations. 4. BK

Cable #RF50698-*M"

©.565 [14.4]
0.740 [18.8] ITC/PLTC PVC Plum
1 BU

4x18 AWG, 1 Triad with GND | Discrete or Analog 3-wire | 1-
M12x1 . Foil/Drain (20) circuits in Class I, Division 2.BN .
- P-RKG 5.1T-108- 105°C 2 hazardous locations** or | 3 Drain
i . . 4. BK
Tf } 8.1 mm OD unclassified locations. 5. GN/YE
" .
J L Cable #RF51108-*M
1:319 [33.5] - ITC/PLTC PUR Black
1.890 [48.0] —= 4x22 AWG 4-wire RTD control circuits | 1- BN
. Foil/Drain (22) in Class I, Division 2 2. WH
P-RKG 5.3T-095- 105°C hazardous locations** or Z EE
6.8 mm OD unclassified locations. 5' Drain

Cable #RF51095-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “P-RKG ..”; “P-RKGV ..” indicates 316 stainless steel.
** Use with lokfast eurofast guards (part number: LOCK-EURO-G) in Class I, Division 2 applications.
* See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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eurofast® Drop Cordsets, Additional Analog or Discrete Control Circuits

* Straight Male Connectors

* |EC IP 68 Protection

* 250V, 4 A (Use as ITC Limited to
150V, 3 A for 22 AWG Conductors)

Housing Style Part Number Cable Features
ITC/PLTC PVC Grey
4x22 AWG 4-wire RTD control circuits | 1. BU
_ _eoa_* | 105°C in Class 1, Division 2 2.BN
P-RSG .. P-RSG 4.47-698 5.2 mm OD hazardous locations** or 3. WH
C'able H#RF50698-*M" unclassified locations. 4. BK
0.740 [18.8
( ! ITC/PLTC PVC Plum
1 J 4x18 AWG, 1 Triad with GND | Discrete or Analog 3-wire | 1-BU
M12x1 .| Foil/Drain (20) circuits in Class I, Division | 2- BN
f P-RSG 5.1T-108- 105°C 2 hazardous locations** or i E)Izam
8.1 mm OD unclassified locations. 5' GNAE
1:870 [47.5] Cable #RF51108-*M" :
ITC/PLTC PUR Black
4x22 AWG 4-wire RTD control circuits | 1- BN
. | Foil/Drain (22) in Class I, Division 2 2. WH
P-RSG 5.37-095- 105°C hazardous locations** or i EE
6.8 mm OD unclassified locations. 5' Drain

Cable #RF51095-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “P-RSG ..”; “P-RSGV ..” indicates 316 stainless steel.
** Use with lokfast eurofast guards (part number: LOCK-EURO-G) in Class I, Division 2 applications.

t

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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eurofast® Drop Cordsets, Additional Analog or Discrete Co

* Right Angle Female Connectors

* |EC IP 68 Protection

* 250V, 4 A (Use as ITC Limited to
150 V, 3 A for 22 AWG Conductors)

ol Circuits

Housing Style Part Number Cable Features
ITC/PLTC PVC Grey 4-wire RTD control
4x22 AWG circuits in Class I, 1.BU
P-WKE .. P-WKE 4.4T-698-* | 105°C Division 2 hazardous 2. 5\,/\‘H
5.2 mm OD locations** or 431 BK
1.811 [46.0] Cable #RF50698-*M" unclassified locations. ’
1.496 [38.0]-|
ITC/PLTC PVC Plum Discrete or Analo,
4x18 AWG, 1 Triad with GND rete or Analog 1.BU
. X 3-wire circuits in Class I, | 5 gN
Foil/Drain (20) L. . X
1.299 [33.0] | P-WKE 5.1T-108-* | .o Division 2 hazardous 3. Drain .
896 [22.7) locations** or 4. BK AN
9 8.1 mm OD unclassified locations. 5. GN/YE
_—I Cable #RF51108-*M* 3 1
.5 5.0
oo E‘lu)(}_—l L— ITC/PLTC PUR Black 4-wire RTD control
#x22 AWG circuits in Class |, o
Foil/Drain (22) - ’ 2. WH 2
P-WKE 5.3T-095-* 105°C Division 2 hazardous 3. BU
6.8 mm OD locations** or 4. BK
' unclassified locations. 5. Drain

Cable #RF51095-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “P-WKE ..”; “P-WKEV ..” indicates 316 stainless steel.
" See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

c7
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eurofast ® Drop Cordsets, Ad

* Right Angle Male Connectors
* IEC IP 68 Protection

* 250V, 4 A (Use as ITC Limited to
150 V, 3 A for 22 AWG Conductors)

Housing Style Part Number Cable Features
ITC/PLTC PVC Grey 4-wire RTD control
P-WSE 4x22 AWG circuits in Class I, 1.BU
) " P-WSE 4.4T-698-* | 105°C Division 2 hazardous g S\TH
M *k
1811 [46.0] 5.2 mm OD . Iocat:orzs or ) 1 BK
Cable #RF50698-*M unclassified locations.
1.496 [38.0]
-I ITC/PLTC PVC Plum Discrete or Analog 3-wire
4x18 AWG, 1 Triad with GND | oo o . J 1.BU
. . circuits in Class I, 2.BN
Foil/Drain (20) L. .
P-WSE 5.1T-108-* | soc Division 2 hazardous 3. Drain s
: 1.5?5 [39.5] 8.1 mm OD locations** or 4. BK AN
% 1.152 [29.2 . lassi I ions. 5. GN/YE
Cable #RF51108-*M' unclassified locations. Y s 1
= l ] ITC/PLTC PUR Black .
4- RTD trol
0.591 [15.0]:“ L 4x22 AWG -wire R1E contro 1. BN
M12x1 . . circuits in Class I, 2. WH 2
Foil/Drain (22) L
P-WSE 5.3T-095-* 105°C Division 2 hazardous 3. BU
locations** or 4. BK
6.8 mm OD unclassified locations. 5. Drain
Cable #RF51095-*M" ’ ‘

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “P-WSE ..”; “P-WSEV ..” indicates 316 stainless steel.
" See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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1 2

1.241 [31.5]
1.299 [33.0 .650 [16.5
650 [16. 5]:‘ I[__ ] [ ]a l__

j_

1/2-14NPT

P-FK .. 14.5/NPT Pages C10 - C12 P-FS .. 14.5/NPT Pages C10 - C12
3 4
1.250 [31.7]
1.382 1.323 [33.6] REF. 1.25
.709 [18.0] REF.“‘ .709 [18.0] REF% HEX STOCK
i " ' L
3/4-14 NPTJ— 3/4-14 NPT —r
P-FK .. 14.75/NPT Pages C10 - C12 P-FS .. 14.75/NPT Pages C10 - C12
5 6
.984 [25.0] .965 [24.5]
610 [15.5]?1_——‘ E .591 [15.0]
. S
AP wran 62 1o . \\\\‘Il\\‘l‘\\\‘\\\\“l [28.8]
M20x1 5—r _/ = N )
"0CRING 1.000 [25.4]

P-FK .. M20 Pages C10 - C12 P-FS .. M20 Pages C10 - C12
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eurofast® Receptacles with Cable, Additional Analog or Discrete Control Circuits

* Male and Female Receptacles

e |EC IP 68 Protection

* 250V, 4A

(Use as ITC Limited to 150 V)

TUWUIRCE

PROCESS
AUTOMATION

Housing Style

Part Number

Cable

Application

P-FK 5.1-108-*/14.5/NPT

P-FS 5.1-108-*/14.5/NPT

P-FK 5.1-108-*/14.75/NPT

P-FS 5.1-108-*/14.75/NPT

P-FK 5.1-108-*/M20

P-FS 5.1-108-*/M20

ITC/PLTC PVC Plum

4x18 AWG, 1 Shielded Triad

with GND

Foil/Drain (20)

105°C

8.1 mm OD

Cable #RF51108-*M*

Discrete or Analog
3-wire circuits in
Class I, Division 2
hazardous
locations or
unclassified
locations.

1/2-14NPT Threads.

Discrete or Analog
3-wire circuits in
Class I, Division 2
hazardous
locations or
unclassified
locations.

3/4-14NPT Threads.

Discrete or Analog
3-wire circuits in
Class I, Division 2
hazardous
locations or
unclassified
locations.

M20 Threads.

1.BU
2.BN
3. Drain
4. BK
5. GN/YE

See page C9 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “P-FK(S)..”; “P-FK(S)V..” indicates 316 stainless steel.

Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-1T4NPT and M20. 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
See Section F for reelfast ® cable information.

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com c10
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eurofast® Receptacles with Cable, Additional Analog or Discrete Control Circuits

* Male and Female Receptacles
* IEC IP 68 Protection

* 250V, 4A
(Use as ITC Limited to 150 V)

Housing Style Part Number Cable Application Pinout

3
P-FK 4.4-698-%/14.5 4-wire RTD control
circuits in Class I,

Division 2
hazardous
locations or
2 unclassified
locations.
1/2-14NPT Threads. 1

P-FS 4.4-698-*/14.5

P-FK 4.4-698-*/14.75 4-wire RTD control

circuits in Class I,
Division 2 1
hazardous 2.

locations or 3. WH
unclassified 4

locations.
3/4-14NPT Threads. 1

ITC/PLTC PVC Grey
4x22 AWG

105°C

5.2 mm OD

Cable #RF50698-*M"*

P-FS 4.4-698-*/14.75

P-FK 4.4-698-*/M20 4-wire RTD control

circuits in Class I,
Division 2
hazardous
locations or
unclassified
locations.

M20 Threads. 1

P-FS 4.4-698-*/M20

See page C9 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “P-FK(S)..”; “P-FK(S)V..” indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-14NPT and M20. 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

* See Section F for reelfast ® cable information.
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eurofast® Receptacles with Cable, Additional Analog or Discrete Control Circuits

* Male and Female Receptacles
* IEC IP 68 Protection

* 250V, 4A
(Use as ITC Limited to 150 V)

1 k k " '
A

PROCESS
AUTOMATION

Housing Style Part Number Cable Application Pinout
1
P-FK 5.3-095-*/14.5 4-wire RTD control
circuits in Class I,
Division 2
hazardous
locations or
2 unclassified
locations.
P-FS 5.3-095-*/14.5 1/2-14NPT Threads.
P-FK 5.3-095-*/14.75 4-wire RTD control
ITC/PLTC PUR Black circuits in Class I,
4x22 AWG Division 2 1.BU
Foil/Drain (22) hazardous 2. WH
105°C locations or i EE
6.8 mm OD unclassified : .
. 5. Drain
Cable #RF51095-*M* locations.
P-FS 5.3-095-%/14.75 3/4-14NPT Threads.
5
)
dm P-FK 5.3-095-*/M20 4-wire RTD control
circuits in Class I,
— Division 2
hazardous
locations or
6 unclassified
locations.
P-FS 5.3-095-/M20 M20 Threads.
See page C9 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “P-FK(S)..”; “P-FK(S)V..” indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-1T4NPT and M20. 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
* See Section F for reelfast ® cable information.
TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com C12

eurofast Receptacles



TURCK
Process Wiring Solutions

1/2-14NPT —L—‘ 1.299 [33.0]

%&M

r

P-FK .. 14.5/NPT

i

P-FK .. 14.75/NPT

[35.8]

J 1.250 [31.8] i:
Pages C14 - C16

5

M20x1.5:ﬂ _ D984 [25.0]

[28.8]

e/

1.000 [25.4]

P-FK .. M20 Pages C14 - C16

-

P-FS .. 14.5/NPT

\\\Q\\\\

£

|

i

]

M12x1 { m1.409 [35.8]

TR L

Lo
1.250 [31.8]

Pages C14 - C16

6

".965 [24.5] _
_& N
M12><1 ¢1.134 [28.8]

i: 1.oc;o [25.4]

Pages C14 - C16

P-FS .. M20
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eurofast® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Male and Female Receptacles
* IEC IP 68 Protection
* 250V, 4A

Housing Style Part Number Cable Application

P-FK 5.1-*/14.5/NPT

1/2-14NPT Threads

P-FS 5.1-*/14.5/NPT

P-FK 5.1-*/14.75/NPT

1.BU
UL, CSA 2.BN
4x18 AWG 3/4-14NPT Threads 3.N/C
105°C 4. BK

5. GN/YE

P-FS 5.1-*/14.75/NPT

P-FK 5.1-*/M20

M20 Threads

s misas

P-FS 5.1-*/M20

See page C13 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “P-FK(S)..”; “P-FK(S)V..” indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-1T4NPT and M20. 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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Process Wiring Solutions

eurofast® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Male and Female Receptacles
* IEC IP 68 Protection
* 250V, 4A

Housing Style Part Number Cable Application Pinout

P-FK 4.4-*/14.5

1/2-14NPT Threads

P-FS 4.4-*/14.5

UL, CSA
4x22 AWG 3/4-14NPT Threads
105°C

P-FS 4.4-%/14.75 !

P-FK 4.4-*/M20

M20 Threads

AT

P-FS 4.4-*/M20 !

4 %
2
§ )
2

4

P-FK 4.4-%/14.75 3‘@“
2
§ )
2

4 %

2
§ )
2

See page C13 for dimensional drawings.

Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass “P-FK(S)..”; “P-FK(S)V..” indicates 316 stainless steel.

Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-14NPT and M20. 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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eurofast® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Male and Female Receptacles
* IEC IP 68 Protection
* 250V, 4A

Housing Style Part Number Cable Application

P-FK 5.3-*/14.5

1/2-14NPT Threads

P-FS 5.3-*/14.5

£ 8888

P-FK 5.3-*/14.75
1.BU
UL, CSA 2. WH
4x22 AWG 3/4-14NPT Threads 3.BU
105°C 4. BK
5. N/C
P-FS 5.3-*/14.75
P-FK 5.3-*/M20
M20 Threads
P-FS 5.3-*/M20
See page C13 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass “P-FK(S)..”; “P-FK(S)V..” indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting. 1/2-1T4NPT and M20. 1-1/16" (27.0 mm) for 3/4-14NPT.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com C1e6
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TURCK
Process Wiring Solutions

 Consolidation of Analog or Discrete Circuits in Hazardous Locations or Unclassified Locations

APPROVED

e Blue Jacket Color may be used as Identification of Intrinsically Safe Circuits

FM approved for installation in hazardous locations when installed per TURCK Control

4-port, 1 Analog Signal Per Port, Common Ground and Shield

Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Joport cast Home-run cable with 4/22 Port, Pin Wire Color  Port, Pin Wire Color
aIEminum junction AWG shielded twisted pairs, Port 1, Pin 1 WH/BK Port 3, Pin 2 RD/WH
each with 22 AWG draint Port 1, Pin 2 BK/WH Port 4, Pin 1 WH/OG
, ’ : P-VBM 40-978-* P-VBMV 40-978-*
Eg:;]gg{;?si;&mrtal plus overall shield with 22 Port 2, Pin 1 WH/CN Port 4, Pin 2 OG/WH v 0-978 VBNV 40-978
home-run éableg AWG drain and 18 AWG Port 2, Pin 2 GN/WH Ports 1-4, Pin 3 Drain
! overall ground, 10.0 mm OD | Port 3, Pin 1 WH/RD Ports 1-4, Pin 4 GN/YE
8-port, 1 Analog Signal Per Port, Common Ground and Shield
Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Wire Color  Port, Pin Wire Color
Port 1, Pin 1 WH/BK Port 6, Pin 1 WH/BN
. Port 1, Pin 2 BK/WH Port 6, Pin 2 BN/WH
8-port cast Home-run cable with 8/22 | ‘b o' pin 1 WHIGN  Port 7, Pin 1 WH/YE
R . . AWG shielded twisted pairs, . .
aluminum junction each with 22 AWG drain® Port 2, Pin 2 GN/WH Port 7, Pin 2 YE/WH
box, eurofast port lus overall shield with 22 Port 3, Pin 1 WH/RD Port 8, Pin 1 WH/NT P-VBM 80-977-* P-VBMV 80-977-*
connectors, integral KWG drain and 18 AWG Port 3, Pin 2 RD/WH Port 8, Pin 2 VT/WH
home-run cable overall ground. 12.0 mm OD Port 4, Pin 1 WH/OG Ports 1-8, Pin 3 Drain
ground, 12. Port4, Pin2  OG/WH Ports 1-8, Pin 4 GN/YE
Port 5, Pin 1 WH/BU
Port 5, Pin 2 BU/WH
*Length in meters.
Each circuit has dedicated drain wire not connected in the junction box.
Wiring Diagrams
4-Port 8-Port
1 1 1 1
NIk S em— E— ) N c— =<2
4 4 4 4
[ — —<1 ]‘,>— —<l2
432 <20s 933/ — N7
2 2 4 4
r 1> —< 1
Tlve 1 J52— —<206
4 4
é&‘%%“t’%%g% 1 >— —<1
SSISZSSSSS 25— <2
E§5§§5§5§8 J75 3J8
a & a 3 4 4
P1 <] —
Ilw |2 | I|x ® Z|XT O|IT Z|X I
] S R R R
SISSISSISSES 2SR S SR YR
YIERIELIESIE3ZEBEISEIEElS
N 0o oM = 0 o X 8 8
o o o [=] o o o
P1
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Housing:
Connectors
Temperature:
Contacts:
Protection:
Cable:

Electrical Rating:

1429 [10.9] REF. —=

Specifications

Die-cast aluminum alloy.

Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.

-30° to +80°C (-22° to +176°F).
Gold plated brass.
IP 68.

Blue PVC jacket, UL ITC/PLTC/AWM, CSA CMX-Outdoor/CMG/AWM FT4, 300 V, 105°C.
250V, 4 A per conductor (use as ITC is limited to 150 V, 3 A for 22 AWG conductors).

10-32 ENCLOSURE
GROUND STUD

8-Port

——— 2.520 [64.0] ——=

3.386

9.261 [06.6] THRU
SEE NOTE 1

Notes:

1. Clearance hole for 1/4-20 mounting screws (2 not included).

Dimensions
4-Port
2.520 [64.0] ‘
I‘M” [36’0].1 ‘ 494 [12.5] REF.
489 [12.4] REF.

1.000 [25.4]

2.768 [70.3]

3.858 [98.0]

7.303 [185.5]
173.5

1.102 [28.0]
REF.

|

GROUND STU

PROCESS
AUTOMATION

— 10-32 ENCLOSURE

D

Pinouts

Female

4-Pin

1N
\J

O
rovsr’ls
{=XeTY{

1.000 [25.4]

SEE NOTE 1

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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4.531

©.277 [07.0] THRU

[115.1]

6.299

[160.0]
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TURCK
Process Wiring Solutions

 Consolidation of Analog or Discrete Circuits in Hazardous Locations** or Unclassified
Locations

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

APPROVED

8-port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
8-port cast aluminum Port, Pin Home-Run  Port Pin' Home-Run
junction box, eurofast v ! Port 4, P!n 4 7
! NC 2 Port 5, Pin 4 8
port connectors, 12-pin multifast connector | V- 3 Port 6, Pin 4 9 P-VBM 84-CS12 P-VBMV 84-CSV12
multifast home-run . .
connector, 1 discrete Port 1, an 4 4 Port 7, an 4 10
signal per port Port 2, an 4 5 Port 8, Pin 4 11
Port 3, Pin 4 6 Ports 1-8, Pin 5 12

** Use with lokfast LOCK-EURO-G for port connectors in Class I, Division 2 applications and for mating Home-Run cable use "L" and "T" versions
See page C77 for mating home run cable.

Wiring Diagram

8-Port Diagram, 1 Discrete Signal Per Port

1

2>— —<
J13 342

4> —<4

5 5

1 1

2>— —<2
J33 344

4> —< 4

5 5

1 1

2>— —2
J53 3J6

45— —< 4

5 5

1 1

2>— 2
J7i iJB

5’1 fs

1086 41123 57 "
$87
iuv
P1
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Specifications
Housing: Die-cast aluminum alloy.
Connectors Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.
Temperature: -30° to +80°C (-22° to +176°F).
Contacts: Gold plated brass.
Protection: IP67.
Electrical Rating: 150V, 4 A per conductor.
Dimensions
4-Port

[———3.347 [85.0]
2520 [64.0] ——==

1.441 [36.6]

TURCK Inc 0

linneapolis, MN 55441
1-800-544-7769
VBM 80-CS12

1.000 (25.4]

2.768 [70.31

4.532 111511

6.831 [173.5]

6.299 [160.0]

7.303 (185.5]

©.261%.003
[06.63+0.08]

SEE NOTE 1.

Notes:
1. Clearance hole for 1/4-20 mounting screws (2 not included).

Pinouts

Female Male

4-Pin eurofast® 12-Pin multifast®
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TURCK
Process Wiring Solutions

minifast® Cordset Part Number Key, Additional Analog or Discrete Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

-/R|IS|V RIK|V 51 - 108 | -

P = Process Cordset Length in Meters
minifast Number of Wires / AWG / Color Codes / Cable Type
R = Straight 51-108 = 4x18 AWG, AWG, BU, BN, GN/YE, BK, ITC/PLTC PVC
W = Right Angle 55-099 = 4x16 AWG, WH, BK, GN, RD, ITC/PLTC PVC
55-328 = 4x16 AWG, WH, BK, GN, RD, ITC/PLTC PVC
Gender 60-025 = 5x16 AWG, BU, BN, GN/YE, WH, BK, ITC/PLTC PVC
K = Female Connector, plus Threads 63-233 = 6x16 AWG, WH, RD, CN, OG, BK, BU, ITC-Exposed
S = Male Connector, plus Threads Run/Direct Burial/PLTC PVC
Y = Male Connector, Female Threads 71-219 = 6x16 AWG, WH, BK, RD, OG, BU, GN, ITC/PLTC PVC
71-329 = 6x16 AWG, WH, BK, RD, OG, BU, GN, ITC/PLTC PVC
Coupling Nut Options 321-088 = 3x18 AWG, GN/YE, BN, BU, ITC/PLTC PVC
(Blank) = Nickel Plated Brass 33-187 = 3x18 AWG, GN, BK, WH, ITC/PLTC PVC
V = 316 Stainless Steel 442A-041 = 4x18 AWG, BK, WH, RD, GN, PVC Armor
52-972 = 5x18 AWG, BK, WH, GY, BN, BU, ITC/PLTC PVC
Insertion Point of Extension Cable and 2" Prefix* 63-030 = 6x16 AWG, WH, RD, GN, OG, BK, BU, ITC/PLTC PVC
* Male Connector Listed 1st, Female Connector 2nd 66-318 = 5x18 AWG, BU, BN, GN/YE, WH, BK, ITC/PLTC PVC

Example: P-RSV RKV 51-108-2

Single Ended Example: m_ RIslvy 51- 108 |-|2m

RSV ..

Extension Example: |E|- RISIV RIKIV 51- 108 |- 2M

RSV .. - RKV ..
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minifast® Cordset Part Number Key, Additional Analog or Discrete Control Circuits

Other Extension Examples:

|E|-RSV w kvl [s1 - 108

2M

RSV .. - WKV ..

|E|-wsv RIkIv] [51 - 108

2M

WSV .. - RKV ..

|E|-wsv wiklvl [51 - 108

2M

WSV .. - WKV ..

Note: Hybrid connector extensions also available. Consult factory.

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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TURCK

Process Wiring Solutions

minifast® Receptacles with Cable Part Number Key, Additional Analog or Discrete Control Circuits

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

P = Process Receptacle

Designator for Receptacle

51 - 108 E| /14.5/NPT

Gender

K = Female Connector
S = Male Connector

X = Female Connector, Male Threads

Housing Style

Thread Type

/14.5/NPT = 1/2-14NPT Threads
/14.75/NPT = 3/4-14NPT Threads
/M20 = M20x1.5 Threads

Length in Meters

Number of Wires / AWG / Color Codes / Cable Type

(Blank) = Front Mount
P = Back Panel Mount

Housing Material

(Blank) = Nickel Plated Brass
V = 316 Stainless Steel

C23

51-108 = 4x18 AWG, AWG, BU, BN, GN/YE, BK, ITC/PLTC PVC
55-099 = 4x16 AWG, WH, BK, GN, RD, ITC/PLTC PVC

55-328 = 4x16 AWG, WH, BK, GN, RD, ITC/PLTC PVC

60-025 = 5x16 AWG, BU, BN, GN/YE, WH, BK, ITC/PLTC PVC

63-233 = 6x16 AWG, WH, RD, CN, OG, BK, BU, ITC-Exposed Run/Direct
Burial/PLTC PVC

71-219 = 6x16 AWG, WH, BK, RD, OG, BU, GN, ITC/PLTC PVC
71-329 = 6x16 AWG, WH, BK, RD, OG, BU, GN, ITC/PLTC PVC
321-088 = 3x18 AWG, GN/YE, BN, BU, ITC/PLTC PVC

33-187 = 3x18 AWG, GN, BK, WH, ITC/PLTC PVC

442A-041 = 4x18 AWG, BK, WH, RD, GN, PVC Armor

52-972 = 5x18 AWG, BK, WH, GY, BN, BU, ITC/PLTC PVC
63-030 = 6x16 AWG, WH, RD, GN, OG, BK, BU, ITC/PLTC PVC
66-318 = 5x18 AWG, BU, BN, GN/YE, WH, BK, ITC/PLTC PVC

TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

-|R|K|F v 44 | -10.2|-| /14.5/NPT

P = Process Receptacle

Thread Type

(Blank) = 1/2-14NPSM Threads
/14.5/NPT = 1/2-14NPT Threads
/14.75/NPT = 3/4-14NPT Threads
Gender /M20 = M20x1.5 Threads

Designator for Receptacle

K = Female Connector Length in Meters
S = Male Connector

X = Female Connector, Male Threads
Number of Wires

Housing Style 44— 4

(Blank) = Front Mount 442 = 4

P = Back Panel Mount 45 =3

. . 52=75

Housing Material s6—5

(Blank) = Nickel Plated Brass 60 =5

V = 316 Stainless Steel 60D = 6 including drain
63 =6
70=7
80=38
100 = 10

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com C24
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TURCK

Process Wiring Solutions

* Straight Female Connectors

* |EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

N @

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Yellow
3x18 AWG 1. GN/YE
P-RKM 321-880-*M | 105°C 2. BN :"'1'
7.2mm OD 3.BU 2
Cable #RF50880-*M' 3
ITC/PLTC PVC Grey Discrete I/O devices 1.GN
P-RKM .. 3X1? AWG in Class I, Division 2 | 5 pg
P-RKM 33-187-*M 105°C hazardous 3' WH
2.559 [65.0] 1.063 [27.0] 7.2mm OD et locations** or !
Cable #RF51187-*M unclassified locations.
7/8- 160 ITC/PLTC ARMOR PVC Yellow 7
4x18 AWG 1. BK
0 2. WH 2 3
1 P-RKM 442A-041-*M | 105°C 3 RD
13.5 mm OD 4' GN
Cable #RF51041-*M* : 1 4
ITC/PLTC PVC Pl.um . Discrete or Analog
4x18 AWG, 1 Shielded Triad L, 1.BU
. 3-wire circuits in .
with GND P 2. BN
. . Class I, Division 2
P-RKM 51-108-*M Foil/Drain (20) hazardous 3. GN/YE
105°C locations™* or 4. Drain
8.1 mm OD unclalssified locations. > BK
Cable #RF51108-*M* ’
Di: 1/O Devi
ITC/PLTC PVC Grey ; 'sgetel / g. oo |1 sk
P-RKM 442A-041 .. 5x18 AWG in Class I, Division
PRKM 52-972-*M 105°C Hazardous § 2/YH o
Fiz.ssg [65.0] ©1.063 [27.0] 7.2 mm OD l('j’::[::;":;;or 4: BN ) ' 3
Cable #RF50972-*M* . 5. BU
Locations. 4
ITC/PLTC PVC Plum
4x16 AWG, 1 Shielded Triad 1 WH ! 5
with GND 2. BK
P-RKM 55-099-*M Foil/Drain (18) Discrete or Analog 3.GN
105°C . T 4. RD
10.4 mm OD .z—lw:n; cg.a{lt.s m‘2 5. Drain
Cable #RF51099-*M" ass f, Division
hazardous
ITC/PLTC PVC Blue locations™* or 1 WH
4x? 6 A‘A,/G’ 1 Triad with GND unclassified locations. 2‘ BK
Foil/Drain (18) .
P-RKM 55-328-*M o 3.GN
105°C 4 RD
10.4 mm OD 5' Drain
Cable #RF51328-*M* ’

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RKM.."; "P-RKV.." indicates 316 stainless steel.

t

See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI) in Class 1, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.

C25
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* Straight Female Connectors
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Plum Instruments with 1.BU
5x16 AWG, 1 STP plus 1 Triad | separate power or 2. BN
Foil/Drain (18) signal circuits in Class I, | 3. GN/YE
P-RKM 60-025-*M | 405oc Division 2 hazardous 4. WH
12.5 mm OD locations** or 5. BK
Cable #RF51025-*M* unclassified locations. | 6. Drain
ITC/PLTC PVC Yellow 1.WH
P-RKM .. 6x16 AWG 2.RD
P-RKM 63-030-*M | 105°C 3 ON
4.0G
2.559 [65.0] 01.063 [27.0] 9.6 mm OD X 5. BK 7
Cable #RF51030-*M 6. BU 3 4
7/8-16UN ITC-Exposed Run/Direct 1. WH 2 6
Burial/PLTC PVC Plum 2 RD
P-RKM 63-233-%M | SXI6AWG 3. GN 1 °
105°C 4. 0G
11.2 mm OD 5. BK
Cable #RF51233-*M* 6. BU
Isifispr\;(sp,vzcsl:: with GND | Discrete 1/O devicesin | 15
. . Class 1, Division 2 :
Foil/Drain (20) 4 ] 3. GN/YE
P-RKM 66-318-*M 105°C hazardous'l'ocatmns** 4 WH
7.9 mm OD or un'classﬂ’led 5 BK
Cable #RF51318-*M' locations. 6. Drain
ITC/PLTC PVC Plum
6x16 AWG
Foil Drain (18)
P-RKM .. P-RKM 71-219-*M | {ococ 1. WH
9.6 mm OD 2.BK )
’_ 3.402 [86.4] 91.240 [31.5] Cable #RF5121 9-*M+ 3‘ Draln
ITC/PLTC PVC Blue g E)%
118N 6x16 AWG 6: BU
Foil Drain (18
KEYWAY LOCATOR -1 P-RKM 71-329-*M 105°C as 7. CN
SYMBOL
9.6 mm OD
Cable #RF51329-*M"
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RKM.."; "P-RKV.." indicates 316 stainless steel.
¥ See Section F for reelfast ® cable information.
** Use with lokfast minifast guards (Part Number: LOCK-MINI + LOCK-MINI-B&C) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Straight Male Connectors
* IEC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

FM tested to the cable sealing
requirements of NEC Article

501-5(E)(2)
Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Yellow
3x18 AWG 1. GN/YE
P-RSM 321-880-*M | 105°C 2.BN fy]
7.2mm OD 3.BU 3 2
Cable #RF50880-*M"*
ITC/PLTC PVC Grey Discrete I/O devices
3x18 AWG in Class I, Division 2 | | &N VE
P-RSM 33-187-*M 105°C hazardous 2 BN
P-RSM .. 7.2 mm OD locations** or 3.BU 1
Cable #RF51187-*M* unclassified
2.697 [68.5] 91.063 [27.0] .
locations. £
ITC/PLTC ARMOR PVC Yellow [
4x18 AWG 1. BK
. o 2. WH 1 3
P-RSM 442A-041-*M | 105°C
3.RD
13.5 mm OD 4 GN
Cable #RF51041-*M* ’ 2 4
ITC/PLTC PVC Plum Discrete or Analog
4x18 AWG, 1 Shielded Triad | 3-wire circuits in 1.BU
with GND Class 1, Division 2 2.BN
P-RSM 51-108-*M Foil/Drain (20) hazardous 3. GN/YE
105°C locations** or 4. Drain
8.1 mm OD unclassified 5. BK
Cable #RF51108-*M* locations.
P-RSM 442A-041 .. ITC/PLTC PVC Grey 1.BK
2.697 [68.5) 91.063 [27.0] 5X1? AWG 2. WH PN
P-RSM 52-972-*M 105°C 3.GY 5 1
7.2 mm OD Discrete I/O Devices | 4. BN 2
“” 7/8-16UN Cable #RF50972-*M" in Class I, Division 2 | 5. BU 4
—‘- ITC/PLTC PVC Plum Hazardous
f 4x16 AWG, 1 Shielded Triad | Locations** or 5 1
with GND Unclassified
P-RSM 55-099-*M Foil/Drain (18) Locations.
105°C
10.4 mm OD 1. WH
Cable #RF51099-*M* 2. BK
Discrete or Analo, 3.ON
ITC/PLTC PVC Blue e i 8 |a.rD
4x16 AWG, 1 Triad with GND L 5. Drain
. X Class I, Division 2
Foil/Drain (18)
P-RSM 55-328-*M 105°C hazardous
locations** or
10.4 mm OD unclassified
Cable #RF51328-*M* .
locations.

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RSM.."; "P-RSV.." indicates 316 stainless steel.

t

See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Straight Male Connectors
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Plum Instruments with 1.BU
5x16 AWG, 1 STP plus 1 Triad | separate power or 2. BN
Foil/Drain (18) signal circuits in Class I, | 3. GN/YE
« .
P-RSM 60-025-*M 105°C Division 2 hazardous 4. WH
12.5 mm OD locations** or 5. BK
Cable #RF51025-*M* unclassified locations. | 6. Drain
P-RSM .. ITC/PLTC PVC Yellow 1. WH
2.RD
2697 [68.5] 01.063 [27.0] 6"15 AWG 3 GN
P-RSM 63-030-*M 105°C 4‘ oG
9.6 mm OD 5' BK £y
7/8-16UN + . [
““ Cable #RF51030-*M 6. BU “ 3
ITC-Exposed Run/Direct 1. WH 6 2
Burial/PLTC PVC Plum 2.RD
. 6x16 AWG 3. GN 5 1
P-RSM 63-233-*M 105°C 4 0G
11.2 mm OD 5.BK
Cable #RF51233-*M* 6. BU
ITC/PLTC PVC Plum Di te 1/O Devi 5 1.BU
5x18 AWG, 2 STP with GND | —/screte VB imevices in 4 - o0
Foil/Drain (20) Class 1, Division 2 3‘ GNIYE
P-RSM 66-318-*M 105°C Hazardous Locations** 4' WH
7.9 mm OD ;Jr U:class:fled 5 BK
Cable #RF51318-*M' ocations. 6. Drain
ITC/PLTC PVC Plum
6x16 AWG
Foil Drain (18)
- . - _219-%
P-RSM P-RSM 71-219-*M | 1/ co 1. WH
3.484 [B8.5] 91.240 [31.5] 9.6 mm OD 2.BK .
iy Cable #RF51219-*M" 3. Drain
ITC/PLTC PVC Blue g E)%
6x16 AWG 6. BU
Foil Drain (1 ’
KEYWAY LDCATOR‘F P-RSM 71-329-*M 1(” o rain (18) 7.GN
SYMBOL 05 C
9.6 mm OD

Cable #RF51329-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-RSM.."; "P-RSV.." indicates 316 stainless steel.

1
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See Section F for reelfast® cable information.
** Use with lokfast minifast guards (Part Number: LOCK-MINI + LOCK-MINI-B&C) in Class I, Division 2 applications.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK

Process Wiring Solutions

* Right Angle Female Connectors

* |EC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

N @

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Yellow
3x18 AWG 1. GN/YE
P-WKM 321-880-*M | 105°C Discrete 1/O devices in 2. BN 7
7:2mm OD Class 1, Division 2 3.BU 2 3
Cable #RF50880-*M* 4 ;
hazardous locations**
ITC/PLTC PVC Grey o
or unclassified
3x18 AWG locations. 1.GN
P-WKM 33-187-*M 105°C 2. BK
7.2 mm OD 3. WH 1
Cable #RF51187-*M*
P-WKM .. ITC/PLTC PVC Plum
4x18 AWG, 1 Shielded Triad Discrete or Analog 1.BU
l—— 2.047 [52.0] — with GND 3-wire circuits in Class | » BN
-1 P-WKM 51-108-*M Foil/Drain (20) 1, Division 2 hazardous | 3. GN/YE
105°C locations** or 4. Drain
1,583 [40.2] 8.1 mm OD unclassified locations. | 5. BK
Cable #RF51108-*M*
ITC/PLTC PVC Grey Discrete I/O Devices in | 1 gg
___1]7 Ffm (260 5x18 AWG Class I, Division 2 2. WH £
/8- 16UN P-WKM 52-972-*M 105°C Hazardous Locations** | 3 GY 2 3
7.2 mm OD or Unclassified 4.BN
Cable #RF50972-*M* Locations. 5.BU 4
ITC/PLTC PVC Plum 1 5
4x16 AWG, 1 Shielded Triad
with GND
P-WKM 55-099-*M Foil/Drain (18)
105°C Discrete or Analog 1. WH
10.4 mm OD 3-wire circuits in Class | 7 gk
Cable #RF51099-*M* 1, Division 2 hazardous | 3. GN
ITC/PLTC PVC Blue locations** or 4.RD
4x16 AWG, 1 Triad with GND | unclassified locations. 5. Drain
P-WKM 55-328-*M Foil/Drain (18)
105°C
10.4 mm OD
Cable #RF51328-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WKM.."; "P-WKV.." indicates 316 stainless steel.

t

See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE) in Class I, Division 2 applications.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Right Angle Female Connectors

* |EC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Cable #RF51329-*M*

Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Plum Instruments with 1. BU
5x16 AWG, 1 STP plus 1 Triad | separate power or signal | , N
Foil/Drain (18) circuits in Class I, 3. GN/YE
P-HKM 60-025-*M 105°C Division 2 hazardous 4. WH
12.5 mm OD locations** or 5. BK
Cable #RF51025-*M* unclassified locations. 6. Drain
P-WKM .. ITC/PLTC PVC Yellow 1. WH
2.047 [52.0] 6x16 AWG > EEI
e P-WKM 63-030-*M | 105°C 3 )
4. 0G v
9.6 mm OD 5 Bk 3 4
' .
Cable #RF51030-*M 6. BU 2 o
583 [402] ITC-Exposed Run/Direct 1. WH
Burial/PLTC PVC Plum 2 RD ! 5
- 11:— P-WKM 63-233-#M | oo AWG 3. GN
©1.024 [26.0] - - - o
——I7/8-16UN 105°C 4.0G
11.2 mm OD 5. BK
Cable #RF51233-*M* 6. BU
ITC/PLTC PVC Plum 1.BU
5x18 AWG, 2 STP with GND Discrete I/O devices in 2.BN
Foil/Drain (20) Class I, Division 2 3. GN/YE
- - =% .
P-WKM 66-318-*M 105°C hazardous locations** or | 4. WH
7.9 mm OD unclassified locations. 5. BK
Cable #RF51318-*M* 6. Drain
ITC/PLTC PVC Plum
P-WKM .. 6x16 AWG
. Foil Drain (18)
P-WKM 71-219-*M | |00 1. WH
9.6 mm OD 2. BK )
Cable #RF51219-*M* 3. RD[fJa'n
4.
(576] ITC/PLTC PVC Blue o0
6x16 AWG 6. BU
Foil Drain (18) 7 GN
- _329.% .
| || PN 71329 | s
1.240 [31.5] J }; 9.6 mm OD
1-16UN

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WKM.."; "P-WKV.." indicates 316 stainless steel.

See Section F for reelfast® cable information.
** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE + LOCK-MINI-B&C-ANGLE) in Class I, Division 2 applications.

1
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Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK

Process Wiring Solutions

* Right Angle Male Connectors

* |EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

N E

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Yellow
3x18 AWG 1. GN/YE £
- -880-* °
P-WSM 321-880-"M 17025:1:“1 oD Discrete 1/O devices in § EB 3 2
;! Class 1, Division 2 ’
C bl kAT ’
able #RF50880-"M hazardous locations**
ITC/PLTC PVC Grey -
or unclassified
3X1? AWG locations. 1.GN
P-WSM 33-187-*M 105°C 2. BK 1
7.2 mm OD 3. WH
Cable #RF51187-*M*
ITC/PLTC PVC Pl.um . Discrete or Analog
4x18 AWG, 1 Shielded Triad S-wire circuits in 1.BU
S with GND Class I, Division 2 2.BN
P-WSM .. P-WSM 51-108-*M | Foil/Drain (20) hazardous locations** | 3- GN/YE
105°C or unclassified 4. Drain
2.047 [52.0]—-I 8.1 mm OD locations 5. BK
1 Cable #RF51108-*M* :
Discrete I/O Devices
ITC/PLTC PVC Grey in Class I, Division 2 | 1. BK
1.720 [43.7] 5x18 AWG Hazardous 2.WH 1
P-WSM 52-972-*M 105°C Locations** or 3.GY 3 )
7.2 mm OD \ Unclassified 4. BN .
J 1 Cable #RF50972-*M Locati 5.BU
_—I 81.024 [26.0] ocations.
7/8-16UN ITC/PLTC PVC Plum S !
4x16 AWG, 1 Shielded Triad
with GND
P-WSM 55-099-*M Foil/Drain (18) Discrete or Analog
105°C
10.4 mm OD 3-wire circuits in 1.WH
; Class I, Division 2 2.BK
Cable #RF51099-*M" hazar(;ous locations** | > CN
ITC/PLTC PVC Blue or unclassified 4. RD
4x16 AWG, 1 Triad with GND Jocations 5. Drain
. Foil/Drain (18) ’
P-WSM 55-328-*M 105°C
10.4 mm OD
Cable #RF51328-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WSM.."; "P-WSV.." indicates 316 stainless steel.

t

See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE) in Class I, Division 2 applications.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Right Angle Male Connectors
* IECIP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

PROCESS
AUTOMATION

N @&

FM tested to the cable sealing
requirements of NEC Article
501-5(E)(2)

Housing Style Part Number Cable Application Pinouts
Instruments with
ITC/PLTC PVC Plum separate power or | | py,
5x16 AWG, 1 STP signal circuits in 2. BN
Foil/Drain (18) Class I, Division 2 3. GN/YE
. .
P-WSM 60-025-*M 105°C hazardous 4. WH
12.5 mm OD locations** or 5. BK
P-WSM .. Cable #RF51025-*M* unclassified 6. Drain
locations.
2.047 [52.] ] ITC/PLTC PVC Yellow 1.WH
6x16 AWG 222 -
P-WSM 63-030-*M | 105°C 3 i
4. 0G 3
1.720 [43.7] 9.6 mm OD 5. BK 4
. . " .
Cable #RF51030-*M 6. BU 6 2
ITC-Exposed Run/Direct 1. WH 5 1
T‘—I l“; (26.0] Burial/PLTC PVC Plum 2 RD
#1.024 [26.0 )
6x16 AWG
7/8=1608 PWSM 63-233-*M | Jncoc oo
11.2 mm OD 5.BK
Cable #RF51233-*M* 6. BU
ITC/PLTC PVC Plum Discrete 1/O Devices | 1 g
5x18 AWG, 2 STP with GND | in Class I, Division 2 | > gN
Foil/Drain (20) Hazardous 3. GN/YE
- - -* °
P-WSM 66-318-*M 105°C Locations** or 4. WH
7.9 mm OD Unclassified 5. BK
Cable #RF51318-*M* Locations. 6. Drain
ITC/PLTC PVC Plum
P-WSM .. 6x16 AWG
3.165 [80.4] Foil Drain (18)
P-WSM 71-219-*M 105°C 1. WH
9.6 mm OD 2.BK
Cable #RF51219-*M* 3. Drain
2374 [60.5] ITC/PLTC PVC Blue g' (R)DG
6x16 AWG 6' BU
Foil Drain (18) ‘
P-USM 71-329-*M | 10sec 7-GN
01.240 [31.5]—J -L_— 9.6 mm OD
e Cable #RF51329-*M*

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "P-WSM.."; "P-WSV.." indicates 316 stainless steel.

1

See Section F for reelfast ® cable information.

** Use with lokfast minifast guards (Part Number: LOCK-MINI-ANGLE + LOCK-MINI-B&C-ANGLE) in Class I, Division 2 applications.

minifast cordsets

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmed) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions
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Process
Automation
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TURCK
Process Wiring Solutions

* Female Receptacles

e |EC IP 67 Protection

N @

* 300V,9A
(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinouts
ITC/PLTC PVC Yellow
3x18 AWG Discrete 1/O devices | 1. GN/YE
P-RKF 321-880-*/14.5/NPT | 105°C in Class I, Division 2 | 2. BN 2 3
7.2 mm OD hazardous 3.BU
Cable #RF50880-*M* locations** or
ITC/PLTC PVC Grey unclassified
3x18 AWG locations. 1.GN
P-RKF 33—187—*/14.5/NPT 105°C 1/2-14NPT Conduit g \B/\I/<H 1
7.2 mm OD Entry Thread. ’
Cable #RF51187-*M*
ITC/PLTC PVC Plum ?’:;::f::;g‘iﬁ’g
4)518 AWG, 1 Shielded Triad Class I, Division 2 1.BU
1 with GND hazardous locations | 2- BN
P-RKF 51-108-*/14.5/NPT Foil/Drain (20) or unclassified 3. GN/YE
105°C locations 4. Drain
8.1 mm OD , 5. BK
1/2-14NPT Conduit
- *MT
Cable #RF51108-*M Entry Thread.
ITC/PLTC PVC Grey Discrete ljO Devices | 3
5x18 AWG in Class I, Division 2 2~ WH 2
105°C Hazardous .
P-RKF 52-972-*/14.5/NPT Locations** or 3.QY 4
7.2 mm OD e 4. BN
Unclassified ] 5
Cable #RF50972-*M' Locations. 5.BU
ITC/PLTC PVC Plum
4x16 AWG, 1 Shielded Triad 1. WH
with GND Di t N 2. BK
. X iscrete or analo,
P-RKF 55-099-*/14.5/NPT | Foil/Drain (18) refeoranalog | 6N
105°C 3-wire ar.a{nrs n 4.RD
10.4 mm OD ’(,?Iassz D:v;s:or;.z 5 Drain
Cable #RF51099-*M* azarcous focations
or unclassified
ITC/PLTC PVC Blue locati
4x16 AWG, 1 Triad with GND | oo ou 1. WH
16 AWG, 1/2-14NPT Conduit | 5 gy
Foil/Drain (18) hread.
P-RKF 55-328-*/14.5/NPT | |0 ooc Entry Thread. 3.GN
10.4 mm OD 4.RD .
N 5. Drain
Cable #RF51328-*M

See page C33 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RKM.."; "P-RKV.." indicates 316 stainless steel.

Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Female Receptacles
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
Instruments with
separate power
ITC/PLTC PVC Plum ;’:Cé,sa' f:f’;’;f;ﬁi 1 BU
5x16 AWG, 1STP plus 1 Triad | '\~ - d;us 2. BN
* Foil/Drain (18) locations or 3. GN/YE
P-RKF 60-025-*/14.5/NPT 105°C S 4. WH
12.5 mm OD locations. > BK
_xMt N 6. Drain
Cable #RF51025-*M 1/2-14NPT rai
Conduit Entry
Thread.
1 ITC/PLTC PVC Yellow 1. WH
6x16 AWG 2. za 5
P-RKF 63-030-*/14.5/NPT | 105°C >
4. OG
9.6 mm OD 5. BK 2
N .
Cable #RF51030-*M 6. BU 1
ITC-Exposed Run/Direct 1. WH
Burial/PLTC PVC Plum 2.RD
6x16 AWG 3.GN
P-RKF 63-233-*/14.5/NPT 105°C 4.0G
11.2 mm OD Discrete 1/O 5. BK
Cable #RF51233-*M" devices in Class 1, | 6-BY
ITC/PLTC PVC Plum Division 2 1.BU
5x18 AWG, 2 STP with GND | hazardous 2.BN
Foil/Drain (20) locations or 3. GN/YE
- - —* )
P-RKF 66-318-*/14.5/NPT 105°C unclassified 4. WH
7.9 mm OD locations. 5. BK
Cable #RF51318-*M* 1/2-14NPT 6. Drain
ITC/PLTC PVC Plum Conduit Entry
7 6x16 AWG Thread.
. Foil/Drain (18)
P-RKF 71-219-*/14.5/NPT 105°C 1. WH
9.6 mm OD 2.BK
Cable #RF51219-*M" 3. RD[’;'"
4.
ITf/PII;'{; PVC Blue 5.0G
ix'lﬁn 'G(m) o
oil Drain 7.GN
- - %
P-RKF 71-329-*/14.5/NPT 105°C
9.6 mm OD

Cable #RF51329-*M*

See page C33 - C34 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.

Receptacles recommend 13/16" (21.0 mm) hole for panel mounting; 7-pin recommends 7/8" (22.0 mm).

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Male Receptacles

e |EC IP 67 Protection

* 300V,9A .
(use as ITC limited to 150 V, 5 A) A
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Yellow Discrete 1/O
3x18 AWG devices in Class I, | 1. GN/YE
P-RSF 321-880-*/14.5/NPT | 105°C Division 2 2.BN 3 2
7.2 mm OD hazardous 3.BU
Cable #RF50880-*M* locations or
ITC/PLTC PVC Grey unclassified
3x18 AWG locations. 1.GN
P-RSF 33-187-*/14.5/NPT | 105°C 1/2-14NPT o 1
7.2 mm OD Conduit Entry :
Cable #RF51187-*M* Thread.
Discrete or analog
ITC/PLTC PVC Plum i,:’s's'e' C[';’CV':;Z,',"Z
4x18 AWG, 1 Shielded Triad 4 1.BU
X hazardous .
with GND . 2. BN
*/14.5/NPT Foil/Drain (20) locations or 3 GNNE
P-RSF 51-108-*/14.5/ unclassified -GN/
105°C locations 4. Drain
8.1 mm OD 12 14NF;T 5. BK
= + -
Cable #RF51108-*M Conduit Entry
Thread.
Discrete I/O
ITC/PLTC PVC Grey Devices in Class I, | gk 3 2
5x18 AWG Division 2 2. WH 4
P-RSF 52-972-*/14.5/NPT 105°C Hazardous 3.GY
7.2 mm OD Locations or 4. BN 5 1
Cable #RF50972-*M* Unclassified 5. BU
Locations.
ITC/PLTC PVC Plum
4x16 AWG, 1 Shielded Triad Di . ’
with GND 31sc're e or az:)a'og
o o =wire cIrcuits in
P-RSF 55-099-*/14.5/NPT Foil/Drain (18) A
o Class 1, Division 2
105°C 1 WH
hazardous .
10.4 mm OD locati 2. BK
Cable #RF51099-*M" ocations or 3. GN
unclassified :
ITC/PLTC PVC Blue locati 4. RD
4x16 AWG, 1 Triad with GND | o o 5. Drain
F",I/D v ;18) 1/2-14NPT
ol rain .
P-RSF 55-328-%/14.5/NPT | | oo Conduit Entry
Thread.
10.4 mm OD
Cable #RF51328-*M*

See page C33 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Male Receptacles

e |[EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

e T 4
u).

S

A

Housing Style Part Number Cable Application Pinout
Instruments with
ITC/PLTC PVC Plum separate power and 1 BU
5x16 AWG, 1 STP plus 1 Triad | 872/ circuitsin /- 0
Foil/Drain (18) Class 1, Division 2 .
P-RSF 60-025-*/14.5/NPT | 10cecr hazardous locations | 3- CNYE
105°C or unclassified 4. WH
12.5 mm OD locations 5. BK
_ME - 6. Drain
Cable #RF51025-"M 1/2-14NPT Conduit r
Entry Thread.
ITC/PLTC PVC Yellow 1. WH
2 6x16 AWG 2. zz
P-RSF 63-030-*/14.5/NPT | 105°C S
9.6 mm OD 5' BK
N .
Cable #RF51030-*M 6 BU 4
ITC-Exposed Run/Direct 1. WH 6
Burial/PLTC PVC Plum 2.RD 5
6x16 AWG 3. GN
P-RSF 63-233-*/14.5/NPT | ocec 1 oo
11.2 mm OD 5. BK
Cable #RF51233-*M" 6. BU
ITC/PLTC PVC Plum Discrete I/O devices
5x18 AWG, 2 STP with GND | 11 Class 1, Division 2| 1. B
Foil/Drain ; 20) hazardous locations § g’\N‘ NE
- - _* e 3
P-RSF 66-318-*/14.5/NPT | ;0eoc ;)r uzclass:f:ed 4 WH
7.9 mm OD ocations. _|s.BK
Cable #RF51318-*M" 1/2-14NPT Conduit 6. Drain
Entry Thread.
ITC/PLTC PVC Plum
6x16 AWG
8 . Foil/Drain (18)
P-RSF 71-219-*/14.5/NPT | j0coc 1. WH
9.6 mm OD 2.BK
Cable #RF51219-*M" 3. Drain
ITC/PLTC PVC Blue ‘5“ gDG
6x16 AWG 6 BU
Foil Drain (18) 7 GN
P-RSF 71-329-*/14.5/NPT | j0coc
9.6 mm OD
Cable #RF51329-*M*

See page C33 - C34 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.

Receptacles recommend 13/16" (21.0 mm) hole for panel mounting; 7-pin recommends 7/8" (22.0 mm).

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Female Receptacles

e |EC IP 67 Protection

* 300V,9A /
(use as ITC limited to 150V, 5 A) A
Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Yellow Di te /O
3x18 AWG lsc.'re e, 1. GN/YE
o devices in Class I, :
P-RKF 321-880-*/14.75/NPT | 105°C Divisi 2.BN 2 3
ivision 2
7.2 mm OD h d 3.BU
Cable #RF50880-*M" azardous
CPLICPVC G locations or
IT rey unclassified 1.GN
3x18 AWG I . .
N 105°C locations. 2.BK 1
P-RKF 33-187-*/14.75/NPT 3/4-14NPT Conduit | 3 WH
7.2 mm OD
Entry Thread.
Cable #RF51187-*M*
Discrete or analog
ITC/PLTC PVC Plum 3-wire circuits in
4x18 AWG, 1 Shielded Triad | Class I, Division 2 | 1 gy
with GND hazardous 2.BN
3 P-RKF 51-108-*/14.75/NPT Foil/Drain (20) locations or 3. GN/YE
105°C unclassified 4. Drain
8.1 mm OD locations. 5. BK
Cable #RF51108-*M* 3/4-14NPT Conduit
Entry Thread.
Discrete I/O
ITC/PLTC PVC Grey Devices in Class I, | 1 gk 2 3
5x18 AWG Division 2 2. WH 4
P-RKF 52-972-*/14.75/NPT 105°C Hazardous 3.GY
7.2 mm OD Locations or 4. BN 1 5
Cable #RF50972-*M* Unclassified 5. BU
Locations.
ITC/PLTC PVC Plum
4x16 AWG, 1 Shielded Triad
with GND Discrete or analog
P-RKF 55-099-*/14.75/NPT | Foil/Drain (18) 3-wire circuits in
105°C Class I, Division 2 | 1 \yH
10.4 mm OD hazardous 2. BK
Cable #RF51099-*M* locations or 3.GN
ITC/PLTC PVC Blue unclassified 4.RD
4x16 AWG, 1 Triad with GND | locations. 5. Drain
. Foil/Drain (18) 3/4-14NPT Conduit
P-RKF 55-328-*/14.75/NPT 105°C Entry Thread.
10.4 mm OD
Cable #RF51328-*M*

See page C33 for dimensional drawings.

* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Female Receptacles
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
Instruments with
separate power and
ITC/PLTC PVC Plum signal circuits in 1. BU
5x16 AWG, 1 STP plus 1 Triad | Class I, Division 2 | 5 gN
Foil/Drain (18) hazardous 3. GN/YE
P-RKF 60-025-*/14.75/NPT 105°C locations or 4 WH
12.5 mm OD unclassified 5. BK
Cable #RF51025-*M"* locations. 6. Drain
3/4-14NPT Conduit
3 / NPT Condui
Entry Thread.
ITC/PLTC PVC Yellow 1. WH
6x16 AWG 2, Ea
P-RKF 63-030-*/14.75/NPT | 105°C s
9.6 mm OD s Bk 3 4
. .
Cable #RF51030-*M 6. BU Py 6
ITC-Exposed Run/Direct 1. WH ; 5
Burial/PLTC PVC Plum 2 RD
6x16 AWG 3.GN
P-RKF 63-233-*/14.75/NPT | {0soc oo
11.2 mm OD ) 5. BK
Cable #RF51233-*M' Discrete I/O 6. BU
ITC/PLTC PVC Plum devices in Class I, -
5x18 AWG, 2 STP with GND Z’V’S’Z" 2 2 BN
Foil/Drain (20) azardous 3. GN/YE
P-RKF 66-318-*/14.75/NPT | zoc locations or = Wh
lassified '
7.9 mm OD uncia 5.BK
Cable #RF51318-*M' ls'(;fta;?/sf;rc it |8-0r20n
ITC/PLTC PVC Plum S iead
9 6x16 AWG Entry Thread.
" Foil/Drain (18)
P-RKF 71-219-*/14.75/NPT 105°C 1. WH
9.6 mm OD 2. BK )
Cable #RF51219-*M* 3. Drain
ITC/PLTC PVC Blue g RO%
6x16 AWG 6. BU
Foil Drain (18) 7 GN
P-RKF 71-329-*/14.75/NPT 105°C
9.6 mm OD

Cable #RF51329-*M*

See page C33 - C34 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.

Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting; 7-pin recommends 1-1/16" (27.0 mm).

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Male Receptacles
* IEC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

'“.I. A/

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Yellow Discrete I/O
3x18 AWG :sc:re e_ 1. GN/YE
o devices in Class I, :
P-RSF 321-880-*/14.75/NPT | 105°C Divisi 2.BN 3 2
ivision 2
7.2 mm OD h d 3.BU
Cable #RF50880-*M' azardots
locations** or
ITC/PLTC PVC Grey .
unclassified 1.GN
3x18 AWG I . .
. 105°C ocations. 2.BK 1
P-RSF 33-187-*/14.75/NPT 3/4-14NPT Conduit | 3 wH
7.2mm OD
Entry Thread.
Cable #RF51187-*M*
Discrete or analog
ITC/PLTC PVC Plum 3-wire circuits in
4x18 AWG, 1 Shielded Triad Class I, Division 2 | | g
4 with GND hazardous 2.BN
P-RSF 51-108-*/14.75/NPT | Foil/Drain (20) locations or 3. GN/YE
105°C unclassified 4. Drain
8.1 mm OD locations. 5. BK
Cable #RF51108-*M* 3/4-14NPT Conduit
Entry Thread.
Discrete I/O
ITC/PLTC PVC Grey Devices in Class I, | 1 gg
5x18 AWG Division 2 2. WH 3 2
P-RSF 52-972-*/14.75/NPT 105°C Hazardous 3. GY "
7.2 mm OD Locations** or 4. BN
Cable #RF50972-*M* Unclassified 5.BU 5 1
Locations.
ITC/PLTC PVC Plum
4x16 AWG, 1 Shielded Triad
with GND Discrete or analog
P-RSF 55-099-*/14.75/NPT Foil/Drain (18) 3-wire circuits in
105°C Class I, Division 2| 1 \wH
10.4 mm OD hazardous 2. BK
Cable #RF51099-*M" locations or 3.GN
ITC/PLTC PVC Blue unclassified 4.RD
4x16 AWG, 1 Triad with GND | locations. 5. Drain
. Foil/Drain (18) 3/4-14NPT Conduit
P-RSF 55-328-*/14.75/NPT 105°C Entry Thread.
10.4 mm OD
Cable #RF51328-*M*

See page C33 for dimensional drawings.

* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Male Receptacles

e |[EC IP 67 Protection

* 300V,9A

(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
Instruments with
separate power and
ITC/PLTC PVC Plum signal circuits in 1.BU
5x16 AWG, 1 STP plus 1 Triad | Class I, Division 2 | 5 N
Foil/Drain (18) hazardous 3. GN/YE
P-RSF 60-025-*/14.75/NPT 105°C locations or 4 WH
12.5 mm OD unclassified 5. BK
Cable #RF51025-*M* locations. 6. Drain
4 3/4-14NPT Conduit
Entry Thread.
ITC/PLTC PVC Yellow 1. WH
6x16 AWG 2. Eﬁ
P-RSF 63-030-*/14.75/NPT | 105°C 3.
4.0G
9.6 mm OD s BK 4
+ .
Cable #RF51030-*M 6. BU 6
ITC:Exposed Run/Direct 1. WH s
Burial/PLTC PVC Plum 2 RD
6x16 AWG 3. GN
P-RSF 63-233-*/14.75/NPT | 1eoc 106G
11.2 mm OD ) 5. BK
Cable #RF51233-*M' Discrete I/O 6. BU
ITC/PLTC PVC Plum devices in Class |, [==" "
. Division 2 .
5x18 AWG, 2 STP with GND 5 BN
Foil/Drain (20 hazardous :
- -318-%/14.75/NPT | |oDrain (20) locations or 3. GNNVE
P-RSF 66-318-*/14. 105°C 7S 7 WH
7.9 mm OD unclassified 5 BK
Cable #RF51318-*M" locations. _ | 6. Drain
3/4-14NPT Conduit
ITC/PLTC PVC Plum
Entry Thread.
10 6x16 AWG
. Foil/Drain (18)
P-RSF 71-219-%/14.75/NPT 105°C 1. WH
9.6 mm OD 2.BK )
Cable #RF51219-*M" 3. Drain
ITC/PLTC PVC Blue s
gx'1|6DAwG(1 8) 6.5
ol rain 7.GN
P-RSF 71-329-%/14.75/NPT 105°C
9.6 mm OD

Cable #RF51329-*M*

See page C33 - C34 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.

Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting; 7-pin recommends 1-1/16" (27.0 mm).

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Female Receptacles

e |EC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Yellow Discrete /O
L
3X1§ AWG devices in Class I, 1. GN/YE
P-RKF 321-880-*/M20 105°C Division 2 2.BN
7.2 mm OD hazard 3.BU 2 3
Cable #RF50880-*M" l:;’os:f) .
i
ITC/PLTC PVC Grey unclassified 1 oN
3X1§ AWG locations. 2: BK
P-RKF 33-187-*/M20 105°C M20 Conduit 3 WH 1
7.2mm OD Entry Thread.
Cable #RF51187-*M*
Discrete or
analog 3-wire
> ITC/PLTC PVC Plum Circuifs in Class I,
4x18 AWG, 1 Shielded Triad | = . "11.BU
with GND hazardous 2.BN
P-RKF 51-108-*/M20 Foil/Drain (20) locations or 3. GN/YE
105°C classified 4. Drain
8.1 mm OD Z)’:‘atio:;s’ > BK
Cable #RF51108-*M* M20 Con.dui .
Entry Thread.
Discrete I/O
ITC/PLTC PVC Grey Devices in Class I, | 1 i 3
5x18 AWG Division 2 2. WH 2
P-RKF 52-972-* /M20 105°C Hazardous 3. GY 4
7.2 mm OD Locations or 4. BN
Cable #RF50972-*M* Unclassified 5. BU 1 5
Locations.
ITC/PLTC PVC Plum
4x16 AWG, 1 Shielded Triad Di .
ith GND iscrete or
Wl. . analog 3-wire
P-RKF 55-099-/M20 Foil/Drain (18) circuits in Class |
105°C 4
Division 2 1.WH
10.4 mm OD hazardous 2.BK
Cable #RF51099-*M* locati 3. GN
ITC/PLTC PVC Blue ocarons or 4.RD
. . unclassified .
4x16 AWG, 1 Triad with GND locations 5. Drain
Foil/Drain (18) C
P-RKF 55-328-*/M20 105°C M20 Conduit
Entry Thread.
10.4 mm OD
Cable #RF51328-*M*

See page C33 for dimensional drawings.

Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.

Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.

See Section F for reelfast® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process

Automation

* Female Receptacles

e |[EC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

-
Il fﬂ/‘

Housing Style Part Number Cable Application Pinout
Instruments with
separate power
ITC/PLTC PVC Plum and signal circuits | ¢ gy,
5x16 AWG, 1 STP plus 1 Triad | in Class I, Division | 5 gN
Foil/Drain (18) 2 hazardous 3. GN/YE
P-RKF 60-025-*/M20 105°C locations or 4. WH
12.5 mm OD unclassified 5. BK
Cable #RF51025-*M* locations. 6. Drain
M20 Conduit Entry
Thread.
5
ITC/PLTC PVC Yellow 1.WH
6x16 AWG 2. EEJ
P-RKF 63-030-*/M20 105°C 3.
4. 0G 3
9.6 mm OD 5 BK 4
N .
Cable #RF51030-*M 6. BU P 6
ITC'-Exposed Run/Direct 1. WH ; 5
Burial/PLTC PVC Plum 2 RD
6x16 AWG 3. GN
- - =% .
P-RKF 63-233-*/M20 105°C 420G
11.2 mm OD ) 5. BK
Cable #RF51233-*M" Discrete 1/0 6. BU
ITC/PLTC PVC Plum devices in Class I, ==~
. Division 2 .
5x18 AWG, 2 STP with GND 2 BN
. . hazardous :
Foil/Drain (20) R 3. GN/YE
P-RKF 66-318-*/M20 105°C locations or . wh
7.9 mm OD unclassified 5' BK
Cable #RF51318-*M" locations. M20 | ¢ ppain
Conduit Entry
ITC/PLTC PVC Plum Thread.
m 6x16 AWG reac:
" Foil/Drain (18)
P-RKF 71-219-*/M20 105°C 1. WH
9.6 mm OD 2. BK )
Cable #RF51219-*M* 3. RDSIH
4.
IT(;/P;_\':'/S PVC Blue 5.0G
gx'IGD 'G(18) 6.5V
ol rain 7.GN
- - %
P-RKF 71-329-*/M20 105°C
9.6 mm OD
Cable #RF51329-*M*

See page C33 - C34 for dimensional drawings.
* Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Male Receptacles
* IEC IP 67 Protection

* 300V,9A
(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
ITC/PLTC PVC Yellow
3x18 AWG 5 1. GN/YE
P-RSF 321-880-*/M20 105°C Discrete 10, | 28N 5 2
7.2 mm OD .. ’ 3.BU
Cable #RF50880-*M' Division 2
hazardous
ITC/PLTC PVC Grey locations™* or 1 oN
3x18 AWG . :
N unclassified 2. BK 1
P-RSF 33-187-*/M20 105°C locations. 3 WH
7.2 mm OD
Cable #RF51187-*M*
Discrete or analog
ITC/PLTC PVC Plum 3-wire circuits in
4x18 AWG, 1 Shielded Triad Class I, Division 2 | | g
with GND hazardous 2.BN
6 P-RSF 51-108-*/M20 Foil/Drain (20) locations or 3. GN/YE
105°C unclassified 4. Drain
8.1 mm OD locations. 5. BK
Cable #RF51108-*M* M20 Conduit Entry
Thread.
Discrete I/O
ITC/PLTC PVC Grey Devices in Class I, | 1 gg 3 2
5x18 AWG Division 2 2. WH
P-RSF 52-972-*/M20 105°C Hazardous 3.GY 4
7.2 mm OD Locations** or 4. BN
Cable #RF50972-*M" Unclassified 5. BU 5 !
Locations.
ITC/PLTC PVC Plum
4x16 AWG, 1 Shielded Triad
with GND Discrete or analog
P-RSF 55-099-*/M20 Foil/Drain (18) 3-wire circuits in
105°C Class I, Division 2| 1 \wH
10.4 mm OD hazardous 2. BK
Cable #RF51099-*M" locations or 3.GN
ITC/PLTC PVC Blue unclassified 4.RD
4x16 AWG, 1 Triad with GND | locations. 5. Drain
Foil/Drain (18) M20 Conduit Entry
P-RSF 55-328-*/M20 105°C Thread.
10.4 mm OD
Cable #RF51328-*M*

See page C33 for dimensional drawings.

Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process
Automation

* Male Receptacles
* IEC IP 67 Protection
* 300V,9A

(use as ITC limited to 150V, 5 A)

Housing Style Part Number Cable Application Pinout
Instruments with
separate power
ITC/PLTC PVC Plum and signal circuits | | gy,
5x16 AWG, 1 STP plus 1 Triad | in Class I, Division | 5 N
Foil/Drain (18) 2 hazardous 3. GN/YE
P-RSF 60-025-*/M20 105°C locations or 4. WH
12.5 mm OD unclassified 5. BK
Cable #RF51025-*M* locations. 6. Drain
M20 Conduit Entry
Thread.
ITC/PLTC PVC Yellow 1. WH
6 6x16 AWG 2. EE:]
P-RSF 63-030-*/M20 105°C 3.
4. 0G
9.6 mm OD s BK 4
' .
Cable #RF51030-*M 6. BU 6
ITC:Exposed Run/Direct 1. WH s
Burial/PLTC PVC Plum 2 RD
6x16 AWG 3. CN
P-RSF 63-233-*/M20 105°C 400
11.2mm OD ) 5. BK
Cable #RF51233-*M" Discrete /O 6. BU
ITC/PLTC PVC Plum devices in Class I, == =
. Division 2 :
5x18 AWG, 2 STP with GND 2 BN
Foil/Drain (2 hazardous :
- ~318-*/M20 oil Drain (20 locations or 3. GN/YE
P-RSF 66-318-%/ 105°C 1S 4 wh
7.9 mm OD unclassified 5. BK
Cable #RF51318-*M* locations. 6. Drain
M20 Conduit Entry
ITC/PLTC PVC Plum
Thread.
12 6x16 AWG
. Foil/Drain (18)
P-RSF 71-219-*/M20 105°C 1. WH
9.6 mm OD 2. BK )
Cable #RF51219-*M* 3. Rng
4,
ITf/P::': PVC Blue 5 0G
§x16D 'G(18) 6.8Y
ol rain 7. GN
- - %
P-RSF 71-329-*/M20 105°C
9.6 mm OD

Cable #RF51329-*M*

See page C33 - C34 for dimensional drawings.

Length in meters. Standard cable length is 0.5 meters. Consult factory for other lengths.

Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

See Section F for reelfast ® cable information.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions
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Process
Automation
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* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1. BK
4x18 AWG 2. WH
- =%
P-RKF 442 105°C 3 RD 5 1
600V,9A 4.GN
UL, CSA 1 WH . 5
. 3x16 AWG 2.BK
1 P-RKF 45- 105°C 1/2-14NPSM_ Threads 3. N/C
600V, 9 A 4.GN
UL, CSA 1. BK 2 3
. 5x18 AWG 2. WH 4
P-RKF 52- 105°C Z g;
600V,9A 5 BU 1 5
1.BU
2.BN
P-RKF 60D-* 1/2-14NPSM Threads, Drain Wire i S\;‘_‘/YE
: 3
UL, CSA 5. BK 4
6x16 AWG 6. GY 2 6
105°C 1. WH . s
600V,9A 2.RD
3.GN
- _* 1/2-14NPSM Threads
P-RKF 63 4.0G
5. BK
6. BU

See page C48 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1.BK
4x18 AWG 2 WH
- %
P-RSF 442 105°C 2 1 ;
600V,9A 4. GN
UL, CSA 1. WH ) .
. 3x16 AWG 2. BK
2 P-RSF 45- 105°C 1/2-14NPSM Threads 3.N/C
600V, 9 A 4.GN
UL, CSA 1. BK 3 )
N 5x18 AWG 2. WH .
P-RSF 52- 105°C 5 g;
600V, 9 A Ty 5 .
1.BU
2. BN
P-RSF 60D-* 1/2-14NPSM Threads, Drain Wire | 3 CN/YE
4. WH 3
UL, CSA 5. BK 4
6x16 AWG 6. GY 5 2
105°C 1. WH 5 1
600V, 9 A ) RD
P-RSF 63-* 1/2-14NPSM Threads 3.GN
4. 0G
5. BK
6. BU

See page C48 for dimensional drawings.

* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

Note: See TURCK Control Drawing QCF-00147 (www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

minifast ® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Female Receptacles

* NEMA 1, 3,4, 6P and IEC IP 67
Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
1.BU
P-RKF 44-*/14.5/NPT | = § \%\IH
4x18 AWG 4. BK
105°C 1. BK 3 1
600V,9A .
’ 2. WH
P-RKF 442-*/14.5/NPT
/s e , ]
4. CN
UL, CSA 1. WH
3x16 AWG
P-RKF 45-*/14.5/NPT | 100t e
600V,9A 4. CN
1. BK
3 UL, CSA 1/2-14NPT Threads 2. WH
5x18 AWG :
P-RKF 52-*/14.5/NPT | J(soc 3. GY 3
4. BN 2
600V, 9 A
5. BU 4
UL, CSA 1. BK : 5
5x18 AWG 2.BU
P-RKF 56-*/14.5/NPT | 0o 3. GN/YE
600V,9A g \B/’\r/\‘H
1.BU
UL, CSA 2 BN
5x16 AWG
P-RKF 60-*/14.5/NPT | 70 ot v
600V, 9 A 5. BK
6. N/C
3 4
1.BU
2.BN 2 6
P-RKF 60D-*/14.5/NPT 1/2-14NPT Threads, Drain Wire i SVE/YE 1 5
UL, CSA 5. BK
6x16 AWG 6. GY
105°C ’I. WH
600V,9A 2.RD
P-RKF 63-*/14.5/NPT 1/2-14NPT Threads i g’é
5. BK
6. BU

See page C48 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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minifast ® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
1.BU
UL, CSA 2.BN
5 3.GY
7x18 AWG .
P-RKF 70-*/14.5/NPT | 1ot 4.WH
5. BK
600V, 8A 6. GY
% 7. GN/YE
1.BK
2. WH 3 f
UL, CSA 3 BU
8x18 AWG 4.RD 2 5
P-RKF 80-*/14.5/NPT 105°C 5 VE
600V, 8A 1/2-14NPT Threads 6. BN 1 6
7.GY 7
8. GN
1. WH/BK
7 2. BK/WH 3 4
3. WH/GN 0 0
UL, CSA 4. GN/WH
10x18 AWG 5. WH/RD 2 6
P-RKF 100-%/14.5/NPT | ;000 o, RDAWH
600V, 8A 7.GY 1 7
8. GN/YE 8
9. WH/OG
10. OG/WH

See page C48 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

minifast ® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Male Receptacles

* NEMA 1, 3,4, 6P and IEC IP 67
Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
1.BU
2. BN
- %
P-RSF 44-%/14.5/NPT | () S WH
4x18 AWG 4. BK
105°C 1. BK 1 3
600V,9A .
- _* ! 2. WH
P-RSF 442-*/14.5/NPT kD , .
4. CN
UL, CSA 1. WH
3x16 AWG 2. BK
P-RSF 45-*/14.5/NPT | oo 3 NC
600V,9A 4. CN
1. BK
UL, CsA 1/2-14NPT Threads 2 WH
*/18.5/NpT | SAIBAWG 3.GY
4 P-RSF 52-*/14.5/ 105°C sor 5 .
600V, 9 A = BU .
UL, CSA 1. BK 5 .
5x18 AWG 2.BU
P-RSF 56-*/14.5/NPT | 0o 3. GN/YE
4. BN
600V,9A 5 WH
1.BU
UL, CSA 2 BN
5x16 AWG 3. GN/YE
P-RSF 60-*/14.5/NPT | J(soc W
600V, 9 A 5. BK
6. N/C
1. BU 4 3
2.BN 2
— 3. GNNYVE 6
P-RSF 60D-*/14.5/NPT 1/2-14NPT Threads, Drain Wire 4 WH s .
UL, CSA 5.BK
6x16 AWG 6. GY
105°C 'I. WH
600V,9A 2.RD
3.GN
P-RSF 63-*/14 . 5/NPT 1/2-14NPT Threads 2.0G
5. BK
6. BU

See page C48 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection
Housing Style Part Number Lead Specs Features Pinout
1.BU 7
UL, CSA 2.BN 4 3
6 7x18 AWG 3.6y 5
P-RSF 70-%/14.5/NPT | 0sec 4. WH 5
5. BK
1
600V, 8 A oGy 6
7. GN/YE
1.BK
2. WH
UL, CSA 3 BU
8x18 AWG 4. RD
P-RSF 80-*/14.5/NPT 105°C 5 VE
600V, 8A 1/2-14NPT Threads 6. BN
7.GY
8. GN
8 1. WH/BK
2. BK/WH s 43
3. WH/CN 10 9
B UL, CSA 4. GN/WH . s
I 10x18 AWG 5. WH/RD
- =%
P-RSF 100-*/14.5/NPT | ;000 o, RDAWH
600V, 8A 7.GY 7 !
8. GN/YE 8
- 9. WH/OG
10. OG/WH

See page C48 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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minifast ® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
1. BU
2. BN
- %
P-RKF 44-%/14.75/NPT | S WH
4x18 AWG 4. BK
105°C 1 BK 5 1
600V, 9 A > WH
- % B
P-RKF 442-*/14.75/NPT 3 RD
4.GN 4 2
UL, CSA 1. WH
3x16 AWG 2.BK
- _*
P-RKF 45-*/14.75/NPT 105°C 3/4-14NPT Threads 3.N/C
600V,9A 4.GN
1. BK
9 2. WH
P-RKF 52-*/14.75/NPT 3.GY , 3
UL, CSA 4. BN
5x18 AWG 5. BU 4
105°C 1 BK 1 5
600V,9A 2.BU
P-RKF 56-*/14.75/NPT 3. GN/YE
4. BN
5. WH
1.BU
UL, CSA 2 BN
5x16 AWG 3. GN/YE
P-RKF 60-*/14.75/NPT | Josec Wh
600V, 9 A 5. BK
6. N/C
3/4-14NPT Threads, Drain Wire / 3
1. BU 4
2.BN 2
P-RKF 60D-*/14.75/NPT 3. GN/VE °
- - ’ 4. WH 1 5
UL, CSA 5. BK
6x16 AWG 6. GY
105°C 'I. WH
600V,9A 2.RD
3.GN
- -* 3/4-14NPT Thread:
P-RKF 63-*/14.,75/NPT /. reads o
5. BK
6. BU

See page C49 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection
Housing Style Part Number Lead Specs Features
1.BU
UL, CSA 2.BN
11 7x18 AWG 3.GY
P-RKF 70-*/14.75/NPT 105°C 4. WH
5. BK
600V, 8 A ey
7. GN/YE
1. BK
2. WH
UL, CSA 3 BU
8x18 AWG 4. RD
P-RKF 80-*/14.75/NPT 105°C S VE
600V, 8 A 3/4-14NPT Threads 6. BN
7.GY
8. GN
1. WH/BK
13 2. BK/WH s 43
3. WH/CN 10 9
UL, CSA 4. GN/WH . s
10x18 AWG 5. WH/RD
- %
P-RKF 100-*/14.75/NPT 105°C o RDAWH
600V, 8A 7.GY 7 1
8. GN/YE 8
9. WH/OG
10. OG/WH

See page C49 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

minifast ® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
1. BU
2. BN
- %
P-RSF 44-*/14.75/NPT UL, CsA S Wh
4x18 AWG 4. BK
° 1 3
283 S 9A 1.8
- _* ! 2. WH
P-RSF 442-*/14.75/NPT kD , .
4. CN
UL, CSA 1. WH
3x16 AWG 2.BK
P-RSF 45-*/14.75/NPT | {osec 3 NC
600V,9A 4. CN
1.BK
3/4-14NPT Threads 2. WH
10 P-RSF 52-*/14.75/NPT 3.GY s
UL, CSA 4.BN 2
5x18 AWG 5. BU .
105°C 1 BK
600V, 9 A 2.BU 5 1
P-RSF 56-*/14.75/NPT 3. GN/YE
4. BN
5. WH
1.BU
UL, CSA 2 BN
5x16 AWG 3. GN/YE
P-RSF 60-*/14.75/NPT | J(soc W
600V, 9 A 5. BK
6. N/C
1.BU
2. BN 4 3
P-RSF 60D-*/14.75/NPT 3/4-14NPT Threads, Drain Wire i a/:/YE 6 2
UL, CSA 5. BK 5 1
6x16 AWG 6. GY
105°c 'I. WH
600V, 8A 2.RD
3.GN
P-RSF 63-*/14.75/NPT 3/4-14NPT Threads 1 oG
5. BK
6. BU

See page C49 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection
Housing Style Part Number Lead Specs Features Pinout
1.BU
12 UL, CSA 2.BN
. 7x18 AWG 3.Qy
P-RSF 70-%/14.75/NPT | j0sec 451‘ \éY(H
600V, 8 A o Gy
7. GN/YE
1. BK
2. WH
UL, CSA 3 BU
8x18 AWG 4.RD
P-RSF 80-*/14.75/NPT | | isec o vE
600V, 8 A 3/4-14NPT Threads | 6. BN
7.GY
8. GN
1. WH/BK
14 2. BK/WH s 43
3. WH/CN 10, 9
UL, CSA 4. GN/WH
10x18 AWG 5. WH/RD e 2
- %
P-RSF 100-*/14.75/NPT | 100 o, RDMWH
600V, 8A 7. GY 7 1
8. GN/YE 8
9. WH/OG
10. OG/WH

See page C49 for dimensional drawings.

* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 1-1/16" (27.0 mm) hole for panel mounting.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

minifast ® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Female Receptacles

* NEMA 1, 3,4, 6P and IEC IP 67
Protection N <SP®
®
Housing Style Part Number Lead Specs Features Pinout
1.BU
2. BN
- %
P-RKF 44-*/M20 UL, CSA 3 WH
4x18 AWG 4. BK
105°C 1 BK 5 1
600V, 9 A > WH
P-RKF 442-*/M20 3‘ RD
4.GN 4 2
UL, CSA 1. WH
3x16 AWG
P-RKF 45-*/M20 To5°C e
600V,9A 4. CN
1. BK
UL, CSA M20 Threads 2 WH
15 5x18 AWG -
P-RKF 52-*/M20 . 3. GY
105°C 2 BN 2 3
600V, 9A < BU .
UL, CSA 1. BK . 5
5x18 AWG 2.BU
P-RKF 56-*/M20 105°C 3. GN/YE
600V,9A g \B/’\r/\‘H
1.BU
UL, CSA 2 BN
5x16 AWG
P-RKF 60-*/M20 oo v
600V, 9A 5.BK
6. N/C
1.BU 2 4
2.BN ) .
P-RKF 60D-*/M20 M20 Threads, Drain Wire 431 SVI:{YE : 5
UL, CSA 5.BK
6x16 AWG 6. GY
105°C 'I. WH
600V,9A 2.RD
* M20 Thread 3.CN
P-RKF 63-*/M20 0 Threads 2 oG
5. BK
6. BU

See page C49 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
1.BU
UL, CSA 2. BN
7 3. GY
7x18 AWG .
P-RKF 70-*/M20 105°C 4. WH
5. BK
600V, 8 A > B
7. GN/YE
1. BK
2. WH 3 8 4
UL, CSA 3 BU
8x18 AWG ¥ RD , .
P-RKF 80-*/M20 105°C N
600V, 8A M20 Threads 6. BN
7.GY T e
8.GN
1. WH/BK
19 2. BK/WH
3. WH/CN 3 45
UL, CSA 4. GN/WH 9 10
10x18 AWG 5 WLURD
- _* ) s
P-RKF 100-*/M20 105°C o RO
600V,8A 7.GY ] .
8. GN/YE s
9. WH/OG
10. OG/WH

See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RKF.."; "P-RKFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.

Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

minifast ® Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Male Receptacles

* NEMA 1, 3,4, 6P and IEC IP 67
Protection N <SP®
®
Housing Style Part Number Lead Specs Features Pinout
1. BU
2.BN
- %
P-RSF 44-*/M20 UL, CsA 3 WH
4x18 AWG 4. BK
105°C 1 BK 1 5
600V, 9 A > WH
P-RSF 442-*/M20 3‘ RD
4. GN 2 4
UL, CSA 1. WH
3x16 AWG
P-RSF 45-*/M20 To5°C e
600V, 9 A 4.GN
1. BK
UL, CSA M20 Threads 2 WH
5x18 AWG :
P-RSF 52-*/M20 105°C 3.GY 3
16 4.BN 2
600V,9A 5 BU .
UL, CSA 1.BK 5 1
5x18 AWG 2.BU
P-RSF 56-*/M20 105°C 3. GN/YE
600V, 9 A g' S\I/\‘H
1.BU
UL, CSA 2 BN
5x16 AWG
P-RSF 60-*/M20 oo v
600V,9A 5. BK
6. N/C
1.BU 4 3
2.BN ,
P-RSF 60D-*/M20 M20 Threads, Drain Wire 431 SVI:{YE 6
UL, CSA 5. BK B !
6x16 AWG 6. GY
105°C 'I. WH
600V,9A 2.RD
P-RSF 63-* M20 Thread. 3.GN
- -* /M20 reads 1 oG
5.BK
6. BU

See page C49 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67 % /£

Protection 4 | : o ®N @®

Housing Style Part Number Lead Specs Features Pinout
1. BU ;
UL, CSA 2.BN 4 3
18 7x18 AWG 3. GY 5
P-RSF 70-*/M20 105°C 4. WH
5. BK 2
600V, 8A 6. GY 6 1
7. GN/YE
1. BK
2. WH
UL, CSA 3 BU
8x18 AWG 4.RD
P-RSF 80-*/M20 105°C 5 VE
600V, 8 A M20 Threads 6. BN
7.GY
8. GN
1. WH/BK
20 2. BK/WH
3. WH/GN S /¢
UL, CSA 4. GN/WH 10, 9
10x18 AWG 5. WH/RD 6 2
- =%
P-RSF 100-*/M20 105°C 6. RD/WH
600V, 8 A 7.GY ; .
8. GN/YE 8
9. WH/OG
10. OG/WH

See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is nickel plated brass "P-RSF.."; "P-RSFV.." indicates 316 stainless steel.
Receptacles recommend 13/16" (21.0 mm) hole for panel mounting.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67 %/ =
Protection i f

Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1.BU
4x18 AWG 2. BN
P-RKFV 44 EX-*/14.5/NPT || coc S WH 5 1
600V,9A 4. BK
UL, CSA 1. WH . )
. 3x16 AWG 2.BK
21 P-RKFV 45 EX-*/14.5/NPT | |ocec 3N
600V, 9 A 4.GN
UL, CSA 1. BK
5x18 AWG 2. WH
P-RKFV 52 EX-*/14.5/NPT 105°C Explosion Proof Receptacle, 3.GY
600V, 9 A 1/2-14NPT Threads 4.BN
! 5. BU
3
UL, CSA 1. WH 2
4x16 AWG 2.BK 4
P-RKFV 55 EX-*/14.5/NPT 105°C 3.GN
4. RD 1 5
600V, 9 A 5 N/C
UL, CSA 1. BK
5x18 AWG 2.BU
P-RKFV 56 EX-*/14.5/NPT 105°C 3. GN/YE
4. BN
600V, 9A = WH

See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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minifast ® Explosion Proof Receptacles wi

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection

Leads, Additional Analog or Discrete Control Circuits

N @&

Housing Style Part Number Lead Specs Features Pinout
1.BU
UL, CSA 2.BN
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RKFV 60 EX-*/14.5/NPT | 4g5:c 1/2-14NPT Threads 4. WH
600V,9A 5. BK
6. N/C
1.BU
UL, CSA 2.BN
6x16 AWG Explosion Proof Receptacle, 3. GN/YE
21 P-RKFV 60D EX-*/14.5/NPT 105°C 1/2-14NPT Threads, Drain Wire | 4. WH
600V, 9 A 5. BK
6. GY
3
1. WH
UL, CSA 2.RD 2
6x16 AWG 3. GN
P-RKFV 63 EX-*/14.5/NPT 105°C 4.0G y
600V,9A 5. BK
6. BU
1. BK
UL, CSA 2.BU
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RKFV 65 EX-*/14.5/NPT | 4g5:c 1/2-14NPT Threads 4.BN
600V,9A 5. WH
6. N/C
1.BU
UL, CSA 2.BN
5x18 AWG 3. GN/YE
P-RKFV 66 EX-*/14.5/NPT 105°C 4. WH
600V, 9 A 5. BK
6. N/C
See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

minifast ® Explosion Proof Receptacles with Leads, Additional Analog or Discrete Control Circuits

* Male Receptacles

* NEMAT1, 3, 4, 6P and IEC IP 67
Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1.BU
4x18 AWG 2.BN
P-RSFV 44 EX-*/14.5/NPT | 0l 3 Wh X 1
600V,9A 4. BK
UL, CSA 1. WH
. 3x16 AWG 2. BK 4 2
22 P-RSFV 45 EX-*/14.5/NPT 105°C 3. N/C
600V, 9 A 4.GCN
UL, CSA 1. BK
5x18 AWG 2. WH
P-RSFV 52 EX-*/14.5/NPT 105°C Explosion Proof Receptacle, 3.GY
600V, 9 A 1/2-14NPT Threads 4. BN
’ 5. BU 2 3
UL, CSA 1. WH 4
4x16 AWG 2.BK
P-RSFV 55 EX-*/14.5/NPT 105°C 3.GN 1 g
4.RD
600V, 9 A o N/C
UL, CSA 1. BK
5x18 AWG 2.BU
P-RSFV 56 EX-*/14.5/NPT 105°C 3. GN/YE
4. BN
600V, 9A = WH

See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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minifast ® Explosion Proof Receptacles w

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection

Leads, Additional Analog or Discrete Control Circuits

N @&

Housing Style Part Number Lead Specs Features Pinout
1.BU
UL, CSA 2 BN
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RSFV 60 EX-*/14.5/NPT | 1p50¢ 1/2-14NPT Threads 4. WH
600V,9A 5. BK
6. N/C
1.BU
UL, CSA 2.BN
6x16 AWG Explosion Proof Receptacle, 3. GN/YE
22 P-RSFV 60D EX-*/14.5/NPT 105°C 1/2-14NPT Threads, Drain Wire | 4. WH
600V, 9 A 5. BK
6. GY
3
1. WH
#m UL, CSA 2.RD 2
6x16 AWG 3. GN
P-RSFV 63 EX-*/14.5/NPT 105°C 4.0G y
600V,9A 5. BK
6. BU
1. BK
UL, CSA 2.BU
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RSFV 65 EX-*/14.5/NPT | 1950¢ 1/2-14NPT Threads 4.BN
600V,9A 5. WH
6. N/C
1.BU
UL, CSA 2.BN
5x18 AWG 3. GN/YE
P-RSFV 66 EX-*/14.5/NPT | Jococ W
600V, 9 A 5. BK
6. N/C
See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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TURCK
Process Wiring Solutions

* Female Receptacles

* NEMAT1, 3, 4, 6P and IEC IP 67
Protection N SP®
®
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1.BU
4x18 AWG 2. BN
P-RKFV 44 EX-*/14.75/NPT | | coc S WH X 1
600V,9A 4. BK
- UL, CSA 1. WH . ,
3x16 AWG 2.BK
P-RKFV 45 EX-*/14.75/NPT 105°C 3. N/C
600V, 9 A 4.GN
UL, CSA 1. BK
5x18 AWG 2. WH
P-RKFV 52 EX-*/14.75/NPT | oeoc Explosion Proof Receptacle, 3.GY
600V, 9 A 3/4-14NPT Threads 4.BN
! 5. BU 2 3
UL, CSA 1. WH 4
. 4x16 AWG 2.BK
P-RKFV 55 EX-*/14.75/NPT 105°C 3.GN 1 g
4.RD
600V, 9 A 5 N/C
UL, CSA 1. BK
5x18 AWG 2.BU
P-RKFV 56 EX-*/14.75/NPT 105°C 3. GN/YE
4. BN
600V, 9A = WH

See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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minifast ® Explosion Proof Receptacles wi

* Female Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection

Leads, Additional Analog or Discrete Control Circuits

N @&

Housing Style Part Number Lead Specs Features Pinout
1.BU
UL, CSA 2 BN
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RKFV 60 EX-*/14.75/NPT | 4q50c 3/4-14NPT Threads 4. WH
600V,9A 5. BK
6. N/C
1.BU
UL, CSA 2.BN
6x16 AWG Explosion Proof Receptacle, 3. GN/YE
23 P-RKFV 60D EX-*/14.75/NPT 105°C 3/4-14NPT Threads, Drain Wire | 4. \WH
600V, 9 A 5. BK
6. GY 3
1. WH 2
UL, CSA 2 RD
6x16 AWG 3. GN 1
P-RKFV 63 EX-*/14.75/NPT 105°C 4.0G
600V,9A 5. BK
6. BU
1. BK
UL, CSA 2 BU
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RKFV 65 EX-*/14.75/NPT | 4q50c 3/4-14NPT Threads 4.BN
600V,9A 5. WH
6. N/C
1.BU
UL, CSA 2.BN
5x18 AWG 3. GN/YE
P-RKFV 66 EX-*/14.75/NPT 105°C 4. WH
600V, 9 A 5. BK
6. N/C
See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection ' _s"'- . ®N @@

\ 4
Housing Style Part Number Lead Specs Features Pinout
UL, CSA 1.BU
4x18 AWG 2. BN
P-RSFV 44 EX-*/14.75/NPT | ococ Wi X 1
600V,9A 4. BK
UL, CSA 1. WH
. 3x16 AWG 2. BK N 2
o P-RSFV 45 EX-*/14.75/NPT 105°C 3. N/C
600V, 9 A 4.GN
UL, CSA 1. BK
5x18 AWG 2. WH
P-RSFV 52 EX-*/14.75/NPT | joeoc Explosion Proof Receptacle, 3.GY
600V, 9 A 3/4-14NPT Threads 4.BN
! 5. BU 2 3
UL, CSA 1. WH 4
4x16 AWG 2.BK
P-RSFV 55 EX-*/14.75/NPT 105°C 3.GN 1 g
4.RD
600V, 9 A 5 N/C
UL, CSA 1. BK
5x18 AWG 2.BU
P-RSFV 56 EX-*/14.75/NPT 105°C 3. GN/YE
4. BN
600V, 9A = WH

See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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minifast ® Explosion Proof Receptacles w

* Male Receptacles

* NEMA 1, 3, 4, 6P and IEC IP 67

Protection

Leads, Additional Analog or Discrete Control Circuits

N @&

Housing Style Part Number Lead Specs Features Pinout
1.BU
UL, CSA 2 BN
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RSFV 60 EX-*/14.75/NPT | 1p50c 3/4-14NPT Threads 4. WH
600V,9A 5. BK
6. N/C
1.BU
24 UL, CSA . ] ] 2.BN
6x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RSFV 60D EX-*/14.75/NPT 105°C 3/4-14NPT Threads, Drain Wire | 4. \WH
600V, 9 A 5. BK
6. GY 3
1. WH 2
UL, CSA 2 RD
6x16 AWG 3. GN 1
P-RSFV 63 EX-*/14.75/NPT 105°C 4.0G
600V,9A 5. BK
6. BU
1. BK
UL, CSA 2.BU
5x16 AWG Explosion Proof Receptacle, 3. GN/YE
P-RSFV 65 EX-*/14.75/NPT | 1950¢ 3/4-14NPT Threads 4.BN
600V,9A 5. WH
6. N/C
1.BU
UL, CSA 2.BN
5x18 AWG 3. GN/YE
P-RSFV 66 EX-*/14.75/NPT 105°C 4. WH
600V, 9 A 5. BK
6. N/C
See page C50 for dimensional drawings.
* Length in meters. Standard lead length is 0.3 meters. Consult factory for other lengths.
Standard housing material is 316 stainless steel.
Note: See TURCK Control Drawing QCF-00147(www.turck.com/fmcd) for guidance on installation in hazardous locations.
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Process Wiring Solutions

= e 600V o Installs in Standard Conduit Entries
e 9 A Per Conductor o Stainless Steel Housing
i
1/2-14NPT 3/4-14NPT
J1 J2 P1 P2 P1 J2 J1 J2
Specifications Wu:mg Housqlg Female Female Male Male Male Female Female Female
Dia. | Material
4/18 AWG leads| ss P-2RKFV-44EX-*/14.5/NPT | P-2RSFV-44EX-*/14.5/NPT P-RSFV RKFV-44EX-*/14.5/NPT P-2RKFV-44EX-*/14.75 /NPT
per connector
* Length in meters.
SS = Stainless steel
Dimensions

fe—————— 3.078 [78.2]

1.487 [37.8]
REF

_{ 1/2-14NPT

=

2.000 [50.8] XORE[QQ'B]

Wiring Diagram

BN =
ArOWN =

o

~ 3=
5~ @

c -0 m-—
cC—O.-—

S~
~ 3=

x—m-j
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Automation PROCESS
AUTOMATION
Specifications
Housing: 316 stainless steel (SS), passivated.
Contact Carrier: PUR black.
Electrical Ratings: 600 V, 9 A per conductor.
Temperature: -30° to +105°C (-22° to +221°F).
Contacts: Gold plated brass.
Protection: IP 67 (only when all receptacles are mated or covered with plugs).
Leads: High flex stranding, PVC, insulated, 600 V, UL recognized, CSA certified.
3/4-14NPT M20x1.5
P1 P2 P1 2 1 2 P1 P2 P1 2
Male Male Male Female Female Female Male Male Male Female
P-2RSFV-44EX-*/14.75/NPT P-RSFV RKFV-44EX-*/14.75/NPT P-2RKFV-44EX-*/M20 P-2RSFV-44EX-*/M20 P-RSFV RKFV-44EX-*/M20

.904 [23.0]

2.000 [50.8] x REF

Dimensions

Pinouts

-

7<)

<2

3.219 [81.8]

Female

Male

4-Pin

4-Pin

©770 [19.6]
2.000 [50.8] B REF

L
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TURCK

Process Wiring Solutions

Locations

o Consolidation of Analog or Discrete Circuits in Hazardous Locations or Unclassified

FM approved for installation in hazardous locations when installed per TURCK Control
Drawing QCF-00147 (www.turck.com/fmcd) using specified accessory equipment.

APPROVED

4-port, Common Ground and Shield

Application Specifications Pinout Nickel Plated Brass Stainless Steel
Port, Pin Home-Run  Port, Pin Home-Run
Port 1, Pin 1 1 Port 3, Pin 2 11
4-port cast aluminum Port1,Pin2 2 Ports 1-8, Pin 3 12
junction box, minifast Eort 1, E'" g i Eort ;, Em g 13
i i ort 1, Fin ort 3, Pin
port connectors, | Jorpin multifast connector, | port 3 pin1 5 Port 4, Pin 1 15 P-4 RKF 56-CS19 | P-4 RKFV 56-CSV19
connector, 4-wire NC ) 6 Port 4, P!n 2 16
discrete siénal per port Port 2, Pin 2 7 Port 4, Pin 4 17
Port 2, Pin 4 8 Port 4, Pin 5 18
Port 2, Pin 5 9 NC 19
Port 3, Pin 1 10
Port, Pin Home-Run  Port, Pin Home-Run
Port 1, Pin 1 1 Port 3, Pin 2 11
4-port cast aluminum Port1, Pin2 2 Ground 12
junction box, minifast Eort 1, :;'" g i Eort g, :;m g 1?‘
. . ort 1, Pin ort 3, Pin
it bomerrun | 16 Fomcoctor s creim”” | Per2 Pt 5 Port4, Pin1 15 P-4 RKF 66-CS19 | P-4 RKFV 66-CS19
connector, 2 analog Shield ) 6 Port 4, P!n 2 16
signals per port Port2,Pin2 7 Port 4, Pin 4 17
Port 2, Pin 4 8 Port 4, Pin 5 18
Port 2, Pin 5 9 NC 19
Port 3, Pin 1 10

See pages B75 and B79 for mating home-run cordsets.

C75

4-Wire Discrete

1
2
J13
4
S5>——— —
1> —
25— D
J33
s
5>—l r<
14[11|14|2)12)]7 6[18
v i
13103 1 5 81517 6 19

P1

Wiring Diagrams

[
N

TRUN= UhWUN=
[
=

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441

[

[
N
QUBWN= OaUAWN =

Application Support: 1-800-553-0016 Fax: (763) 553-0708

2 Analog Signals Per Port

1
3
242
5
6
— 1
b — 2
3
>—| [ <24
I i
141114 2127 18
¥
13103 1 5 815176 189
P1

www.turck.com



Process ruRRCcIK

Automation PROCESS
AUTOMATION
Specifications
Housing: Die-cast aluminum alloy.
Connectors Nickel plated brass or 316 stainless steel housings (see table), oil resistant PUR contact carrier.
Temperature: -30° to +80°C (-22° to +176°F).
Contacts: Gold plated brass.
Protection: IP67.

Electrical Rating: 300V, 4A; 150V, 3 A.

Dimensions

4-Port

531 [13.5] REF. - fe——— 2.520 [64.0] ——

‘ I.1.417 [36.0]

489 [12.4] REF.

- 10-32 ENCLOSURE
GROUND STUD

1.000 [25.4]
2.768 [70.3]
3858 [98.0]
©.261 [86.6] THRU .799 [20.3]
SEE NOTE 1 REF.
Notes:
1. Clearance hole for 1/4-20 mounting screws (2 not included)
Pinouts
Female Male
3
S) 4 2
2 6 4
1 5 1 5
6-Pin minifast® 5-Pin minifast 19-Pin multifast

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com C76
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Process Wiring Solutions

multifast® Drop Cordsets, Additional Analog or Discrete Control Circuits

* Female Connectors

e |EC IP 67 Protection

Housing Style Part Number Cable Features Pinout
P-CKM ..
’— 3.274 [83.2] _‘I 91.024 [26.0]

J
i

P-CKML .. (for Class I, Division 2
applications)

P-CKM 12-088-*

M3x0.5 SET SCREW #1.181 [30.0]
>l 1

= 1
\; 3.274 [83.1] JT 2 N/C
e ITC/PLTC PVC Yellow 3.BU
T1x18 AWG Discrete control circuits in o
Foil/Drain (20) L 5.GN
. Class I, Division 2 6. YE
P-CKWM .. 105°C i
hazardous locations or 7.GY
10 mm OD unclassified locations. 8. PK
[_7 2884 [73.2) ——= 300V,6A ) 9' RD
Cable #RF51088-*M" 10. BK
11.VT
1.978 [50.2] 12. GN/YE

—] LMH”JFM.DZ; [26.0]

P-CKWM 12-088-*
P-CKWML .. (for Class I, Division 2

applications)
ﬁzaaa [73.2]ﬂ

1.978 [50.3]
REF,

1.506 [38.2]
REF.

M3x0.5 SET SCREW

=

* Length in meters. Standard cable lengths are 2, 4, 6, 8, and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "CKM(L).."/"CKWM(L).."; "CKM(L)V.."/"CKWM(L)V" indicates 316 stainless steel.
See Section F for reelfast® cable information.

e M2301=

1181 [30.0]

1
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* Male Connectors

e |EC IP 67 Protection

Housing Style Part Number Cable Features Pinout
P-CSM ..
’— 3.274 [83.2] _‘I 91.024 [26.0]

J
i

P-CSML .. (for Class I, Division 2
applications)

M3x0.5 SET SCREW
2x

®1.181 [30.0]
Li

i
L 3.274 [83.1] J
REF.

P-CSM 12-088-*

P-CSWM ..

h 2.884 [73.2] —

1.978 [50.2]

—] LMH”JFM.DZ; [26.0]

P-CSWML .. (for Class I, Division 2
applications)

h 2.884 [73.2] ﬂ

1.978 [50.3]
EF
1.506 [38.2]
REF.

M3x0.5 SET SCREW

=

e M2301=

1181 [30.0]

P-CSWM 12-088-*

ITC/PLTC PVC Yellow
11x18 AWG
Foil/Drain (20)

105°C

10 mm OD
300V,6A

Cable #RF51088-*M"*

Discrete control
circuits in Class I,
Division 2
hazardous
locations or
unclassified
locations.

PN AW =
9}
z

el
)
O

10. BK
11.VT
12. GN/YE

* Length in meters. Standard cable lengths are 2, 4, 6, 8, and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "CSM(L).."/"CSWM(L).."; "CSM(L)V.."/"CSWM(L)V" indicates 316 stainless steel.

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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Process Wiring Solutions

NAMUR Circuits
- é P
€1 S
© @

M12 eurofast® Thread Drop Cordsets 2-Branch Molded Junctions Junction Boxes

Pages D5 - D8 D9 - D12 D13 - D16
M23 multifast® Thread Cordsets

Pages D17 - D19
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PROCESS
AUTOMATION

eurofast® NAMUR Cordset Part Number Key, Class I, Division 1 Hazardous Locations

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

4.21)1 |Z| RS 4.21T

eurofast

R = Straight
W = Right Angle

Gender

K = Female Connector

S = Male Connector

Body Plug Style

(Blank) = Standard Plug Body
C = Medium Plug Body

Coupling Nut Options
(Blank) = Nickel Plated Brass
V = 316 Stainless Steel

Number of Wires / AWG / Color Codes

Varieties

(Blank) = PVC Jacket
/S.. = Consult Factory, Special
/S90 = PUR Jacket

Insertion Point of Extension Cable and 2" Prefix*

* Female Connector Listed 1st, Male Connector 2nd
Example: RK 4.21T-2-RS 4.21T

Length in Meters

T = T Barb Fitting

4.21 = 2x20 AWG, BU, BN
441 = 4x22 AWG, BN, WH, BU, BK

5 = 5x22 AWG, GN, WH, OG, BK, RD
6 = 5x24 AWG, OG, RD, YE, BK, BU

Single Ended Example:

Extension Example:

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441

R[K| [4.22]7]-[2]

R|K 4.21T-E-RS 4.21|1

RK..-RS..

Application Support: 1-800-553-0016  Fax: (763) 553-0708 www.turck.com
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TURCK
Process Wiring Solutions

eurofast® NAMUR Cordset Extensions

Other Extension Examples:

WK 4.21T-|E-RS a.21|1

il

WK..-RS ..

RIk! [a.21]7 -E- ws | la.21]7

m

RK..-WS..

wlkl la.211 -E- ws | la.21]7

Il
|

WK..-WS ..

D3 TURCK Inc. 3000 Campus Drive  Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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TURCK
Process Wiring Solutions

2, 4, 5 and 6-Wire eurofast ® Drop Cordsets, NAMUR

* Straight Female Connectors

* For Use With NAMUR Sensors

* NEMA 1, 3, 4, 6P and IEC IP 68

Protection
Housing Style Part Number Cable Features Pinout
AWM PVC NAMUR Blue
2x20 AWG
RK .. RK 4.21T-* 105°C flexlife ®
5.2 mm OD 1.BN
1.673 [42.5] 6.571 [14.5] Cable #RF20003-*M" 2 BU
i AWM PUR NAMUR Blue 3.N/C
I 1ot 2x20 AWG 4.N/C
I, RK 4.21T-*/S90 105°C Cut/Abrasion Immune
? 5.2 mm OD
Cable #RF50657-*M*
AWM PVC NAMUR Blue
4x22 AWG 1. BN
RK 4.417-* 105°C flexlife ; ‘é\(JH
5.2 mm OD 4‘ BK
Cable #RF50598-*M"* ’
RKC PLTC PVC NAMUR Blue e
- 5x22 AWG flexlife, 22 AWG, Over 2 2. WH
1,654 [42.0] 0532 [135] RKCN 5T-* 105°C million cycles, for VBN 3.0G
r_ ‘ i ' 6.8 mm OD 40-H1141 multibox 4.BK
U Cable #RF50767-*M* 5.RD
R ble
n =T AWM PUR NAMUR Blue 1.0R
ANTI-VIBRATION DETENT 5x24 AWG Foil/Drain 2. RD
* 105°C Cut/Abrasion Immune 3.YE
RKC 6T-*/S90/CS10476 | ¢ VAC/75 VDC, 2 A 4 BK
5.7 mm OD 5.BU
Cable #RF50928-*M* 6. Drain

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "RK(C)"; "RK(C)V.." indicates 316 stainless steel.

1

See Section F for reelfast ® cable information.
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2, 4, 5 and 6-Wire eurofast ® Drop Cordsets, NAMUR

PROCESS
AUTOMATION

* Straight Male Connectors

* For Use With NAMUR Sensors

* NEMA 1, 3, 4, 6P and IEC IP 68

Protection
Housing Style Part Number Cable Features Pinout
AWM PVC NAMUR Blue
2x20 AWG
RS .. RS 4.21T-* 105°C flexlife ®
5.2 mm OD 1.BN
1.546 [39.3] 0.571 [14.5] Cable #RF20003-*M" 2 BU
r_ , :ILi AWM PUR NAMUR Blue 3.N/C
(- L0 2x20 AWG 4.N/C
RS 4.21T-*/S90 105°C Cut/Abrasion Inmune
_H 5.2 mm OD
Cable #RF50657-*M"
AWM PVC NAMUR Blue
4x22 AWG 1. BN
RS 4.41T-* 105°C flexlife 2.WH
5.2 mm OD i SE
Cable #RF50598-*M" )
RSC.. PLTC PVC NAMUR Blue e s 1 s
5x22 AWG flexlife, 22 AWG, Over 2 2. WH
1.909 [48.5] 531 [135] | RSCN 5T-* 105°C million cycles, for VBN 3.0G ! 3
r_ _“ 6.8 mm OD 40-H1141 multibox 4. BK
UUU i [ T Cable #RF50767-*M" 5.RD 2
T—=9 M12x1
a0 il AWM PUR NAMUR Blue 1.0G
_f_f 5x24 AWG Foil/Drain 2: RD
RSC 6T-*/S90/CS10476 ;gsv/(x: VDG, 2A Cut/Abrasion Immune i ;EK
5.7 mm OD 5.BU
Cable #RF50928-*M* 6. Drain

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "RS(C)"; "RS(C)V.." indicates 316 stainless steel.

1

See Section F for reelfast ® cable information.
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Process Wiring Solutions

2, 4, 5 and 6-Wire eurofast ® Drop Cordsets, NAMUR

* Right Angle Female Connectors

* For Use With NAMUR Sensors

* NEMA 1, 3, 4, 6P and IEC IP 68

Protection
Housing Style Part Number Cable Features Pinout
AWM PVC NAMUR Blue
WK.. 2x20 AWG
WK 4.21T7-* 105°C flexlife ®
_.I 1.220 [31.0] ~ 5.2 mm OD .
m ’ Cable #RF20003-*M"* 2 BU
- ”% 984 [25.0] AWM PUR NAMUR Blue 3.N/C
2x20 AWG 4.N/C
WK 4.217-*/S90 105°C Cut/Abrasion Immune
_:I—I 591 [15.0] 5.2mm OD
M12x1 Cable #RF50657-*M*
AWM PVC NAMUR Blue
4x22 AWG 1. BN
WK 4.417-* 105°C flexlife 2.WH
3.BU
5.2 mm OD 1 BK
Cable #RF50598-*M"* ’
WKC PLTC PVC NAMUR Blue 1.GN
5x22 AWG flexlife, 22 AWG, Over 2 2. WH
l-_”se (a4 ']_-l WKCN 5T-* 105°C million cycles, for VBN 3.0G
6.8 mm OD 40-H1141 multibox 4. BK
1122 [28.5] Cable #RF50767-*M" 5.RD
AWM PUR NAMUR Blue 1.0G
©.532 [13.5] 5x24 AWG Foil/Drain 2.RD
e * 105°C Cut/Abrasion Immune 3. YE
WKC 6T-*/S90/CS10476 60 VAC/75 VDC, 2 A 4 BK
5.7 mm OD 5.BU
Cable #RF50928-*M* 6. Drain

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "WK(C)"; "WK(C)V.." indicates 316 stainless steel.

1

See Section F for reelfast ® cable information.
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2, 4, 5 and 6-Wire eurofast ® Drop Cordsets, NAMUR

* Right Angle Male Connectors

* For Use With NAMUR Sensors

* NEMA 1, 3, 4, 6P and IEC IP 67

PROCESS
AUTOMATION

Protection
Housing Style Part Number Cable Features Pinout
AWM PVC NAMUR Blue
WS .. 2x20 AWG
WS 4.21T-* 105°C flexlife ®
——I 1.220 [31.0] =~ 5.2 mm OD - 1.BN
§ .LE AWM PUR NAMUR Blue 3. N/C
T 2x20 AWG 4.N/C
WS 4.21T7-*/S90 105°C Cut/Abrasion Immune
5.2 mm OD
Cable #RF50657-*M*
AWM PVC NAMUR Blue
4x22 AWG 1. BN
WS 4.41T-* 105°C flexlife 2. WH
5.2 mm OD i SE
WSC Cable #RF50598-*M*
PLTC PVC NAMUR Blue 1.CN s e
5x22 AWG flexlife, 22 AWG, Over 2 2. WH
WSCN 5T-* 105°C million cycles, for VBN 3.0G 1 3
6.8 mm OD 40-H1141 multibox 4. BK
1377 [35.0) Cable #RF50767-*M* 5.RD 2
AWM PUR NAMUR Blue 1.0G
5x24 AWG Foil/Drain 2. RD
3.1523:1 [13.5] WSC 6T-*/590/CS10476 lgs\//(\:cﬂs VDC, 2 A Cut/Abrasion Immune i ;EK
5.7 mm OD 5.BU
Cable #RF50928-*M* 6. Drain

* Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass "WS(C)"; "WS(C)V.." indicates 316 stainless steel.

1

See Section F for reelfast ® cable information.
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Process Wiring Solutions

eurofast ® 2 - Branch Molded Junctions, NAMUR Wiring

* Combine Two NAMUR Sensors
into One Cable

[ 2
* Tough Polyurethane Construction \ _.

* For use with NAMUR Junction F=
Boxes

Application Specifications Wiring Housing Part Number

Combine 2 NAMUR ©

‘ 250V | |

sensors into one 2A I] || M VB2-FSM 4.41/2FKM 4.21
cable I I‘ ©

250 V
4A
RS 4.41T = Blue PVC

Combine 2 NAMUR
sensors into one

VB2-RS 4.41T-*/2FKM 4.21

cable 5.2 mm OD, 4/22 AWG
NAMUR
Combine 2 NAMUR 25: v

sensors into one RK 4.21T = Blue PVC VB2-FSM 4.41/2RK 4.21T-*/*

cable 5.2 mm OD, 2/20 AWG
250V
Combine 2 NAMUR | 4 A
sensors into one Blue PVC, 5.2 mm OD VB2-RS 4.41T-*/2RK 4.217-%/*
cable RK 4.21T - 2/20 AWG

RS 4.41T - 4/22 AWG

* Length in meters.

NAMUR Diagram

12 # BRANCH

TRUNK

PN =

12 #2 BRANCH
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Junction Body: Oil resistant yellow polyurethane.
Connector: Oil resistant polyurethane body material, Nylon or PUR contact carrier, spacings to VDE 0110 Group C.
Contacts: Gold plated brass.
Coupling Nuts: Nickel plated brass.
Cable: See table.
Temperature: -40° to +105°C (-40° to +221°F).
Protection: NEMA 1,3,4,6P and IEC IP 68.

Cable Length: Trunk - nominal 1 meter. Branches - nominal 0.3 meters. Other lengths available by request - consult factory.
Connector Options: (for legs with cable)

Stainless steel coupling nut add “V” to part number (RS to RSV, RK to RKV).

Nylon coupling nut add “K” to part number (RS to RSK, RK to RKK).

Right angle connectors, change part number (RS to WS, RK to WK).
Notes: Mounting holes accept #8 screw.

VB2-FSM 4.41/2FKM 4.21 VB2-RS 4.41T-*/2RK 4.21T-*/*
M12x1 2 [=—.906 [23.01
X X ——| . |<— 2.315 [8.0]
®.177 [4.5]

I .984 [25.0]

.512 [13.0] 1 709 11801 | 49¢ [39,0]_% R ngl
: B e T s

v{ * METER
512 [13.0]

9.315 [98.0] 2x
0.177 [04.5] 2x

VB2-RS 4.41T-*/2FKM 4.21

906 [23.01—=

e
] ®315 [8.01 —— ©.177 [4.5]
= ©.177 [4.5] | 315 [8.0]

984 [25.01 [~ Miext 984 [25.0]
% r K
709 [18‘011‘496 138,01 M12x1
.709 [18.0]1 ii
|
1496 [38.0]1
= =— 5l2 [13.0] ' ] Mi2x1
. g Miex1 —e L‘Sla [13.0]1
Pinouts
Female Male
4 4
3 1 1 3
2 2
4-Pin eurofast ® 4-Pin eurofast

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com D10
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Process Wiring Solutions

eurofast ® 2 - Branch Molded Junctions, NAMUR Wiring

* Combine Two NAMUR Sensors
into One Cable

* eurofast Connection Features
Anti-Vibration Coupling Nut
(main leg only)

Application Specifications Wiring Part Number
Combine 2 NAMUR 25: v
sensors into one cable.
Connects directly to 2/20 AWG NAMUR VBRS 4.41-2RK 4.21T-*/*
eurofast junction box Blue PVC
* | 52mmOD

* Length in meters.
To add mounting hole; add /S857 to the end of the part number.

NAMUR Diagram

12 #1 BRANCH

TRUNK

AWN =

12 #2 BRANCH
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Connector: Oil resistant yellow polyurethane Nylon or PUR contact carrier, spacings to VDE 0110 Group C.
Contacts: Gold plated brass, machined from solid stock.
Coupling Nuts: Nickel plated brass.
Cable: See table.
Conductors: High flex stranding, PVC insulation.
Temperature: -40° to +105°C (-40° to +221°F).
Protection: NEMA 1, 3, 4, 6P and IEC IP 67.
Accessories: KS 5/10 labels included.

Cable Length: Branches - nominal 0.3 meters. Other lengths available by request - consult factory.

VBRS 4.41-2RK 4.21T-*/*

M12x1 2x —= [=—

1.281 [32.5]

_|_
.600 [15.2]
I B |

——| I<—M12x1

Pinouts
Female Male
4 4
3 1 1 3
2 2
4-Pin eurofast ® 4-Pin eurofast
D12

TURCK Inc. 3000 Campus Drive Minneapolis, MN 55441 Application Support: 1-800-553-0016 Fax: (763) 553-0708 www.turck.com
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Process Wiring Solutions

multibox ® eurofast® Junction Boxes, NAMUR, 1 Circuit Per Port

e 4 Port ¢ Quick Disconnect or Integral Home Run Cable
* Rugged Plastic Housing with e For use with NAMUR Sensors
Flush Connectors

1 Circuit Per Port, Common Positive, 100 VDC

Application Specifications Pinout Part Number
Function  Color Function Color
4-port J-box 4 Alport, 9 A total +V GN J1/Pin 2 WH
1 circuit per port Blue PVC cable, PLTC J2/Pin 2 oG VB 40N-*
Integral cable 5/22 AWG J3/Pin 2 BK
J4/Pin 2 RD

Function  Pin/Color  Function Pin / Color
;-A(Eoerut,rﬁfssttoctinector v 1/GN 11/Pin 2 2/WH
e 2/Pin2  3/0G VB 40N-H1151

5 conductors i
: J3Pin2  4/BK
_*¥
Mates with RKCN 5T J4/Pin 2 5/RD

4-port J-box
1 circuit per port
eurofast connector

1 Circuit Per Port, Isolated Circuits, 100 VDC

Application Specifications Pinout Part Number
Function  Color Function  Color
4-port J-box 4 A/port, 9 A total J‘I/P!n ! WH J3/P!n ! 06
A J1/Pin 2 BK J3/Pin 2 BU VB AXIN-*
1 circuit per port Blue PVC cable, PLTC . .
Integral cable 9/22 AWG J2/Pin 1 GN Ja/Pin 1 VE
8 J2/Pin2  RD J4/Pin2 VT

Brown not used

Function  Pin / Color Function  Pin / Color
4-port J-box 4 Alport, 8 A total J1/Pin 1 2/WH J3/Pin 1 6/0G
port) 12-pin multifast connector | J1/Pin2  3/BK J3/Pin2  7/BU VB 4XIN-CS12
1 circuit per port 9 cond 2/Pin 1 4/GN 4/Pin 1 8/VE
multifast ® connector conductors 12/Pin J4/Pin
Mates with CKNWM 12-9-* | J2/Pin 2 5/RD J4/Pin 2 INT

Pin 1/Bn not used

Functional Wiring Diagrams

Common Positive Common Positive Isolated Circuit Isolated Circuit
Integral Cable eurofast Connector Integral Cable multifast Connector
1 1 1 1 12 é 1 1
432 € 132 S 5T <34 N b aum— <2
3> =<3 3> =<3 3 3> <3
1> <4 1> <4 4> < s <1
! ! 1 ! 2 2 1 1
2 2 2 2 J J2
a535 <3 a5s <38 T3Z = 15 Y
1> <4 2> <4 1> <1
3Es8335238
¥ zZoy N T =~ 0 0 a4 3 C é & E g g m u N 0 o < on
T S« 3 z z Z2 z =z = s> z z z z z z z 2
>3 @ 05 & a0 Ta [ W S S
Pl
VB 40N-* VB 40N-H1151 VB 4X1N-* VB 4X1N-CS12
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Housing:
Connectors:
Contacts:

Thread Inserts:

Cable:
Temperature:
Protection:
Accessories:

Cable Length:

PROCESS
AUTOMATION

Specifications

Nylon.

eurofast®: Nylon or PUR, spacings to VDE 0110 Group C.
Gold plated brass, machined from solid stock.

Nickel plated brass.

See table.

-30° to +80°C (-22° to +176°F).

NEMA 1, 3, 4, 6P and IEC IP 67.

(2) VZ 3 closure caps and one VZ 1 label kit (8 labels) included.

Standard length for junction boxes and multifast ® series quick disconnect cordsets is nominal 5 meters.
Other lengths available by request. Consult factory.

Dimensions

VB 40N-*
VB 4X1N-*

3.346 [85.0]

1.063 [27.0]

r——2.126 [54.0]

VB 4X1N-CS12
~— 2126 [54.0]
1062 [27.0]

1063 [27.0] 2.874 [73.0]

1.062 [27.0]

3.346 (85.0]

VB 40N-H1151

[73.0] 1.063 [27.0]

1201 [30.51
1201 [30.5]
236 [6.0]
..... =
3.346
[85.0] —
1.063 [27.0] cs 12
1299 [33.0] CONNECTOR
2.874 5 . .
270 [e,,s]_—l [ G301 3 1299 [33.01

Notes:

. :I - L—E.126 [54.01

1.299 [33.0]

1. Removable labels included (Part number VZ 1).
2. Clearance hole for #8 screw (3 places).
3. Housings with integral cable: 23.0 mm thickness. Housings with quick disconnect: 33.0 mm thickness.

Pinout Diagram

-V +V
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Process Wiring Solutions

multibox ® eurofast® Junction Boxes, NAMUR, 2 Circuits Per Port

e 4 Ports ¢ Quick Disconnect or Integral Home Run Cable
* Rugged Plastic Housing with e For use with NAMUR Sensors
Flush Connectors

2 Circuits Per Port, Common Positive, 100 VDC

Application Specifications Pinout Part Number
Function  Color Function Color
4-port J-box 4 A/port, 9 A total J\q-/'—Pin ) S\II\IH ng:: i SS
2 circuits per port Blue PVC cable, PLTC UPna  BK 1Pin 2 VE VB 40.5N-*
Integral cable 9/22 AWG )/ n J4/ n
J2/Pin 2 CN J4/Pin 4 VT
J2/Pin 4 RD
Function  Pin/Color  Function Pin / Color
4-port J-box 4 Alport, 8 A total V+ 1/BN J3/Pin 2 6/0G
port) 12-pin multifast connector | J1/Pin2  2/WH J3/Pin 4 7/BU VB 40.5N-CS12
2 circuits per port 9 duct 1/Pin 4 3/BK 4/Pin 2 8/YE .
multifast ® connector conductors J1/Pin J4/Pin
Mates with CKNWM 12-9-* | J2/Pin 2 4/CN J4/Pin 4 INT

J2/Pin4  5/RD

2 Circuits Per Port, Isolated Circuits, 100 VDC

Application Specifications Pinout Part Number
Function  Color Function Color
J1/Pin 1 WH J3/Pin 1 VT
J1/Pin 2 BK J3/Pin 2 GY
4-port J-box 4 Alport, 9 A total J1/Pin 3 CN J3/Pin 3 PK
2 circuits per port Blue PVC cable, PLTC J1/Pin4  RD J3/Pin 4 ™ VB 4X1.5N-*
Integral cable 16/22 AWG J2/Pin 1 oG J4/Pin 1 WH/BK
J2/Pin 2 BU J4/Pin 2 WH/GN
J2/Pin 3 BN J4/Pin 3 WH/RD
J2/Pin 4 YE J4/Pin4  WH/BU
Function  Pin/Color  Function Pin / Color
J1/Pin 1 1/WH J3/Pin 1 INT
4 Alport, 8 A total J1/Pin 2 2/BK J3/Pin 2 10/GY
4-port J-box 16-pin multifast connector J1/Pin 3 3/GN J3/Pin 3 11/PK
2 circuits per port 16 conductors J1/Pin4  4/RD J3/Pin 4 12/TN VB 4X1.5N-CS16
multifast connector Mates with J2/Pin 1 5/0G J4/Pin 1 13/WH/BK
CKNWM 16-16-* J2/Pin 2 6/BU J4/Pin 2 14/WH/GN
J2/Pin 3 7/BN J4/Pin 3 15/WH/RD
J2/Pin 4 8/YE J4/Pin 4 16/WH/BU

Functional Wiring Diagrams

Common Positive Common Positive Isolated Circuit Isolated Circuit
Integral Cable multifast Connector Integral Cable multifast Connector
1 1 ! ] 1 1
1 1 2 2 2 2y 2 2
2 2 J3 J J33 3 J3 4
933 34 A e— — 2 1 3 3
45— —<4 . : . |
1 1
1 1 2> —=e 2 2 2 2
J1 J2 Ji 2
2183 2 3 3 H 3 I3 3Je
4 2
g3 PI £E3% Pl
x>
VB 40.5N-* VB 40.5N-CS12 VB 4X1.5N-* VB 4X1.5N-CS16
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Specifications
Housing: Nylon.
Connectors: eurofast®: Nylon or PUR, spacings to VDE 0110 Group C.
Contacts: Gold plated brass, machined from solid stock.
Thread Inserts: Nickel plated brass.
Cable: See table.
Temperature: -30° to +80°C (-22° to +176°F).
Protection: NEMA 1, 3, 4, 6P and IEC IP 67.
Accessories: (2) VZ 3 closure caps and one VZ 1 label kit (8 labels) included.
Cable Length:

Standard length for junction boxes and multifast ® series quick disconnect cordsets is nominal 5 meters.
Other lengths available by request. Consult factory.

Dimensions
%

Ve VB 40.5N-CS12
SN- VB 4X1.5N-CS16

[—2.126 [54.0] [—2.126 [54.0]

1062 [27.0] 1062 [27.0]

3.346 [85.0] 3.346 [85.0]
1.063 [27.01 (73.01 1063 (2701 874 173.01

1.201 [30.5]

236 [6.0]

1299 [33.0]

1.299 [33.0]

Notes:
1. Removable labels included (Part number VZ 1).
2. Clearance hole for #8 screw (3 places).
3. Housings with integral cable: 23.0 mm thickness. Housings with quick disconnect: 33.0 mm thickness.

Pinout Diagram

vV v Ay
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TURCK
Process Wiring Solutions

12 and 16-Pin multifast® Cordsets-NAMUR

* Straight Male and Female
Connectors

* |EC IP 67 Protection

°* 300V,3A
Housing Style Part Number Cable Features Pinout
CKNM 12-9-*
PLTC PVC Blue 1.BN 7.BU
9x22 AWG 2. WH 8. YE
105°C 3.BK 9.VT
6.9 mm OD 4. GN 10. N/C
y .RD 11.N
C s Cable #RF50741-*M* 2 oG 12 Nj(C:
KNM.. CSNM.. ' ’
CSNM 12-9-*
’— 3.274 [83.2] _‘I ©1.024 [26.0] For use with 1
- junction boxes and
ﬁ“ for multi-conductor , 80 5
. . 15 14
7 applications . .
CKNM 16-16-* 1. WH 9.VT ¢ :
PLTC PVC Blue 2. BK 10. GY 16 13
16x22 AWG 3.GN 11. PK 0 2
105°C 4.RD 12.TN "oz !
8.3 mm OD 5.0G 13. WH/BK L6m 7
Cable #RF50744-*M" 6.5Y 14 WHIGN | - s "
7. BN 15. WH/RD 4 8
CSNM 16-16-* 8. YE 16. WH/BU ? b
13 16
2 10
1oy N

* Length in meters.

Standard cable length is 5 meters. Consult factory for other lengths.

Standard coupling nut material is nickel plated brass “CK(S)NM..”; “CK(S)NMV..” indicates 316 stainless steel.
See Section F for reelfast® cable information.
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PROCESS
AUTOMATION

12 and 16-Pin multifast® Cordsets-NAMUR

* Right Angle Male and Female
Connectors

* |EC IP 67 Protection

°* 300V,3A
Housing Style Part Number Cable Features Pinout
CKNWM 12-9-*
PLTC PVC Blue 1. BN 7.BU
9x22 AWG 2. WH 8. YE
105°C 3. BK 9. VT
6.9 mm OD 4.GN 10. N/C
' 5.RD 11.N/C
u
CKNWM.. CSNWM.. Cable #RF50741-*M  ou e
2884 (732) CSNWM 12-9-*
For use with
junction boxes and
1.978 [50.2] for multi-conductor L8 s
applications 15 14
8 4
CKNWM 16-16-* 1. WH 9.VT ¢ :
L g ez 200 PLTC PVC Blue 2. BK 10. GY 16 "
16x22 AWG 3.GN 11. PK 10 2
105°C 4.RD 12.TN IARER
8.3 mm OD 5.0G 13. WH/BK L6
Cable #RF50744-*M" 6. BU T4 WH/IGN | 14 5
7. BN 15. WH/RD 4 8
CSNWM 16-16-* 8. YE 16. WH/BU ? b
13 16
2 10
14 N

* Length in meters.
Standard cable length is 5 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “CK(SINWM..”; “CK(S)NWMV..” indicates 316 stainless steel.

t See Section F for reelfast ® cable inf