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Setting the display in the programming mode P2

The following example sets the display to indicate 4 mA = 0 tons and 20 mA = 60.0 tons.

After connecting the supply voltage, the display indicates the number 0. The settings are made in programming mode P2. First the [↓] 
[↑]-keys must be pressed for approx. 3 seconds. The display now switches to programming mode P1 and in the first menu item [i.Typ]. 
Then hold down the [↓]-key for approx. 10 seconds. The display now changes to programming mode P2 and to the first menu item 
[i.Typ].

Attend: 
If the keys are not activated for ca. 20 sec, the device automatically switches back to the standard display "measure value".

Main
menu

Submenu Description Setting

P2 i.Typ - Press the [SET]-button
- With the arrow key ↓ enter 4-20
- Pressing the [SET] button sets the input saved

4-20 mA

↓
P2 d.Pnt - Change from parameter [i.Typ] with the arrow 

  key ↓ to parameter [d.Pnt]
- Press the [SET] button and set the decimal point
  with the arrow key ↑ to the first digit from the right
- The display shows [0.0]
- Pressing the [SET] button sets the input saved

Decimal dot on 
first digit from 
right side
0.0

↓
P2 L.SCL - Change from parameter [d.Pnt] with the arrow 

  key ↑ to parameter [L.SCL]
- Press the [SET]-key, then set the 
  lower scale value to 0.0 with the arrow keys
- Pressing the [SET] button sets the input saved

Lower scale value
0.0 tons at 4 mA

↓
P2 H.SCL - Change from parameter [L.SCL] with the arrow 

  key ↑ to parameter [H.SCL]
-Press the [SET]-key, then set the 
  higher scale value to 60.0 with the arrow keys
- Pressing the [SET] button sets the input saved
- Wait 20 sec. until the indication changes to
  the measure value (indication is now depen
  ding  on the actual current; if no current is
  present, the device indicates 0.0)
- The programming is finished

Upper scale 
value 
60.0 tons at 20 
mA

*Note: By pressing the arrow keys for a longer time, the speed of the value change increases.
 The arrow key ↑  increases the value, the arrow key ↓ decreases the value.

Programming example
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